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NOTES:

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH

MINE WATER RISING MAIN PLAN AND LONGSECTION

CH 0.000m TO 101.500m (SHEET 1 OF 2), DRAWING

NUMBER 5198464-ATK-DRA-1200.

LEGEND:

PROPOSED PIPE

EXISTING GROUND LEVEL

MAJOR CONTOURS AT 2.50m INTERVALS

MINOR CONTOURS AT 0.50m INTERVALS

MHWS

MLWS

SEABED

EXISTING ACCESS ROAD

EXISTING PUBLIC RIGHT OF WAY

SETTING OUT POINTS

SETTING OUT INFORMATION

POINT

NUMBER

7

8

9

10

11

12

13

14

EASTING

333555.565

333565.349

333583.416

333584.781

333588.393

333660.637

333664.249

333665.499

NORTHING

696011.085

696001.791

695980.364

695979.059

695975.601

695906.458

695903.001

695901.805

DESCRIPTION

25.018° BEND

6.336° BEND

6.119° BEND

CONCRETE COLLAR 1 OF 24

CONCRETE COLLAR 2 OF 24

CONCRETE COLLAR 23 OF 24

CONCRETE COLLAR 24 OF 24

DIFFUSER LOCATION

Date

DesignedScale

Drawing Title

Project Title

Drawing Status

Date Date Date

Drawn Checked Authorised

M
i
l
l
i
m

e
t
r
e

s

1
0

0
1

0
0

Client

www.atkinsglobal.com

Original Size

Suitability

Tel:

Fax:

Drawing Number Revision

3rd Floor East Side

Mercantile Building

53 Bothwell Street

Glasgow

G2 6TS

+44 (0)1412 202000

+44 (0)1412 202001

Rev. Date

Description By

Chk'd

App'd

F
i
l
e

n
a

m
e

:
 
\
\
w

s
a

t
k
i
n

s
.
c
o

m
\
p

r
o

j
e

c
t
\
G

B
N

E
D

\
W

S
A

\
D

i
v
7

3
\
5

1
9

8
4

6
4

 
-
 
M

i
c
h

a
e

l
 
O

u
t
f
a

l
l
\
7

 
W

I
P

\
1

 
D

r
a

w
i
n

g
s
\
C

A
D

\
W

I
P

\
5

1
9

8
4

6
4

-
A

T
K

-
D

R
A

-
1

2
0

0
 
a

n
d

 
1

2
0

1
 
P

l
a

n
 
a

n
d

 
L

o
n

g
s
e

c
t
i
o

n
.
d

w
g

U
S

E
R

:
 
W

O
J
C

6
5

0
2

D
a

t
e

:
 
1

8
/
6

/
2

1
 
 
1

1
:
1

1
:
2

5

DO NOT SCALE

I
n

t
e

r
n

a
l
 
P

r
o

j
e

c
t
 
N

u
m

b
e

r
:

 C   SNC-Lavalin (2018)

THE COAL AUTHORITY

MICHAEL OUTFALL

MINE WATER RISING MAIN

PLAN AND LONGSECTION

CH 101.500m TO 245.595m

(SHEET 2 OF 2)

CWCW

10/06/202110/06/2021

1:250

S2

5
1

9
8

4
6

4

5198464-ATK-DRA-1201 P

FOR INFORMATION

01

A1

CLASSIFICATION - Baseline (Low Risk)

CLASSIFICATION - Baseline (Low Risk)

N

P01 10/06/21 FOR INFORMATION

D

R

A

F

T

1 PLAN

DRA-1201

1:250

2
PROPOSED PIPE LONGSECTION, CHAINAGE 101.500m - 245.595m

DRA-1201

1:250

TEMPORARY OUTFALL PIPE TO BE REMOVED FOLLOWING

COMPLETION OF THE NEW PERMANENT OUTFALL PIPE

REFER TO DRAWING

5198464-ATK-DRA-1303 FOR

OUTFALL DIFFUSER GA

REFER TO DRAWING

5198464-ATK-DRA-1302 FOR

JETTING CHAMBER 2 GA


	Sheets and Views
	1100


