
Type of 
Deposit/Removal Description

No.

Dim.

Weight (kg/tonnes)

No.

Dim.

Weight (kg/tonnes)

No.

Dim.

Weight (kg/tonnes)

Plastic
m2

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Length (m)

Ext. Diameter 

(cm/m)

Length (m)

Ext. Diameter 

(cm/m)

Others

Steel/Iron

Boulders

Elecrtrical cabling

Quantity and Dimensions (metric)

Pipe

Deposits

Cobbles

Gravel

Sand

Silt

Clay

Concrete

Timber



Description
No. 1

Dim. n/a

Weight (kg/tonnes) 211.59 tons

No. 0

Dim. NA

Weight (kg/tonnes) 0

No. 0

Dim. 0

Weight (kg/tonnes) 0

Fibre glass electrical 

cabinets and main 

deck m2 (square meters) 100

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Volume (m3)

Weight (kg/tonnes)

Length (m) 2,000

Ext. Diameter (cm/m) 1 cm

Length (m) 3,000

Ext. Diameter (cm/m) 1cm

0

Quantity and Dimensions (metric)

Electrical control 

and instrument 

cabling. Copper core 

Internal control pipe 

inside the monopile 

section.

Removals

Met mast, mono 

pile including 

transition piece and 

lattice work tower 

and ancilliary dead 

load 


