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Latitude and Longitude co-ordinates (WGS84) defining the extent of the project (continue on Appendix 01 
Additional Co-ordinates form if necessary):
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(g) Is the project located within the jurisdiction of a statutory harbour authority? 

           YES   NO   
 
If YES, please specify statutory harbour authority: 

 

 
(h) Method statement including schedule of work (continue on separate sheet if necessary): 

 

 

 

 

 

(i) Potential impacts the works may have (including details of areas of concern e.g designated 
conservation and shellfish harvesting areas) and proposed mitigation in response to potential impacts  
(continue on separate sheet if necessary): 
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■

Preparations will include the installation of a retrievable working platform.
Any loose or unstable material will be collapsed into the hole and used as fill material.
A semi-dry quick drying concrete mix will be transported to the top of an embankment
and gradually poured into a chute which will discharge into the eroded area.
The concrete will be placed by operatives standing on the temporary retrievable walkway
on the outside of the eroded area.
The temporary walkways will be retrieved during the incoming and high tide.
All works will be carried out during the available tidal window.
A final surface will be completed with a quick drying concrete mix.

The work site is adjacent to the Upper Solway Flats and Marshes SSSI/SPA/Ramsar site
and Solway Firth cSAC.
Any loose or unstable material within the eroded area will be collapsed into the hole and
used as fill material.
Quick drying concrete mixes will be added in a controlled manner via a chute from the
embankment above within the tidal window.
No materials/plant/equipment will operate on the foreshore.
Refuelling of plant will be carried out at a distance of at least 50m from the high tide
level.






















