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Defined Terms 

Term Definition 

Applicant Cerulean Winds Aspen Project Limited. 

Aspen Array Area The area in which the generation infrastructure for Aspen Offshore Wind 
Farm (OWF), including Wind Turbine Generators (WTGs) and Offshore 
Substation Platforms (OSPs) will be located. 

Cumulative Effects The combined effect of the Proposed Development in combination with 
the effects from a number of different projects, on the same single 
receptor/resource. 

Cumulative Effects 
Assessment (CEA) 

A CEA is a quantification and evaluation of potential effects by taking into 
consideration any other plans or projects proposed or existing, and where 
sufficient information is available, which, together with the Proposed 
Development have a likely significant effect on a receptor due to a 
common impact pathway and/or temporal or spatial overlap. 

Cumulative Impacts Impacts that result from changes caused by other past, present or 
reasonably foreseeable actions together with the Proposed Development. 

Design Envelope A description of the range of possible elements that make up the 
Proposed Development’s design options under consideration, as set out 
in detail in the project description. This envelope is used to define the 
Proposed Development for Environmental Impact Assessment (EIA) and 
Habitats Regulation Appraisal (HRA) purposes when the exact engineering 
parameters are not yet known. This is also known as the “Rochdale 
Envelope” approach. 

EIA Directive European Union Directive 85/337/EEC. 

EIA Regulations The collective term used to refer to the following:   
▪ The Electricity Works (Environmental Impact 

Assessment)(Scotland)  Regulations 2017;    
▪ The Marine Works (Environmental Impact Assessment) 

(Scotland)  Regulations 2017; and 
▪ The Marine Works (Environmental Impact Assessment) Regulations 

2007. 

Environmental Impact 
Assessment (EIA) 

A statutory process whereby planned projects must be assessed before a 
formal decision to proceed can be made. It involves assessment 
requirements outlined in the EIA Regulations, including the collection and 
consideration of environmental information, which fulfils the publication 
of an Environmental Impact Assessment Report (EIAR). 

Floating Foundations The foundations on which the Wind Turbine Generators (WTGs) are 
installed. 

Foundation Anchors
  

The structure which anchors the moorings to the seabed. 

Foundation Moorings The chains/synthetics that connect the Floating Foundations to the 
Foundation Anchors to maintain floater station. 

Inter-array Cables 
(IACs) 

Cables which link the Wind Turbine Generators (WTGs) to each other and 
to the Offshore Substation Platforms (OSPs) within the Aspen Array Area. 

Inter-link Cables Cables that will link Offshore Substation Platforms (OSPs) within the 
Aspen Array Area. 
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Term Definition 

Landfall  The area between Mean Low Water Spring (MLWS) and Mean High Water 
Spring (MHWS) where the Offshore Transmission Cables (OTCs) will 
connect onshore to offshore. 

Lease Areas The three sites (Aspen, Beech and Cedar) for which Cerulean Winds 
(UKCS) have been awarded an Exclusivity Agreement. Together, the Lease 
Areas total approximately 999 km2. 

Likely Significant Effect 
(LSE) 

In the context of Environmental Impact Assessment (EIA), a Likely 
Significant Effect (LSE) refers to a predicted environmental impact of a 
proposed development that, by its nature, magnitude, duration or 
likelihood, has the potential to be significant in the context of the EIA 
Regulations. This determination is made during the EIA screening and 
scoping stages and helps establish whether a full EIA is required and what 
topics should be assessed in detail. 

North Sea Renewables 
Grid (NSRG) 

Comprises three Offshore Wind Farms (OWFs) (Aspen, Beech and Cedar) 
and all associated offshore components and the NSRG transmission 
system. 

Offshore 
Environmental Impact 
Assessment Report 
(Offshore EIAR) 

The published report of the EIA that will be undertaken for the Proposed 
Development. 

Offshore Scoping 
Opinion 

The document issued by MD-LOT on 12 May 2025 to the Applicant under 
the Electricity Works (Environmental Impact Assessment) (Scotland) 
Regulations 2017, the Marine Works (Environmental Impact Assessment) 
(Scotland) Regulations 2007 and the Marine Works (Environmental 
Impact Assessment) (Scotland) Regulations 2017, setting out the Scottish 
Ministers’ opinion on the content of the Offshore Environmental Impact 
Assessment Report (Offshore EIAR) including those issues that will or will 
not need to be addressed in the Offshore EIAR. 

Offshore Scoping 
Report 

The document submitted by the Applicant on 31 January 2025 setting out 
the proposed contents of the Offshore Environmental Impact Assessment 
Report (Offshore EIAR) and provided to MD-LOT to support the request 
for an Offshore Scoping Opinion. 

Offshore Substation 
Platform (OSP)  

Offshore platform consisting of High Voltage Alternating Current (HVAC) 
substations or High Voltage Direct Current (HVDC) substations. 

Offshore Transmission 
Cable Corridor (OTC 
Corridor) 

The area within which the Offshore Transmission Cables (OTCs) will be 
installed. 

Offshore Transmission 
Cables (OTCs) 

The subsea electricity cables running from Landfall in the region of 
Stonehaven to the Offshore Substation Platform(s) (OSP(s)) in Aspen 
Array Area. The OTCs will act as both a demand and supply cable. The 
OTCs will provide both traditional supply of power to grid but also ensures 
robust secure power supply to oil and gas assets when the Aspen Array 
Area is not generating sufficient renewable power to support their 
demand. 

Offshore Wind Farm 
(OWF) 

The proposed generation infrastructure comprising of Wind Turbine 
Generators (WTGs) and associated, Offshore Substation Platform(s) 
(OSP(s)), foundations and substructures and Inter-array Cables (IACs). 

Project Aspen Offshore Wind Farm (OWF) - comprises the wind farm and all 
associated offshore and onshore components. 
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Term Definition 

Proposed 
Development 

The offshore components of the Project (Aspen Offshore Wind Farm) 
which include all offshore infrastructure associated with Aspen Array Area 
and the Offshore Transmission Cables (OTCs). 

Wind Turbine 
Generator (WTG) 

The wind turbine that generates electricity consisting of tubular towers 
and blades attached to a nacelle housing mechanical and electrical 
generating equipment. 

Worst-case Design 
Scenario 

The maximum design parameters of each offshore asset of the Proposed 
Development considered to be a worst case for any given assessment. 
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Abbreviations 

Abbreviation Definition 

AfL Agreement for Lease 

AIS Automatic Identification System 

ALARP As Low as Reasonably Practicable 

AtoN Aids to Navigation 

BWEA British Wind Energy Association 

CAA Civil Aviation Authority 

CaP Cable Plan 

CBRA Cable Burial Risk Assessment 

CEA Cumulative Effects Assessment 

CMS Construction Method Statement 

COLREGS 
Convention on the International Regulations for Preventing Collisions at 
Sea 

CoP Construction Programme 

CTV Crew Transfer Vessel 

DfT Department for Transport 

DP Decommissioning Programme 

DSLP Development Specification and Layout Plan 

EIAR Environmental Impact Assessment Report 

EMODnet European Marine Observation and Data Network 

ERCoP Emergency Response and Cooperation Plan 

FLO Fisheries Liaison Officer 

FLOW Floating Offshore Windfarm 

FMMS Fisheries Management and Mitigation Strategy 

FPSO Floating Production and Storage Offloading 

FSA Formal Safety Assessment 

GNSS Global Navigation Satellite System 

GPS Global Positioning System 

HMCG His Majesty’s Coastguard 

HSE Health and Safety Executive 

HVAC High Voltage Alternating Current 

IALA International Association of Lighthouse Authorities 
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Abbreviation Definition 

IMO International Maritime Organisation 

IWRAP IALA Waterway Risk Assessment Program 

LMP Lighting and Marking Plan 

LOA Length Overall 

LSE Likely Significant Effect 

MAIB Marine Accident Investigation Branch 

MARPOL International Convention for the Prevention of Pollution from Ships 

MASS Marine Autonomous Surface Ships 

MCA Maritime and Coastguard Agency 

MGN Marine Guidance Note 

MHWS Mean High Water Springs 

MoD Ministry of Defence 

NFFO National Federation of Fishermen’s Organisations 

NLB Northern Lighthouse Board 

NRA Navigational Risk Assessment 

NSP Navigational Safety Plan 

NSRG North Sea Renewables Grid 

NtM Notice to Mariners 

O&G Oil and Gas 

O&M Operation and Maintenance 

OREI Offshore Renewable Energy Installations 

OSP Offshore Substation Platform 

OTC Offshore Transmission Cable 

OWF Offshore Wind Farm 

PEXA Practice and Exercise Area 

PIANC World Association for Waterborne Transport Infrastructure 

RNLI Royal National Lifeboat Institute 

RYA Royal Yachting Association 

SAR Search and Rescue 

SFF Scottish Fishermen's Federation 

SOLAS International Convention for the Safety of Life at Sea 

SOV Service Operation Vessel 
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Abbreviation Definition 

STCW Standards of Training, Certification and Watchkeeping 

UKC Under Keel Clearance 

UKHO UK Hydrographic Office 

UN United Nations 

UNCLOS United Nations Convention on the Law of the Sea 

VHF Very High Frequency 

VMP Vessel Management Plan 

VMS Vessel Monitoring System 

VTS Vessel Traffic Service 

WTG Wind Turbine Generator 

 

Units 

Unit Definition 

GW Gigawatt 

km Kilometres 

km2 Kilometres squared (measure of area) 

m Metre 

MW Megawatt 

nm Nautical mile 
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14 Shipping and Navigation 

14.1 Introduction 

 Cerulean Winds Aspen Project Limited (hereafter referred to as the ‘Applicant’) is proposing to 

develop the Aspen Offshore Wind Farm (hereafter referred to as ‘the Project’). The Project is 

made up of both offshore and onshore components. The subject of the Offshore Environmental 

Impact Assessment Report (Offshore EIAR) is the offshore infrastructure of the Project seaward 

of Mean High Water Springs (MHWS) which is hereafter referred to as ‘the Proposed 

Development’. 

 The Aspen Array Area covers an area of approximately 333 km2 and is located approximately 

84 km east of Peterhead on the east coast of Scotland. The offshore infrastructure of the 

Proposed Development includes Wind Turbine Generators (WTGs) and associated floating 

foundations, Offshore Substation Platform(s) (OSP(s)) and associated foundations, the Inter-

array Cables (IACs), Inter-link Cables, Offshore Transmission Cables (OTCs) and Landfall. 

 This Chapter of the Offshore EIAR presents an assessment of the potential impacts and 

associated Likely Significant Effects (LSE) on shipping and navigation receptors from the 

Proposed Development and discusses appropriate mitigation and monitoring as required to 

address any significant effects. As per the Environmental Impact Assessment (EIA) Regulations, 

this Chapter specifically refers to the assessment of LSE on shipping and navigation receptors, 

seaward of MHWS, during pre-construction, construction, operation and maintenance (O&M), 

and decommissioning phases. 

 The term ‘Likely Significant Effect’ is used in both the EIA Regulations and the Habitat 

Regulations. The Offshore EIAR is accompanied by an Offshore Report to Inform Assessment 

(Offshore RIAA) (Cerulean Winds Aspen Project Limited, 2025) which uses the term as defined 

by the Habitat Regulations Appraisal (HRA) Regulations. The Offshore EIAR uses the term as 

defined in the ‘EIA Regulations’. 

 This Chapter should be read alongside the following other Chapters and technical appendices: 

▪ Volume 3, Appendix 14.1: Navigation Risk Assessment; 

▪ Volume 2, Chapter 13: Commercial Fisheries; 

▪ Volume 3, Appendix 13.1: Commercial Fisheries Technical Report; 

▪ Volume 2, Chapter 19: Infrastructure and Other Marine Users; and 

▪ Volume 2, Chapter 17: Socioeconomics, Tourism and Recreation. 

 This Chapter includes a summary of information contained in Volume 3, Appendix 14.1: 

Navigation Risk Assessment, hereafter the ‘NRA’, which provides the technical assessment of 

risks associated with shipping and navigation receptor’s used to inform this Chapter. 

 This Chapter refers to the design of the Proposed Development as described in Volume 1, 

Chapter 3 (Project Description) of the Offshore EIAR. 

 This Chapter has been prepared by NASH Maritime Ltd. on behalf of the Applicant.
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14.2 Purpose of the Chapter 

 The primary purpose of the EIAR is defined in Volume 1, Chapter 1: Introduction. 

 The key objective of this Chapter is to provide Scottish Ministers, statutory and non-statutory 

stakeholders the information required to assess for LSE upon shipping and navigation due to 

the Proposed Development. 

 This Chapter presents the following: 

▪ An overview of key legislation and policy relevant to shipping and navigation; 

▪ A detailed description of existing baseline activities and navigation features relevant to 

shipping and navigation. These have been established from a literature review, desktop 

studies, Project specific surveys, risk modelling and consultation with stakeholders;  

▪ Description of the methodology for assessing potential impacts on shipping and navigation; 

▪ Identification of potential impacts and assessment of any resulting LSE on shipping and 

navigation related to Proposed Development activities; 

▪ Consideration of the need for any further mitigation measures (in addition to embedded 

commitments) to avoid, minimise, reduce, or offset LSE on shipping and navigation from the 

Proposed Development;  

▪ Consideration of cumulative and transboundary effects; and  

▪ Identification of monitoring measures to support proposed mitigation.
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14.3 Legislation and Policy Context 

 Overarching legislation, policy and guidance in relation to the Offshore EIAR for the Proposed 

Development is provided in Volume 1, Chapter 2: Policy and Legislative Context of the Offshore 

EIAR. A summary of policy (Table 14.1), legislation (Table 14.2), and guidance directly relevant 

to shipping and navigation is provided in the following sections. 

Legislation and Policy 

 A summary of any relevant legislation is provided below within Table 14.1. All policy directly 

applicable to shipping and navigation is presented in Table 14.2.
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Table 14.1 Table of Relevant Legislation for Shipping and Navigation 

Legislation Summary How/Where This Chapter has Considered This 

United Nations 
Convention on the 
Law of the Sea 
(UNCLOS) (United 
Nations (UN), 1982) 

Establishes rules governing all uses of oceans and seas.  
 
Article 60(7) states that ‘Artificial islands, installations and structures and the 
safety zones around them may not be established where interference may be 
caused to the use of recognized sea lanes essential to international navigation.’ 

There are no International Maritime Organisation 
(IMO) routing measures in proximity to the 
Proposed Development as detailed in the NRA. 

Convention on the 
International 
Regulations for 
Preventing 
Collisions at Sea 
(COLREGs) (IMO, 
1972/77) 

The COLREGS (IMO, 1972/77) is a set of regulations which establish the conduct 
of vessels in any condition of visibility, and the correct actions to take when a 
vessel is in close quarters with another vessel. Rule 8 Part (a) states that “Any 
action taken to avoid collision shall be taken in accordance with the Rules of the 
Part and shall, if the circumstances of the case admit, be positive, made in 
ample time and with due regard to the observance of good seamanship.” 

COLREGs provisions have been considered where 
relevant throughout the NRA and this Chapter.  

Other IMO 
Conventions. 

Vessels navigating must also adhere to requirements under the Safety of Life at 
Sea (SOLAS), International Convention for the Prevention of Pollution from Ships 
(MARPOL) and Standards of Training, Certification and Watchkeeping for 
Seafarers (STCW) conventions. 

Relevant IMO conventions have also been 
considered where relevant throughout the NRA 
and this Chapter. 
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Table 14.2 Table of Relevant Policy for Shipping and Navigation 

Legislation Summary How/Where This Chapter has Considered This 

Scotland’s National 
Marine Plan (NMP) 
Scottish Government, 
2015) 

Scotland’s NMP (Scottish Government, 2015) covers the management of 
both Scottish inshore waters (out to 12 nm) and offshore waters (12 to 200 
nm) and details several policies relevant to shipping and navigation.  
 
Transport 1 states that “Navigational safety in relevant areas used by 
shipping now and in the future will be protected, adhering to the rights of 
innocent passage and freedom of navigation contained in UNCLOS. The 
following factors will be taken into account when reaching decisions 
regarding development and use:  
▪ The extent to which the locational decision interferes with existing or 

planned routes used by shipping, access to ports and harbour sand 
navigational safety. This includes commercial anchorages and defined 
approaches to ports;  

▪ Where interference is likely, whether reasonable alternatives can be 
identified; and 

▪ Where there are no reasonable alternatives, whether mitigation through 
measures adopted in accordance with the principles and procedures 
established by the IMO can be achieved at no significant cost to the 
shipping or ports sector.”  

 
Transport 2 states that “Marine development and use should not be 
permitted where it will restrict access to, or future expansion of, major 
commercial ports or existing or proposed port sand harbours.” 
 
Transport 3 states “Ferry routes and maritime transport to island and 
remote mainland areas provide essential connections and should be 
safeguarded from inappropriate marine development. Developments will not 
be consented where they will unacceptably interfere with lifeline ferry 
services.” 

Impacts to vessel traffic, routeing and ports 
(where relevant) have been assessed in sections 
14.7 and 14.8. 
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Legislation Summary How/Where This Chapter has Considered This 

 
Transport 6 states that “Developers should ensure displacement of shipping 
is avoided where possible to mitigate against potential increased journey 
lengths (and associated fuel costs, emissions and impact on journey 
frequency).” 

United Kingdom (UK) 
Marine Policy 
Statement (MPS) (HM 
Government, 2011) 

The UK MPS is the framework for preparing Marine Plans and making 
decisions affecting the marine environment. Paragraph 3.4.7 states that: 
“Increased competition for marine resources may affect the sea space 
available for the safe navigation of ships. Marine plan authorities and 
decision makers should take into account and seek to minimise any negative 
impacts on shipping activity, freedom of navigation and navigational safety 
and ensure that their decisions are in compliance with international 
maritime law. Marine Plan development and individual decisions should also 
take account of environmental, social and economic effects and be in 
compliance with international maritime law. Marine plan authorities will also 
need take account of the need to protect the efficiency and resilience of 
continuing port operations, as well as further port development.” 

Impacts to vessel traffic, routeing and ports 
(where relevant) have been assessed in sections 
14.7 and 14.8. This includes assessment of vessel 
displacement to all vessel types identified within 
the vessel traffic survey data.  
 
Embedded commitments are detailed in section 
14.6, no secondary mitigations were identified as 
required during the Formal Safety Assessment 
(FSA) in sections 14.7 and 14.8. 
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Guidance 

 All guidance directly applicable to shipping and navigation includes the following documents: 

▪ Marine Guidance Note (MGN) 654 (Merchant and Fishing) Safety of Navigation: Offshore 

Renewable Energy Installations (OREIs) – Guidance on UK Navigational Practice, Safety and 

Emergency Response and Annexes (Maritime and Coastguard Agency (MCA), 2021);  

▪ Revised Guidelines for FSA for Use in the International Maritime Organization Rule-Making 

Process (IMO, 2018);  

▪ MGN 372 Amendment 1 (Merchant and Fishing) OREIs: Guidance to Mariners Operating in 

the Vicinity of UK OREIs (MCA, 2022);  

▪ International Association of Marine Aids to Navigation (AtoN) and Lighthouse Authorities 

(IALA) Guideline G1162 Guidance on the Marking of Offshore Man-Made Structures (IALA, 

2021a);  

▪ IALA Guideline G1185 Enhancing the Safety and Efficiency of Navigation Around Offshore 

Renewable Energy Installations (IALA, 2024);  

▪ World Association for Waterborne Transport Infrastructure (PIANC) WG161 Interaction 

Between Offshore Wind Farms and Maritime Navigation (PIANC, 2018); 

▪ Nautical Institute (2013) The Shipping Industry and Marine Spatial Planning; 

▪ G+ IOER (2019) Good practice guidelines for offshore renewable energy developments; 

▪ Regulatory Expectations on Moorings for Floating Wind and Marine Devices (MCA and 

Health and Safety Executive (HSE), 2017); and 

▪ The Royal Yachting Associations (RYA) Position on Offshore Renewable Energy 

Developments: Paper 1 (of 4) – Wind Energy (RYA, 2019).
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14.4 Consultation 

 Continuous consultation (statutory and non-statutory) and incorporation of feedback is critical 

in developing a robust Offshore EIAR. The Offshore Scoping Report for the Proposed 

Development (Volume 3, Appendix 6.1: Offshore Scoping Report) was submitted to the Marine 

Directorate - Licensing Operations Team (MD-LOT) in January 2025. MD-LOT issued a detailed 

response to the Offshore Scoping Report in the May 2025, Offshore Scoping Opinion (Volume 

3, Appendix 6.2: Offshore Scoping Opinion), covering its own opinion on the Offshore Scoping 

Report as well as the statutory and non-statutory consultees’ advice on each topic. 

 A summary of the stakeholder consultation activities specific to shipping and navigation is 

provided in Table 14.3 in which the issues are raised and the actions to address them are 

incorporated throughout the Offshore EIAR. 

 Further detail on the Proposed Development’s overall EIA stakeholder consultation process is 

presented in Volume 1, Chapter 6: Consultation of the Offshore EIAR.
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Table 14.3 Consultation Relevant to Shipping and Navigation 

Date Consultee and Type 
of Consultation 

Description/Issues Raised How This has Been Considered in This Chapter 

March, 
2025 

RYA Scotland - Scoping 
Opinion 

Personal Water Craft can be scoped out as receptors. Personal Water Craft scoped out of NRA (Volume 3, 
Appendix 14.1: Navigational Risk Assessment). 

Turbine breakout should be included as a separate 
hazard. 

Loss of station / Breakout of a WTG captured as an 
identified hazard in NRA (Volume 3, Appendix 14.1: 
Navigational Risk Assessment). 

AtoN and Metocean Buoy loss of station should be 
included as a separate hazard. 

Loss of station / Breakout of a Buoy captured as an 
identified hazard in NRA (Volume 3, Appendix 14.1: 
Navigational Risk Assessment). 

Impacts related to Wet Storage should be captured. Wet Storage Plan implemented as an embedded 
mitigation (Table 14.9). 

Standard Safety Zones should be adopted to enable safe 
passage during the early operational phase prior to UK 
Hydrographic Office (UKHO) electronic chart updates. 

500 m safety zone implemented during the construction 
phase listed as an embedded mitigation (Table 14.9). 

May, 
2025 

The Scottish Ministers 
Scoping Opinion 
Response 

The Scottish Ministers noted agreement with the MCA 
representation that a suitable survey must be completed 
in compliance with MGN654 in order to ensure sufficient 
data is gathered. 

Two MGN654 14-day vessel traffic surveys have been 
carried out as set out within the NRA (Volume 3, 
Appendix 14.1: Navigational Risk Assessment). 

The Scottish Ministers noted agreement with the RYA 
representation that recreational activity data sources 
must be included where this information is deficient 
within Automatic Identification Systems (AIS). 

Recreational data sources, survey data, and consultation 
with relevant stakeholders has been included within the 
assessment (section 14.5, section 14.4). 

The Scottish Ministers request that impacts to 
commercial and recreational craft, and impacts as a 
result of wreckage or loss of station of buoyage are 
captured within the EIA chapter. 

Impacts to commercial vessels are captured primarily 
under Impacts on Vessel Routing (section 14.7), but are 
also considered under other relevant impacts. Impacts to 
recreational craft (excluding Personal Water Craft) are 
captured under Impact on Small Craft Navigation and 
Safety (section 14.7, Table 14.9) and impacts as a result 
of loss of station, tow or WTG captured in section 14.7. 
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of Consultation 

Description/Issues Raised How This has Been Considered in This Chapter 

The Scottish Ministers stated agreement with the MCA 
and RYA representatives that an NRA must be carried out 
in compliance with MGN 654 and is accompanied by a 
checklist. 

An MGN 654 checklist is included under Appendix C of 
the NRA (Volume 3, Appendix 14.1: Navigational Risk 
Assessment). 

The Scottish Ministers noted agreement with the MCA 
representation that impacts to all Search and Rescue 
services including impacts on all communications and 
surveillance equipment should be included. 

Impact on Emergency Response and Search and Rescue 
and marine communications are captured within the 
NRA (Volume 3, Appendix 14.1: Navigational Risk 
Assessment) and section 14.7. 

In regard to cumulative and transboundary affects, the 
Scottish Ministers noted agreement with the MCA’s 
position that, contrary to the Developers proposed 
30 nm radius, a 50 nm radius is more appropriate. 
However, the suggested approach that key cumulative or 
transboundary effects outside of this radius will still be 
included, is approved. 

Cumulative effects within a 50 nm radius have been 
considered as well as any further adjacent developments 
which may impact upon navigation or navigational 
safety. See Figure 14.5 and section 14.8. 

March, 
2025 

Chamber of Shipping 
Scoping Opinion 
Response 

The Chamber of shipping request that, as per industry 
standard, a 50 nm boundary is used in respect to 
cumulative effects. 

Cumulative effects within a 50 nm radius have been 
considered. See Figure 14.5 and section 14.8. 

In regard to impacts, The Chamber welcomes specific 
inclusion of loss of station and loss of tow given Floating 
Offshore Wind (FLOW) characteristics. 

Impacts as a result of loss of station, tow or WTG are 
captured in section 14.7. 

March, 
2025 

MCA Scoping Opinion 
Response 

MCA note that attention needs to be paid to routing, 
including in adverse weather and cumulative effects on 
deviations and safe sea room. 

Impacts on vessel routeing are described in Section 14.7 
and cumulative effects are shown in Figure 14.5 and 
described in section 14.8. 

Requirement for MGN654 vessel traffic surveys. Two MGN654 14-day vessel traffic surveys have been 
carried out as set out within the NRA (Volume 3, 
Appendix 14.1: Navigational Risk Assessment). 

MCA specify that the export cable corridor must be 
subject to a Burial Protection Index study (if cable 
protection measures are required, the MCA is willing to 

A cable burial risk assessment will be undertaken to 
assess the requirement for cable protection and takes 
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Description/Issues Raised How This has Been Considered in This Chapter 

accept a 5% reduction in surrounding depths referenced 
to chart datum). 

into account the requirements of MGN654 (C-OFF-04/C-
OFF-39, section 14.6). 

MCA require that consideration to impacts on Search 
and Rescue (SAR) must be included and an Emergency 
Response Coordination Plan (ERCoP) featured with 
inclusion of an SAR checklist. 

Impact on Emergency Response and Search and Rescue 
are captured in section 14.7 and an ERCoP is included 
within the list of embedded mitigations (C-OFF-27, Table 
14.9). 

Consideration should be given to impact on marine 
radar, communications and positioning systems. 

Impacts are described in section 14.7. 

Whilst a 50 nm radius is more appropriate than the 
applicant’s 30 nm, the suggested approach that key 
cumulative or transboundary effects outside of this 
radius will still be included, is approved. 

Cumulative effects within a 50 nm radius were 
considered. See Figure 14.5 and section 14.8. 

February, 
2025 

Northern Lighthouse 
Board (NLB) Scoping 
Opinion Response 

NLB request that consideration is given within the EIA to 
the impact of a wreck (vessel or WTG) to safe navigation. 

Navigational features including known wrecks are 
incorporated in section 14.5. Potential WTG wreckage is 
covered under Impacts as a result of Loss of Station, Tow 
or WTG in section 14.7. 

NLB note the commitments to mitigation including post-
consent plans. 

Summary of mitigation is presented in Table 14.9. 

NLB highlight the recent publication of IALA Guideline 
G1185 – Enhancing the Safety and Efficiency of 
Navigation Around OREI. 

Guideline G1185 has been acknowledged and considered 
in support of this EIA chapter. 

April, 
2025 

NLB – Consultation 
Meeting 

NLB noted that impacts associated with Turbine 
breakout and/or wrecking should be included. 

Impacts as a result of loss of station, tow or breakout of 
WTG are included in section 14.7. 

NLB noted that mitigations to ensure WTGs with 
designated AtoNs are maintained/replaced appropriately 
should be captured within the Lighting and Marking Plan 
(LMP) or ERCoP, AtoNs. i.e, temporary buoys should be 
deployed to stand in for AtoN-lit WTGs during routine 
maintenance. 

The LMP and ERCoP can be viewed in Volume 4, 
Appendix 10: Outline Lighting and Marking Plan and 
Volume 4, Appendix 12: Outline Emergency Response 
and Cooperation Plan. 
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April, 
2025 

Stonehaven Harbour 
Consultation Meeting 

Stonehaven Harbour noted that AIS data does not 
capture six local fishing boats present at the inshore 
landfall site during the summer lobster season. Activities 
will be temporarily impacted during OTC construction. 

Inshore fishing activities are captured under ‘snagging of 
cables – Small Craft (Fishing, Recreational and Project) in 
the Cable Route covered in the NRA (Volume 3, Appendix 
14.1: Navigational Risk Assessment). 

April, 
2025 

MCA Consultation 
Meeting 

Within the Scoping Report, a 30 nm buffer was observed 
instead of the typical 50 nm. It is important cumulative 
projects within a 50 nm buffer are considered 

A 50 nm buffer has been used within the NRA analysis. 

Requirement to ensure data validity of MGN654 surveys. Two MGN654 14-day vessel traffic surveys have been 
carried out as set out within the NRA (Volume 3, 
Appendix 14.1: Navigational Risk Assessment). 

The breakout of buoys should be captured as a separate 
hazard. 

Loss of Station / Breakout of a buoy is captured as an 
identified hazard in the NRA (Volume 3, Appendix 14.1: 
Navigational Risk Assessment) and is captured as an 
impact (section 14.7). 

MCA were content with consultation extent. A summary of consultation is contained in section 14.4. 

Impacts of Beech and Cedar. Beech and Cedar do not form part of the Proposed 
Development but are assessed as part of the CEA 
(section 14.8). 

April, 
2025 

Neo European 
Offshore (NEO) 
Consultation Meeting 

NEO provided information on the current operations at 
Buchan Oil field and the expected timeline of the 
redevelopment.  

Clarifications and explanation of NEO’s activities were 
used to form part of the baseline environment and 
future baseline conditions (Volume 3, Appendix 14.1: 
Navigational Risk Assessment)  

NEO share the concern that the windfarm may impact 
radar detection, however the use of operational risk 
controls should be sufficient to manage this. 

Impacts on oil and gas activities, including radar 
detection, are described in section 14.7. 

NEO note that the primary concern is the congestion in 
new shipping routes under a cumulative project 
scenario. 

Cumulative impacts on oil and gas activities, including 
the effects caused by the congestion of new shipping 
routes, are described in section 14.8. 
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April, 
2025 

Fisheries Hazard 
Workshop 

Displaced Fishing Activity – Scottish Fishermen’s 
Federation (SFF) raised concerns regarding the 
displacement of current trawling and static gear 
deployment from the array and subsequent congestion 
in surrounding waters. In particular, the southwest side 
of the array where the most fishing activity takes place.  

Impacts to fishing safety is covered in the NRA (Volume 
3, Appendix 14.1: Navigational Risk Assessment) and 
section 14.7. 

Accuracy of gathered data – SFF noted that the surveyed 
periods do not cover the peak fishing seasons or 
encompass multi-year trends. In addition, static gear 
locations are not visibly represented by the AIS tracks. 

Multi-year data is captured by Vessel Monitoring System 
(VMS) data and consultation with operators within the 
NRA was used to understand the locations of static gear 
(Volume 3, Appendix 14.1: Navigational Risk 
Assessment).  

Re-routed traffic conflict – SFF commented that, as 
commercial traffic would be re-routed, this poses a 
hazard to the surrounding, now condensed, fishing 
vessels. 

Impacts to fishing safety is covered in the NRA (Volume 
3, Appendix 14.1: Navigational Risk Assessment) and 
section 14.7. 

Property Value of Fishing Vessels – SFF proposed that the 
property damage scores do not accurately represent the 
value of some of the large fishing vessels active in the 
area and should be adjusted. 

The consequence to property criteria was adjusted to 
better reflect the value of fishing vessels in the area 
(Volume 3, Appendix 14.1: Navigational Risk 
Assessment). 

Increased risk of snagging – SFF noted that there is an 
increased risk of snagging along the perimeters of the 
Array, in particular along the southwest side, where 
fishing activity is greatest. SFF insisted that appropriate 
mitigations are implemented. 

Embedded mitigations are deemed sufficient to reduce 
the risk of snagging to As Low As Reasonably Probable 
(ALARP) (Volume 3, Appendix 14.1: Navigational Risk 
Assessment).  

WTG / Buoy Breakout – SFF made the point that it would 
be difficult to tell if a WTG had broken out during hours 
of darkness, and queries were raised on the independent 
power supply in the event of an emergency. 

The LMP will abide by the regulations set by NLB on 
marking and lighting. Emergency lighting was also 
addressed by the NLB in the hazard workshop (Volume 4, 
Appendix 10: Outline Lighting and Marking Plan). 

April, 
2025 

Hazard Workshop Marine Autonomous Surface Ships (MASS) – Port of 
Aberdeen questioned whether MASS ships are included 

The use of MASS does not form part of the Proposed 
Development and therefore has not been assessed as 
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in the project design, and highlighted that MASS vessels 
will be increasingly present around UK waters such that 
associated risks should be considered. 

part of the NRA (Volume 3, Appendix 14.1: Navigational 
Risk Assessment). 

Mooring type on risk of snagging – The MCA queried the 
mooring line design, noting that if lines are attached 
above the sub-structure, this would increase the risk of 
snagging around the WTGs. 

All options feature mooring lines attached below the 
sub-structure. See chapter on Project Design (Volume 1, 
Chapter 3: Project Description). 
The likelihood of a snag has been scored conservatively 
high and would not warrant increasing further. See 
Appendix A of the NRA (Volume 3, Appendix 14.1: 
Navigational Risk Assessment). 

Buoy Breakout – The MCA suggested the likelihood score 
of a buoy breakout should be higher, based on 
knowledge of previous instances. NLB also noted that the 
response to a broken-out buoy can be delayed due to 
high demand.  

The likelihood of a breakout has been increased, see 
Appendix A of the NRA (Volume 3, Appendix 14.1: 
Navigational Risk Assessment).  

WTG Breakout -NASH questioned NLB regarding WTG 
emergency lighting as requested during the fisheries 
workshop.  

NLB confirmed that each WTG would have an 
independent power supply capable of powering 
emergency lighting for up to 96 hours. 

Drilling Rig Anchorage – Port of Aberdeen provided 
information on the use of the anchorage and highlighted 
that vessels would be restricted from anchoring further 
north to steer clear of port limits where anchoring is 
prohibited. 

Analysis has been undertaken to ascertain the quantity 
of simultaneous anchoring to assess the risk of snagging 
covered the NRA (Volume 3, Appendix 14.1: Navigational 
Risk Assessment).  

Cable Laying Activities – RYA Scotland emphasised that 
effective promulgation of information is required that 
informs local vessels of the cable laying activities near to 
the Port of Aberdeen. 

Mitigation during cable laying and engagement with 
Aberdeen Vessel Traffic Services (VTS) and Port 
Authorities to ensure adequate awareness is set out in 
section 14.6. 

Wet Storage Uncertainty – RYA Scotland requested that 
wet storage plans should be promulgated prior to 
consent to ensure risks are properly addressed. 

Due to the construction plans, a conveyor belt style of 
WTG construction and integration would be in place, 
which limits or removes the need for wet storage. See 
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the chapter on Project Design (Volume 1, Chapter 3: 
Project Description). 
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14.5 Baseline Environment 

 This section presents a summary of the shipping and navigation study area, methodology, 

baseline environment, future conditions, and limitations and assumptions of the data used. The 

supporting analysis undertaken to develop this baseline is provided in the NRA. 

Study Area 

 Figure 14.1 shows the shipping and navigation study areas. This includes the following: 

▪ Aspen Array Area;  

▪ OTC Corridor; and  

▪ Shipping and navigation Study Area.  

 The shipping and navigation Study Area (hereafter referred to as the ‘Study Area’) comprises a 

10 nm (18.5 km) buffer applied around the Aspen Array Area (hereafter referred to as the 

‘Array Study Area’), and a 3 nm (5.6 km) buffer applied around the OTC Corridor (hereafter 

referred to as the ‘OTC Study Area’. This shipping and navigation study area has been agreed 

with consultees and is consistent with industry best practice (MCA, 2021a) as applied to 

previous offshore renewable shipping and navigation studies.
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Figure 14.1 Shipping and Navigation Study Area 
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Methodology 

 Baseline data to inform the shipping and navigation assessment was collected using the 

following methods: 

▪ Desktop study; 

▪ Site specific surveys; and  

▪ Modelling. 

Desktop Study 

 For the purposes of this shipping and navigation Chapter, a desk-based review was undertaken 

using relevant spatial and scientific data sources. These existing data sets and literature are 

presented in Table 14.4 . 

 Further detail of analysis undertaken using the data and how it was used to assess impacts to 

shipping and navigation is contained within the NRA (Volume 3, Appendix 14.1: Navigational 

Risk Assessment). 

Table 14.4 Key Sources of Shipping and Navigation Data 

Source, Author and Year Summary Area Coverage 

AIS High Fidelity AIS Data Full Study Area 

European marine Observation and 
Data Network (EMODNet), 2023 

Vessel Density Grid Full Study Area 

Royal Yachting Association (RYA) 
Coastal Atlas, 2023 

Recreational Boating Intensity Full Study Area 

EMODNet - Human Activities, STECF, 
and the FAO, 2023 

Average Annual Fishing Effort  Full Study Area 

Department for Transport (DfT), Up 
to 2023 

Shipping Statistics N/A 

Marine Accident Investigation Branch 
(MAIB) Accident Database, 1992-
2024 

Recorded Incidents Full Study Area 

Royal National Lifeboat Institute 
(RNLI) Incident Database, 2008 - 
2023 

Recorded Incidents Full Study Area 

The Crown Estate, 2024 Marine Aggregate Dredging 
Licenses 

Full Study Area 

The Crown Estate, 2024 Offshore Renewables Full Study Area 

Oil and Gas Authority, North Sea 
Transition Authority, 2023 

Oil and Gas Activity Full Study Area 

Copernicus Marine Data Store, 2023 Met Ocean Data 
Coordinates within the 
Aspen Array Area 
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Site Specific Surveys 

 Project specific surveys were also carried out to collect data to inform assessment of shipping 

and navigation and are provided in Table 14.5. Vessel traffic surveys were carried out by a 

dedicated on-site vessel and were undertaken in agreement with the MCA. Each survey 

consisted of 14 full days of vessel traffic data collection via AIS, Radar, and visual observation 

which combined comply with MGN 654 requirements (MCA, 2021). A summary of the survey 

details are provided within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment).  

Table 14.5 Project-specific Surveys Undertaken to Inform the Shipping and Navigation Assessment 

Survey Summary Area Coverage 

Dedicated summer Aspen 
Array Area vessel traffic 
survey, NASH Maritime Ltd, 
24-Aug to 07-Sep 2024. 

A total of 14 days AIS, Radar and visual 
observation data collected between 24-Aug to 
07-Sep 2024 which is used to characterise 
vessel traffic movements within and in 
proximity to the Aspen Array Area, collected 
via a survey vessel, in line with MGN 654 
(MCA, 2021) requirements. 

Full Study Area 

Dedicated winter Aspen 
Array Area vessel traffic 
survey, NASH Maritime Ltd, 
18-Nov to 05-Dec 2024. 

A total of 14 days AIS, Radar, and visual 
observation data collected between 18-Nov to 
05-Dec 2024 which is used to characterise 
vessel traffic movements within and in 
proximity to the Aspen Array Area, collected 
via a survey vessel, in line with MGN 654 
(MCA, 2021) requirements. 

Full Study Area 

Modelling 

 Numerical modelling was conducted as part of the NRA using the IALA Waterway Risk 

Assessment Program (IWRAP Mk II), (IALA 2017). The modelling process is designed to inform 

the qualitative assessment via providing quantitative estimates on potential frequencies at 

which impacts may occur. The assessment of LSE considers these quantitative estimates, noting 

that intelligent interpretation including of potential associated consequences is applied. Details 

of the model are provided within the NRA Volume 3, Appendix 14.1: Navigational Risk 

Assessment). 

Description of Baseline Environment 

 A summary of the shipping and navigation baseline environment is provided in the following 

sections. Full details of the analysis undertaken to develop the shipping and navigation baseline 

is provided in the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment). 
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Navigational Features 

 The baseline navigational features within, and in proximity to, the Aspen Array Area and OTC 

Corridor are presented in Figure 14.2. Stakeholders confirmed during dedicated meetings, and 

at the Hazard Workshop, that all expected navigational features in proximity to the Proposed 

Development were suitably characterised. It is noted that no IMO routeing measures, 

aggregate extraction license areas or dredge disposal sites were identified within or adjacent 

to the Study Area. Two yellow flashing buoys are situated 9 nm from the Aspen Array Area and 

mark the well sites of Ettrick Oil & Gas field. Both buoys transmit AIS.  

 One UK Military Practice and Exercise Area (PEXA) categorised as an Area of Intense Aerial 

Activity (AIAA) intersects the OTC Corridor. The area is managed by the Ministry of Defence 

(MoD) and used as a flight practice area, but is not a controlled airspace. 

 The Landfall is located between two anchorage sites. Stonehaven anchorage positioned within 

the bay is approximately 2 nm from southern OTC boundary. The anchorage is used by vessels 

with drafts less than 11 m which is the minimum depth. Small craft anchor further inshore in 

Stonehaven Bay.  

 A 0.2 nm2 spoil ground is located just north of the OTC Corridor and the UKHO has identified 

12 wrecks intersecting the OTC Corridor, all of which are located in water depths between 47 

– 97 m. 

 Other navigational features of importance include the operational Kincardine OWF which is 

situated approximately 8 nm to the southeast of Aberdeen and approximately 3 nm south of 

the OTC Corridor. Kincardine is a 50 MW floating windfarm project that features five semi-

submersible WTGs and covers an area of 7 nm2.  

 Peterhead Port, the largest fishing port in Europe, is the closest port to the Aspen Array Area 

located approximately 47 nm southwest. Peterhead Port Authority operates a VTS with Radar 

surveillance. Within Peterhead Port is Peterhead Bay Marina which was noted by RYA Scotland 

at the Hazard Workshop as a common stopping point for transiting recreational vessels (Table 

14.3). The OTC Corridor makes landfall between the Port of Aberdeen 5 nm to the north, and 

Stonehaven Harbour 2 nm to the south. The pilot boarding station for the Port of Aberdeen is 

located at approximately 1.5 nm northeast of the harbour entrance (0.9 nm from the Study 

Area and 3.5 nm from the OTC Corridor). There is no pilot boarding facilitated at Stonehaven 

Harbour. 

 The Proposed Development is surrounded by several oil & gas fields. There is one 

decommissioned site within the study area namely Ettrick Oil & Gas field. Buchan Oil Field is 

undergoing decommissioning with increased vessel activity visible in Figure 14.3 and further 

described within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment). The 

development of Buchan Horst field is expected to involve the drilling of five new wells and the 

installation of new subsea infrastructure tied back to a Floating Production and Storage 

Offloading vessel (FPSO). Multiple subsea pipelines run through the Study Area as a result of 

the numerous oil and gas fields surrounding the Proposed Development. 
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Figure 14.2 Key Navigational Features 
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Vessel Traffic Movements 

Array Area 

 A plot of the vessel traffic density derived from the full year of AIS data within the Aspen Array 

Area is presented in Figure 14.3.  

 Vessel traffic density within the Aspen Array Area is low, with less than 10 transits per month 

through 98% of 500 m² grid cells. There are two areas of moderate density within the Array 

Study Area at the Buchan Oil Field, and along a narrow northeast-southwest route between 

Aberdeen and the Buchan Oil Field. These areas have 10 – 50 transits per month per 500 m² 

grid cell, as a result of the tug and service vessels that regularly service the oil field. The main 

vessel types recorded within the Aspen Array Area overall were tug and service vessels (45%), 

fishing vessels (42%), and cargo vessels (9%). Tanker vessels accounted for 2.5% of transits 

within the Aspen Array Area, and both recreational vessels and passenger vessels accounted 

for <1% of transits. 

 Vessels within the Aspen Array Area ranged in size from small recreational sailing vessels to 

large commercial vessels (a 382 m crane ship). Excluding the proportion of vessels for which 

length was not available, the most common vessel lengths within the Aspen Array Area were 

0-49 m (50%) and 50-99 m (39%), driven by the high presence of fishing vessels and oil & gas 

service vessels, which are typically < 100 m Length Overall (LOA).  

 Main commercial and tug & service routes have been identified using the principles set out in 

MGN 654 (MCA, 2021). A total of 21 routes were identified within the Array Study Area. The 

main routes are presented and described in the NRA (Volume 3, Appendix 14.1: Navigational 

Risk Assessment) and are generally of low frequency/intensity. 

OTC Corridor 

 A plot of the vessel traffic density derived from the full year of AIS data within the OTC Corridor 

is presented in Figure 14.4.  

 Vessel traffic density within the majority of the OTC Corridor is low-moderate, with less than 

25 transits per month through 95% of 500 m² grid cells. There is a density hotspot (>50 transits 

per month per 500 m² grid cell) in the OTC Study Area at the approach to Aberdeen, which 

extends across the OTC Corridor at moderate density in two directions: northwest-southeast 

between Aberdeen and Kincardine OWF, and east-west between Aberdeen and offshore to oil 

and gas infrastructure. Near the Landfall, there is low density of transits, which is lowest at the 

charted depth of <20 m. The main vessel types recorded within the OTC Corridor were tug and 

service vessels (50%), fishing vessels (19%), and cargo vessels (19%). Tanker vessels accounted 

for 8% of transits within the OTC Corridor, and both recreational vessels and passenger vessels 

accounted for <2.5% of transits.
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 Vessel sizes within the OTC Corridor ranged from 4 m LOA (recreational vessel) to 345 m (cruise 

ship). Excluding the proportion of vessels for which length was not available, the most common 

vessel lengths within the OTC Corridor were 50-99 m (53%) and 0-49 m (28%), driven by the 

higher proportion of cargo vessels and larger service (supply) vessels compared to the Aspen 

Array Area.  

 There was comparably low loitering/anchoring activity within the OTC Corridor, with one key 

area of anchoring and loitering at the Drilling Rig Anchorage southeast of Aberdeen. The 

moderate non-transit activity at the Anchorage extends northwards towards the Pilot Boarding 

Station outside of Aberdeen, and primarily constitutes shuttle tankers or service vessels 

awaiting entry to Aberdeen harbour.  

Maritime Incidents 

 Maritime incidents recorded in the Study Area by the MAIB (1992-2024) and RNLI (2008-2023) 

databases have been collated and presented within the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment). This was the most up-to-date incident data available at the time 

that this assessment was undertaken. When processing the incidents, non-navigational 

incidents were removed, such as shore-based activities (e.g. people cut off by the tide or 

swimmers in distress). Furthermore, duplicate values recorded in both databases were 

removed to not incorrectly increase the count of incidents. 

 Most incidents are recorded close to shore, around the nearby ports, with reducing frequency 

the further offshore the location is. There was one recorded incident within the Aspen Array 

Area, which was a mechanical damage involving a recreational vessel while fishing. 39 incidents 

were recorded within the OTC Corridor which included a range of personal injuries, mechanical 

damage, loss of control, fire/explosion, near misses / close quarters, and flooding/foundering 

incidents. Two collisions and one grounding incident were also recorded. 

 A summary of incidents occurring on other offshore wind farms was also provided within the 

NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) noting the higher frequency of 

project vessels and allisions as opposed to commercial vessel incidents or those resulting in 

serious consequences. 
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Figure 14.3 Vessel Traffic Density – Aspen Array Area 
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Figure 14.4 Vessel Traffic Density - OTC Corridor 
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Future Baseline Conditions 

 In line with the EIA regulations, this EIAR requires a “description of the relevant aspects of the 

current state of the environment (baseline scenario) and an outline of the likely evolution thereof 

without implementation of the Project as far as natural changes from the baseline scenario can 

be assessed with reasonable effort, on the basis of the availability of environmental information 

and scientific knowledge”. This reflects how the baseline relevant to shipping and navigation is 

expected to evolve without the Proposed Development. 

 Analysis of the future case commercial traffic profile has been undertaken within the NRA 

(Volume 3, Appendix 14.1: Navigational Risk Assessment). Overall, port traffic is forecast to 

remain relatively flat in the short term but grow in the long term, with tonnage 39% higher in 

2050 compared to 2016. This equates to approximately a 15% increase in national freight 

tonnage by 2035. The long-term growth in port traffic is driven by increases in unitised freight 

traffic, which compensates for decreases in other freight in the short term. More locally to the 

Proposed Development, a gradual decline in annual freight has been seen since the early 2010s, 

at regional ports such as Cromarty Firth and Aberdeen, as well as local ports such as Peterhead 

and Dundee. 

 The majority of passenger vessel traffic through the Study Area are cruise ships. Therefore, the 

historic trend of annual cruise vessel calls at Aberdeen Harbour was considered to provide 

insight into the potential future passenger traffic through the area. The data indicates that the 

number of cruise calls to Aberdeen has historically fluctuated but remained low, although it is 

possible long-term increases may occur. It is unlikely that there will be a significant change to 

any established ferry routes in the region. 

 It is anticipated that fishing activity is unlikely to change over the next 5 years, with both UK 

and non-UK vessels continuing to be active in the region as per the Trade and Cooperation 

Agreement (TCA) agreed to by the UK upon exit from the EU and applicable from January 2021. 

More detail on expected future changes according to different fishing types can be found in 

Volume 3, Appendix 13.1: Commercial Fisheries Technical Report. Nevertheless, as this 

transition period has been extended until 2038, in the event that there is a reduction in non-

UK fishing activity due to restrictions, it is anticipated that this will be balanced by an increase 

in UK fleet capacity. It is noted that fisheries patterns can change based on a range of factors, 

including market demand and prices, abundance of stock and sustainability. However, given 

that the main fishing activities that take place in proximity to the Study Area are well-

established, it is therefore envisaged that fishing activity levels will remain constant for the next 

15 to 20 years.  

 The UK-wide RYA Water Sports Participation Survey conducted in 2019 found that the 

proportion of adults participating in boating activities has fluctuated between 6% and 8% 

between 2002 and 2018. Between 2008 and 2018, the proportion participating in yacht 

cruising, motor boating and power boating have remained consistent at 0.8%, 1.1% and 0.7% 

respectively. Given the distance offshore and lack of major changes, it is unlikely that there will 

be an appreciable change in the number of recreational users due to macro trends. 
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 Decommissioning of oil and gas in the region is ongoing, which coupled with redevelopments 

of adjacent fields, could result in increases in oil and gas vessel activity navigating the study 

area. 

In Combination Climate Impacts 

 Climate change effects may have indirect impacts on shipping and navigation. For example, the 

increasing frequency and severity of extreme weather events may result in negative adverse 

weather impacts to standard operations including, vessel speed, route efficiency, and ability to 

enter port. At the Proposed Development site, trends in historical data suggest adverse 

weather typically results in a reduction in general vessel traffic. 

 Climate change, despite some uncertainty, projects insignificant changes in the short term. The 

Met Office (2019) reports no clear evidence of significant changes in future storm surges based 

on the UK Climate Projections 2018 (UKCP18) model. Furthermore, UKCP18 projections 

indicate a decline in average annual wind speeds over both the short to medium term and the 

long term. CMIP5 simulations also suggest a general reduction in mean significant wave height 

by 10 to 20% around much of the UK coastline throughout the 21st century. 

 Therefore, the effect on adverse weather routeing by commercial vessels due to climate 

change is assessed to be negligible. The projections do not give any clear indication that adverse 

weather conditions for the purposes of shipping and navigation in the Study Area are more 

likely to occur or with more intensity, and thus it is not reasonable to expect climate change to 

further exacerbate impacts caused by the Proposed Development.  

 Several factors influence a vessel’s ability to safely access a port, such as the depth of navigable 

waters. According to UKCP18 projections, the annual time-mean sea level anomaly is expected 

to rise from 0.03 m in 2007 to 0.16 m by 2040 and 0.29 m by 2060. While this sea level rise may 

increase navigable depths, it could also negatively impact the functionality of port 

infrastructure. This may lead to greater tidal constraints and increased sensitivity in vessel 

scheduling. However, such impacts are not anticipated to be severe within the bounds of the 

UKCP18 projections. As a result, the overall impact of climate change on port access for 

commercial vessels is considered to be broadly acceptable. 

 Overall, the rate of change in relevant climate variables is considered very low. Consequently, 

climate change is anticipated to have minimal additional impact on shipping and navigation 

receptors over the lifetime of the Proposed Development, although some uncertainty remains 

within the projections and therefore has been assessed on a precautionary basis. Further 

consideration of climate change is provided in Volume 2, Chapter 18: Climate of the EIAR.  

Data Limitations and Assumptions 

 AIS is not necessarily required on all recreational or fishing vessels, dependent on size. 

Therefore, AIS analysis alone would underestimate the extent of these activities. The vessel 

traffic survey using visual and radar observations has been combined with secondary sources 

(such as VMS or the RYA Coastal Atlas) and consultation to complete the picture of small craft 

vessel movements.  
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 The incident data is unlikely to capture all incidents, with underreporting of minor incidents 

likely. However, the combination of RNLI and MAIB has been used to collate the most complete 

dataset possible. Not all information, particularly position, is captured in every incident report, 

but there were no data deficiencies that presented concern. Unreported minor incidents are 

highly unlikely to affect the results of this assessment. Extensive research and consultation 

provide confidence that all incidents that may have an effect on the outcomes of this 

assessment have been included. 

 Relevant nautical publications, such as Admiralty Charts, are updated periodically and therefore 

the information shown may not reflect the real-time features within the region with total 

accuracy. Additionally, not all navigational features may be charted. Consultation with local 

operators, including RYA Scotland and SFF (Table 14.3), has been used to verify the baseline. 
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14.6 Shipping and Navigation Assessment Methodology 

 Assessment of effects in this Chapter will follow the general approach outlined in Volume 1, 

Chapter 4: Environmental Impact Assessment Methodology of the Offshore EIAR. 

 Shipping and navigation specific assessment criteria and recognised guidance on assessing 

shipping and navigation are provided below. 

Guidance 

 In addition to the general approach and guidance outlined in Volume 1, Chapter 4: 

Environmental Impact Assessment Methodology, the shipping and navigation assessment also 

considers the guidance documents presented in section 14.3. 

 The process for determining the significance of effects is a two-stage process that involves 

defining the magnitude of the potential impacts and the sensitivity of the receptors. This 

section describes the criteria applied in this chapter to assign values to the magnitude of 

potential impacts and the sensitivity of the receptors.  

Magnitude 

 The magnitude criteria for shipping and navigation are provided in Table 14.6 and are based 

upon NASH Maritime’s experience and judgement. In determining magnitude, each 

assessment considered the likelihood of the impact occurring, or duration of impact to ongoing 

operations. 

Table 14.6 Impact Magnitude/Likelihood Criteria for Shipping and Navigation 

Magnitude Value Description 

Negligible ▪ Extremely unlikely that hazard occurs at the Proposed Development and 
has rarely occurred within industry (<1%). 

▪ Non-hazard (commercial) impacts could occur during rare conditions 
throughout the Proposed Development duration (less than once per 
year). 

Low ▪ Unlikely that hazard occurs during the Proposed Development lifecycle 
but has occurred at other offshore wind farms (1-10%). 

▪ Non-hazard (commercial) impacts would occur infrequently during 
uncommon conditions throughout the Proposed Development duration 
(approximately once per year). 

Medium ▪ Reasonably probable that hazard may occur once during the Proposed 
Development lifecycle (50%). 

▪ Non-hazard (commercial) impacts would occur periodically under certain 
conditions throughout the Proposed Development duration (multiple 
times per year). 

High ▪ Frequent hazard occurrence, multiple times during the Proposed 
Development lifecycle (100%). 

▪ Non-hazard (commercial) impacts continuous throughout the Proposed 
Development duration (approximately daily). 
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Sensitivity 

 The sensitivity criteria for shipping and navigation receptors are provided in Table 14.7 which 

considers the consequences or severity of the impact. Consequences are considered with 

regards to the effects to people (injuries or fatalities), damage to vessels, pollution in the 

context of the Tiers of the National Contingency Plan for Responding to Marine Pollution 

Incidents (MCA, 2017) and reputational/business impacts. 

Table 14.7 Receptor Sensitivity/Consequence Criteria for Shipping and Navigation 

Sensitivity Value Description 

Negligible ▪ Slight injury(ies) to people;  
▪ Minor damage to property, i.e., superficial damage; 
▪ Tier 1 environmental damage with local assistance required; and  
▪ Minor reputational risk to business limited to receptors. 

Low ▪ Multiple minor or single serious injury(ies) to people;  
▪ Damage to property not critical to operations; 
▪ Tier 2 environmental damage with limited external assistance required; 

and  
▪ Local reputational risk to business. 

Medium ▪ Multiple serious injuries or single fatality to people;  
▪ Damage to property resulting in critical risk to operations; 
▪ Tier 2 environmental damage with regional assistance required; and  
▪ National reputational risk to business. 

High ▪ Multiple fatalities to people;  
▪ Total loss of property; 
▪ Tier 3 environmental damage with national assistance required; and  
▪ International reputational risk to business. 

Significance of Effect 

 By assigning and combining magnitude and sensitivity criteria, overall effect significance upon 

shipping and navigation receptors can be determined (Table 14.8).  
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Table 14.8 Matrix Used for the Assessment of Significance of the Effect 

  Impact of Magnitude 

  
Negligible Low Medium High 

Se
n

si
ti

vi
ty

 o
f 

R
ec

ep
to

r Negligible Negligible Negligible Negligible Negligible 

Low Negligible Minor Minor Minor  

Medium Negligible Minor Moderate Moderate  

High Minor Minor Moderate  Major 

 

 A full NRA was conducted (Volume 3, Appendix 14.1: Navigational Risk Assessment) that 

assessed the likelihood and consequences of hazards. For the purposes of the EIAR, where 

hazards were deemed to be Unacceptable, they are assumed to have a Significance of Effect of 

Moderate or greater. Those hazards scored as either Medium Risk - Tolerable and ALARP or 

Broadly Acceptable are assumed to be Minor or Negligible significance respectively.  

 A level of effect of moderate or more will be considered a ‘significant’ effect for the purpose of 

the EIA. A level of effect of minor or less will be considered ‘not significant’. 

Embedded Commitments 

 As part of the project design process, several designed-in measures have been proposed to 

reduce the potential for impacts on environmental receptors. As there is a commitment to 

implementing these measures, they are considered inherently part of the design of the 

Proposed Development and have therefore been considered in the assessment (i.e., the 

determination of magnitude and therefore significance assumes implementation of these 

measures). These measures are considered standard industry practice for this type of 

development. The embedded commitments relevant to shipping and navigation are presented 

in Table 14.9. Volume 3, Appendix 4.2: Commitments Register provides additional information 

on how these commitments are secured. 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) provides further details on 

these mitigations and their effect on reducing the likelihood or consequences of hazards.
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Table 14.9 Embedded Commitment Measures of Relevance to Shipping and Navigation 

Code Commitment Commitment Type How Commitment is Secured  

C-OFF-01 The number of WTGs will not exceed 72. Primary To be secured as a condition of 
the generation asset and 
transmission asset marine licence 
for Aspen OWF. 

C-OFF-02 WTGs will have a maximum blade tip height of 310 m above HAT, the rotor 
diameter will not exceed 280 m and have a minimum blade clearance of 23 m 
above HAT. 

Primary To be secured as a condition of 
the generation asset and 
transmission asset marine licence 
for Aspen OWF. 

C-OFF-04   Development of, and adherence to a Cable Plan (CaP). The CaP will confirm 
planned cable routing, burial and any additional protection and will set out 
methods for post-installation cable monitoring as secured by Section 36 and 
Marine License consent conditions. The CaP is likely to be supported by a Cable 
Burial Risk Assessment (CBRA), which will outline how external cable protection 
shall be used and/or reduced, should cable burial be achieved.  

Tertiary  To be secured as a condition of 
the generation asset and 
transmission asset marine licence 
for Aspen OWF. 

C-OFF-05  Development of and adherence to a Development Specification and Layout Plan 
(DSLP). The DSLP will confirm layout and relevant design parameters.  

Tertiary  Development Specification and 
Layout Plan  

C-OFF-07   A Construction Method Statement (CMS) will be developed, which details the 
proposed construction methods and roles and responsibilities of parties 
involved.  

Tertiary  Construction Method Statement  

C-OFF-08   Development of and adherence to a Construction Programme (CoP) to confirm 
the timeline for construction.  

Tertiary  Construction Programme  

C-OFF-09  All dropped objects will be reported. Where recovery is practicable and the 
dropped object may cause a hazard, object will be retrieved.  

Tertiary  Environmental Management 
Plan  
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Code Commitment Commitment Type How Commitment is Secured  

C-OFF-11  Development of and adherence to a Decommissioning Programme (DP). The DP 
will outline measures for the decommissioning of the Proposed Development.  

Tertiary  Decommissioning Programme  

C-OFF-12  Development of and adherence to a Vessel Management Plan (VMP). The VMP 
will confirm the types and numbers of vessels that will be engaged on the 
proposed development and consider vessel coordination including indicative 
transit route planning.  

Tertiary  Vessel Management Plan  

C-OFF-13  Appointment of a Fisheries Liaison Officer (FLO) to facilitate engagement with 
the commercial fishing industry.  

Tertiary  Appointing a FLO  

C-OFF-14  Development of and adherence to a Fisheries Management and Mitigation 
Strategy (FMMS). The FMMS sets out the means of ongoing fisheries liaison 
through construction and O&M phases of the proposed development and details 
mitigation measures of relevance to commercial fisheries.  

Tertiary  Fisheries Management and 
Mitigation Strategy  

C-OFF-15  Ongoing liaison with fishing fleets will be maintained during construction, 
maintenance and decommissioning operations via an appointed FLO and Fishing 
Industry Representative.  

Tertiary  Fisheries Management and 
Mitigation Strategy  

C-OFF-16  Adherence to best practice guidance with regards to fisheries liaison and 
procedures in the event of interactions between the proposed development and 
fishing activities. 

Tertiary  Fisheries Management and 
Mitigation Strategy  

C-OFF-20  Development of and adherence to a Navigational Safety Plan (NSP). The NSP will 
describe measures put in place by the proposed development related to 
navigational safety, including information on Safety Zones, charting, construction 
buoyage, temporary lighting and marking, and means of notification of proposed 
development activity to other sea users (e.g., via Notice to Mariners (NtM)).  

Tertiary  Navigational Safety Plan  

C-OFF-23  Applications to be made, where appropriate, for Safety Zones (500 m) for 
construction and major maintenance works, and for pre commissioning works 
(50 m).  

Tertiary  Navigational Safety Plan  

C-OFF-24  Use of guard vessels where deemed appropriate to ensure adherence with 
Safety Zones or advisory passing distances, as defined by risk assessment, to 
mitigate any impact which poses a risk to surface navigation during construction, 
maintenance and decommissioning phases. Such impacts may include partially 

Tertiary  Navigational Safety Plan  
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Code Commitment Commitment Type How Commitment is Secured  

installed structures or cables, extinguished navigation lights or other unmarked 
hazards.  

C-OFF-25  Advance warning and accurate location details of construction, maintenance and 
decommissioning operations, associated Safety Zones and advisory passing 
distances will be given via Notices to Mariners and Kingfisher Bulletins.  

Tertiary  Navigational Safety Plan  

C-OFF-26  Compliance with MCA MGN 654 (MCA, 2021) and its annexes where applicable 
(including consideration of a SAR checklist, an ERCoP and Under-keel Clearence 
(UKC). Consideration will also be given to MGN 654 SAR Annex 5 (MCA, 2024).  

Tertiary  Cable Plan, Construction Method 
Statement  
Development Specification and 
Layout Plan  

C-OFF-27  Compliance of all project vessels with international marine regulations as 
adopted by the Flag State, notably the COLREGs (IMO, 1974) and SOLAS (IMO, 
1974).  

Tertiary  Navigational Safety Plan  

C-OFF-28  Notification of damage or decay to cables to the MCA, NLB Kingfisher and UKHO 
within 24 hours of discovery.  

Tertiary  Cable Plan, Navigational Safety 
Plan  

C-OFF-29  AtoNs (marking and lighting) will be deployed in accordance with the latest 
relevant available standard industry guidance and as advised by NLB, MCA and 
Civil Aviation Authority (CAA) and Ministry of Defence (MoD) as appropriate. This 
will include a buoyed construction area around the Aspen Array Area in 
consultation with NLB.  

Tertiary  Navigational Safety Plan Lighting 
and Marking Plan  

C-OFF-30  Appropriate marking of the proposed development on Admiralty and 
aeronautical charts. This will include provision of the positions and heights of 
structures to the UKHO, CAA, MoD and Defence Geographic Centre.  

Tertiary  Navigational Safety Plan Lighting 
and Marking Plan  

C-OFF-31  Compliance with regulatory expectations on moorings for floating wind and 
marine devices published by MCA and the HSE.  

Tertiary  Construction Method Statement  

C-OFF-39  Where practicable, cable burial will be the preferred means of cable protection. 
Cable burial will be informed by the CBRA and detailed within the CaP. In areas 
where CBRA deems burial not feasible, suitable implementation and monitoring 
of cable protection will be employed.  

Primary  Cable Plan 

C-OFF-47 Development of and adherence to an LMP. The LMP will confirm compliance 
with legal requirements with regards to shipping, navigation and aviation 
marking and lighting.  

Tertiary  Lighting and Marking Plan  
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Code Commitment Commitment Type How Commitment is Secured  

C-OFF-50 Development of and adherence to a Wet Storage Plan to provide details on 
requirements (if applicable) for assembled WTGs and cabling. WTGs to be held 
at a nearshore wet storage location before being transported to site.  

Tertiary  Wet Storage Plan  

C-OFF-51 Where offshore export cables must cross third party infrastructure, such as 
existing cables and pipelines, both the third-party asset and the installed cables 
will be protected 

Tertiary Cable Plan 

C-OFF-52  Lighting and marking failures are appropriately reported/rectified as soon as 
possible and interim hazard warnings put in place as required.  

Tertiary  Lighting and Marking Plan  

C-OFF-56 Development of and adherence to an ERCoP to identify measures in place to 
support emergency response. Prepared in line with MCA guidance. 

Tertiary Emergency Response 
Cooperation Plan 
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Impacts Scoped out of the Assessment 

 No impacts have been scoped out of this shipping and navigation assessment.  

Worst-case Design Scenario 

 The Applicant has adopted a design envelope approach to impact assessment (also known as a 

‘Rochdale Envelope’). In line with guidance from the Scottish Government (2022), the design 

envelope approach offers flexibility in the EIA process by enabling impact assessment to be 

carried out against several potential design options. 

 The assessment of shipping and navigation impacts has been undertaken with respect to the 

details provided in Volume 1, Chapter 3: Project Description. A reasonable worst-case design 

scenario has been selected for each impact which would lead to the greatest impact for all 

receptors or receptor groups, when selected from a range of values. Effects of greater adverse 

significance are not predicted to arise should any other development scenario, based on details 

within Volume 1, Chapter 3: Project Description (e.g., different infrastructure layout), to that 

assessed here, be taken forward in the final design scheme. 

 Table 14.10 presents the worst-case design scenario for each impact associated with LSE 

assessment on shipping and navigation, along with justification. It is anticipated that impacts 

during construction and decommissioning will be similar. 
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Table 14.10 Worst-case Design Scenarios with Respect to the Shipping and Navigation Assessment 

Impact Embedded Commitment Worst-case Design Scenario Justification 

Construction/Decommissioning  

Impact 1: Vessel Routeing C-OFF-07, C-OFF-20, C-OFF-25, C-
OFF-29, C-OFF-30,  

▪ Maximum extent of buoyed construction area; 
▪ Up to four years construction duration; and 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development over the 
longest duration, which would impact the most routes 
whilst vessels navigate around the Aspen Array Area and 
OTC and therefore have the greatest potential for impacts 
on commercial operators and routes. 

Impact 2: Increased 
Collision Risk 

C-OFF-07, C-OFF-12, C-OFF-13, C-
OFF-14, C-OFF-15, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-25, C-
OFF-26, , C-OFF-56 

▪ Up to four years construction duration; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Up to 53 construction vessels on site at any one time (including main installation/support vessels, 

tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, seabed preparation vessels, 
Crew Transfer Vessels (CTV), scour protection installation vessels and cable protection installation 
vessels); and 

▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 
installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels).  

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project-vessel movements, and over the longest duration, 
creating the highest potential for increases in the risk of 
collision. 

Impact 3: Increased 
Contact/Allision Risk 

C-OFF-02, C-OFF-05, C-OFF-07, C-
OFF-12, C-OFF-13, C-OFF-14, C-
OFF-15, C-OFF-20, C-OFF-23, C-
OFF-24, C-OFF-25, C-OFF-26, C-
OFF-27, C-OFF-29, C-OFF-30, C-
OFF-47, C-OFF-51, C-OFF-56 

▪ Up to four years construction duration; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2); 
▪ Maximum number of WTGs (72) plus three OSPs; 
▪ Semisubmersible substructures of surface dimensions 125 m x 110 m x 40 m; 
▪ OSP topside of 50 m x 40 m x 20 m; 
▪ Minimum spacing between WTGs of 1,600 m; 
▪ Minimum air draught clearance from MHWS of 22 m; and 
▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 

installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels).  

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project- vessel movements, and over the longest duration, 
as this will cause the highest potential for increases in the 
risk of allision/contact. 

Impact 4: Increased 
Grounding Risk and 
Reduction in Under Keel 
Clearance 

C-OFF-04, C-OFF-07, C-OFF-12, C-
OFF-20, C-OFF-24, C-OFF-25, C-
OFF-26, C-OFF-30, C-OFF-32, C-
OFF-39, C-OFF-56 

▪ Construction duration up to four years; 
▪ Export cables: up to four cables within the OTC Corridor (length 145 km) and minimum burial of 0 m 

where not practicable; 
▪ Cable protection method will be burial where practicable, where alternative measures required, 

cable protection will not reduce depth by >5% per chart datum. Cable burial requirements will be 
subject to a separate CBRA; and 

▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 
installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels).  

The worst-case design scenario has been taken as the 
longest length of export cable, minimum cable burial depth 
and maximum length/quantities of cable protection over 
the greatest construction duration, given that this 
combination would have highest potential for reductions 
UKC and increases in the risk of grounding near Landfall. 

Impact 5: Risk of 
Interaction with Moorings 
and Cables 

C-OFF-04, C-OFF-13, C-OFF-14, C-
OFF-15, C-OFF-16, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-25, C-
OFF-29, C-OFF-29, C-OFF-30, C-
OFF-31, C-OFF-40, C-OFF-51, C-
OFF-56 

▪ Up to four years construction duration; 
▪ OTC Corridor with a length of 145 km; 
▪ Cable buried where practicable. Where not practicable minimum burial of 0 m or cable protection, 

as required; 
▪ Up to four export cables within the OTC Corridor; 
▪ Maximum mooring line radius of 1,200 m radius from each WTG. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, cables and moorings, 
minimum cable burial depth and maximum 
length/quantities of cable protection, and over the longest 
duration, as this will cause the highest potential for 
increases in the risk of snagging. 
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Impact Embedded Commitment Worst-case Design Scenario Justification 

Impact 6: Loss of Station, 
Tow or WTG 

C-OFF-07, C-OFF-12, C-OFF-20, C-
OFF-25, C-OFF-29, C-OFF-31, C-
OFF-47, C-OFF-56 

▪ Up to four years construction;  
▪ Maximum number of WTGs (72) plus three OSPs; 
▪ Minimum of six taut mooring lines per substructure;  
▪ Semisubmersible substructures of surface dimensions 125 m x 110 m x 40 m. 

The maximum number of structures with greatest surface 
dimensions over the longest period and least number of 
moorings, will have the greatest potential to increase the 
risk of breakout/loss of station. 

Impact 7: Emergency 
Response and Search and 
Rescue 

C-OFF-02, C-OFF-05, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-26, C-
OFF-27, C-OFF-56 

▪ Up to four years construction duration; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) and three OSPs; 
▪ WTGs: maximum rotor diameter of 280 m and maximum blade tip height of 310 m; 
▪ Minimum WTG spacing of 1,600 m between WTGs; 
▪ Up to 53 construction vessels on site at any one time (including main installation/support vessels, 

tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, seabed preparation vessels, 
CTVs, scour protection installation vessels and cable protection installation vessels); and 

▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 
installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels).  

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project-vessel movements, and over the longest duration, 
creating the highest potential for impacts to SAR 
capabilities. 

Impact 8: Marine 
Communications, Radar 
and Position Fixing Systems 

C-OFF-02, C-OFF-04, C-OFF-05 ▪ Up to four years construction;  
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) plus three OSPs;  
▪ WTGs: maximum rotor diameter of 280 m and maximum blade tip height of 310 m; and 
▪ Minimum WTG spacing of 1,600 m between WTGs. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development over the 
longest period, with the most wind turbines and smallest 
spacing will have the greatest potential to exacerbate the 
impacts on marine navigation, communications and 
positioning systems. 

Impact 9: Oil and Gas 
Activities and Safety 

C-OFF-07, C-OFF-12, C-OFF-20, C-
OFF-25, C-OFF-29, C-OFF-30 

▪ Up to four years construction duration; 
▪ Maximum extent of buoyed construction area; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) and three OSPs; 
▪ Minimum WTG spacing of 1,600 m between WTGs; 
▪ Up to 53 construction vessels on site at any one time (including main installation/support vessels, 

tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, seabed preparation vessels, 
CTVs, scour protection installation vessels and cable protection installation vessels); and 

▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 
installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels).  

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project-vessel movements, and over the longest duration, 
creating the highest potential for increases in the risk of 
impact to oil and gas operations. 

Impact 10: Small Craft 
Navigation and Safety 

C-OFF-12, C-OFF-13, C-OFF-14, C-
OFF-15, C-OFF-16, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-25, C-
OFF-26, C-OFF-29, C-OFF-30, C-
OFF-31, C-OFF-47, C-OFF-51, C-
OFF-56 

▪ Up to four years construction; 
▪ Maximum extent of buoyed construction area; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) plus three OSPs; 
▪ Up to 53 construction vessels on site at any one time (including main installation/support vessels, 

tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, seabed preparation vessels, 
CTVs, scour protection installation vessels and cable protection installation vessels); 

▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 
installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels); 

▪ Minimum WTG spacing of 1,600 m between WTGs; and 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, minimum cable burial 
depth and maximum length/quantities of cable protection, 
the maximum number of project-vessel movements, and 
over the longest duration, creating the highest potential 
for increases in the risk of impact to small craft 
navigational safety in the Aspen Array Area and near to 
Landfall. 
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▪ Cable buried where practicable. Where not practicable minimum burial of 0 m or cable protection, 
as required as per the results of the CBRA. 

Impact 11: Access to Ports 
and Harbours 

C-OFF-04, C-OFF-07, C-OFF-08, C-
OFF-12, C-OFF-20, C-OFF-24, C-
OFF-25, C-OFF-27 

▪ Four years construction duration  
▪ Construction activities over the maximum extent of the 145 km long OTC Corridor. 
▪ Up to 53 construction vessels on site at any one time (including main installation/support vessels, 

tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, seabed preparation vessels, 
CTVs, scour protection installation vessels and cable protection installation vessels). 

▪ Up to 1,234 installation vessel movements (return trips) during construction (including main 
installation/support vessels, tug/anchor handlers, cable lay vessels, guard vessels, survey vessels, 
seabed preparation vessels, CTVs, scour protection installation vessels and cable protection 
installation vessels). 

▪ Export cables: up to four cables within the OTC Corridor and minimum burial of 0 m, where not 
practicable.  

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development over the 
longest duration, the maximum number of structures, 
cables and moorings, and the maximum number of project 
vessel movements, creating the highest potential for 
increases in the risk of impact on access to ports and 
harbours. 

O&M 

Impact 1: Vessel Routeing C-OFF-20, C-OFF-25, C-OFF-29, C-
OFF-30,  

▪ Operational duration of 35 years; 
▪ WTGs and OSPs covering maximum extent of the Aspen Array Area (333 km2); and 
▪ Maximum length (145 km) of OTC Corridor. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development over the 
longest duration, which would impact the most routes 
whilst vessels navigate around the Aspen Array Area and 
OTC maintenance and therefore have the greatest 
potential for impacts on commercial operators and routes. 

Impact 2: Increased 
Collision Risk 

C-OFF-12, C-OFF-13, C-OFF-14, C-
OFF-15, C-OFF-20, C-OFF-23, C-
OFF-24, C-OFF-25, C-OFF-26, C-
OFF-27, C-OFF-56 

▪ Operational duration of 35 years; 
▪ Maintenance activities over the maximum extent of the Aspen Array Area (333 km2); 
▪ Up to 8 O&M vessels on site at any one time (including CTVs/workboats, cable repair vessels, 

anchor-handling vessels or similar and remotely operated vehicles (ROVs)); and 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and remotely operated 
vehicles (ROVs).) 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project-vessel movements, and over the longest duration, 
creating the highest potential for increases in the risk of 
collision. 

Impact 3: Increased 
Contact/allision Risk 

C-OFF-02, C-OFF-05, C-OFF-12, C-
OFF-13, C-OFF-14, C-OFF-15, C-
OFF-20, C-OFF-23, C-OFF-24, C-
OFF-25, C-OFF-26, C-OFF-27, C-
OFF-29, C-OFF-30, C-OFF-47, C-
OFF-51, C-OFF-56 

▪ Operational duration of 35 years; 
▪ Maintenance activities over the maximum extent of the Aspen Array Area (333 km2); 
▪ WTG numbers, dimensions, area and supporting infrastructure as described for construction phase; 

and 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and ROVs). 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project- vessel movements, and over the longest duration, 
as this will cause the highest potential for increases in the 
risk of allision/contact. 

Impact 4: Increased 
Grounding Risk and 
Reduction in Under Keel 
Clearance 

C-OFF-04, C-OFF-12, C-OFF-20, C-
OFF-24, C-OFF-25, C-OFF-26, C-
OFF-30, C-OFF-31, C-OFF-39, C-
OFF-56 

▪ Operational duration of 35 years; 
▪ Numbers, lengths and dimensions of cables, cable protection and cable crossings as described for 

construction phase; and  
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and ROVs). 

The worst-case design scenario has been taken as the 
longest length of export cable, minimum cable burial depth 
and maximum length/quantities of cable protection over 
the greatest duration, given that this combination would 
have highest potential for reductions in UKC and increases 
in the risk of grounding near Landfall. 

Impact 5: Risk of 
Interaction with Moorings 
and Cables 

C-OFF-04, C-OFF-13, C-OFF-14, C-
OFF-15, C-OFF-16, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-25, C-
OFF-29, C-OFF-29, C-OFF-30, C-
OFF-31, C-OFF-40, C-OFF-51, C-
OFF-56 

▪ Operational duration of 35 years; 
▪ Numbers, lengths and dimensions of cables, cable protection and cable crossings and moorings as 

described for construction phase; 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and remotely operated 
vehicles (ROVs); and 

▪ Cable buried where practicable. Where not practicable minimum burial of 0 m or cable protection, 
as required as per the results of the CBRA. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures and cables, minimum 
cable burial depth and maximum length/quantities of cable 
protection, and over the longest duration, as this will cause 
the highest potential for increases in the risk of snagging. 
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Impact Embedded Commitment Worst-case Design Scenario Justification 

Impact 6: Loss of Station, 
Tow or WTG 

C-OFF-12, C-OFF-20, C-OFF-25, C-
OFF-29, C-OFF-31, C-OFF-47, C-
OFF-56 

▪ Operational duration of 35 years; 
▪ Maintenance activities over the maximum extent of the Aspen Array Area (333 km2); 
▪ WTG numbers, dimensions, area and supporting infrastructure as described for construction phase; 

and 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and ROVs). 

The maximum number of structures with greatest surface 
dimensions over the longest period, will have the greatest 
potential to increase the risk of breakout/loss of station. 

Impact 7: Emergency 
Response and Search and 
Rescue 

C-OFF-02, C-OFF-05, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-26, C-
OFF-27, C-OFF-56 

▪ Operational duration of 35 years; 
▪ Maintenance activities over the maximum extent of the Aspen Array Area (333 km2); 
▪ WTG numbers, dimensions, area and supporting infrastructure as described for construction phase; 
▪ Up to 8 O&M vessels on site at any one time (including CTVs/workboats, cable repair vessels, 

anchor-handling vessels or similar and remotely operated vehicles (ROVs)); and 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and ROVs). 

The potential for reduced access for SAR responders due to 
infrastructure may affect SAR capability. This along with 
the increase in vessel activity may result in an increase in 
incidents further affecting capability. 
 
The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project-vessel movements, and over the longest duration, 
creating the highest potential for impacts to SAR 
capabilities. 

Impact 8: Marine 
Communications, Radar 
and Position Fixing Systems 

C-OFF-02, C-OFF-04, C-OFF-05 ▪ Operational duration of 35 years; 
▪ Maintenance activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) plus three OSPs; and 
▪ Minimum WTG spacing of 1,600 m between WTGs. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development over the 
longest period, with the most wind turbines and smallest 
spacing will have the greatest potential to exacerbate the 
impacts on marine navigation, communications and 
positioning systems. 

Impact 9: Oil and Gas 
Activities and Safety 

C-OFF-12, C-OFF-20, C-OFF-25, C-
OFF-29, C-OFF-30 

▪ Operational duration of 35 years; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) and three OSPs; 
▪ WTGs: minimum WTG spacing of 1,600 m between WTGs; 
▪ Up to 8 O&M vessels on site at any one time (including CTVs/workboats, cable repair vessels, 

anchor-handling vessels or similar and remotely operated vehicles (ROVs)); and 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and remotely.  

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, the maximum number of 
project-vessel movements, and over the longest duration, 
creating the highest potential for increases in the risk of 
impact to oil and gas operations. 

Impact 10: Small Craft 
Navigation and Safety 

C-OFF-12, C-OFF-13, C-OFF-14, C-
OFF-15, C-OFF-16, C-OFF-20, C-
OFF-23, C-OFF-24, C-OFF-25, C-
OFF-26, C-OFF-29, C-OFF-30, C-
OFF-31, C-OFF-47, C-OFF-51, C-
OFF-56 

▪ Operational duration of 35 years; 
▪ Construction activities over the maximum extent of the Aspen Array Area (333 km2) and a 145 km 

long OTC Corridor; 
▪ Maximum number of WTGs (72) plus three OSPs; 
▪ Up to 8 O&M vessels on site at any one time (including CTVs/workboats, cable repair vessels, 

anchor-handling vessels or similar and ROVs);  
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and ROVs); 
▪ Minimum WTG spacing of 1,600 m between WTGs; and 
▪ Cable buried where practicable. Where not practicable minimum burial of 0 m or cable protection, 

as required as per the results of the CBRA. 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development with the 
maximum number of structures, minimum cable burial 
depth and maximum length/quantities of cable protection, 
the maximum number of project-vessel movements, and 
over the longest duration, creating the highest potential 
for increases in the risk of impact to small craft 
navigational safety in the Aspen Array Area and near to 
Landfall. 

Impact 11: Access to Ports 
and Harbours 

C-OFF-04, C-OFF-08, C-OFF-12, C-
OFF-20, C-OFF-24, C-OFF-25, C-
OFF-27 

▪ Operational duration of 35 years; 
▪ Maintenance activities over the maximum extent of the 145 km long OTC Corridor. 
▪ Up to 8 O&M vessels on site at any one time (including CTVs/workboats, cable repair vessels, 

anchor-handling vessels or similar and ROVs); 
▪ Up to 219 maintenance vessel movements per year (return trips) during operation (including 

CTVs/workboats, cable repair vessels, anchor-handling vessels or similar and ROVs); and 

The worst-case design scenario has been taken as the 
greatest extent of the Proposed Development over the 
longest duration, the maximum number of structures, 
cables and moorings, and the maximum number of project 
vessel movements, creating the highest potential for 
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Impact Embedded Commitment Worst-case Design Scenario Justification 

▪ OTCs: up to four OTCs within the OTC Corridor and minimum burial of 0 m, where not practicable.  increases in the risk of impact on access to ports and 
harbours. 
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14.7 Assessment of Likely Significant Effects 

 Assessment of LSE on shipping and navigation has been undertaken for all phases of the 

Proposed Development. A detailed description of each impact, informed by Volume 1, Chapter 

3: Project Description, baseline information, consultation and various analytical methods 

including modelling is provided below. 

Construction/Decommissioning 

 The potential impacts and likely significant effects during construction of the Proposed 

Development have been assessed for shipping and navigation. 

 There is anticipated to be substantial similarity between construction activities and 

decommissioning activities, and therefore the impacts and likely significant effects on shipping 

and navigation would also be similar, and highly unlikely to be greater than for construction. 

For this reason, the assessment for construction effects is used as a proxy for that of 

decommissioning effects. There is also significant uncertainty as to the baseline environment 

at the time of decommissioning that could be relied upon to understand whether differences 

would occur. This is consistent with other offshore wind applications in Scotland and no 

concerns have been raised by stakeholders on this approach. 

 It is noted that no decision has been made regarding the construction port/s for the Proposed 

Development. A CMS will be developed and finalised post-consent, which will detail the 

proposed construction methods and roles and responsibilities of parties involved (C-OFF-07) 

and a Construction Programme (CoP) will also be developed to confirm the detailed timeline 

for construction (C-OFF-08). 

 In addition, no decision has been made regarding the final decommissioning plan for the 

Proposed Development as it is recognised that industry best practice, rules and legislation 

change over time. A DP will be finalised nearer to the end of the lifetime of the Proposed 

Development to be in line with current guidance, policy and legislation at that point (C-OFF-

11), as well as any change in the baseline environment. Any such methodology would be agreed 

with the relevant authorities and statutory consultees. The decommissioning works are likely 

to be subject to a separate licensing and consenting approach. 
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Impact 1 Impact on Vessel Routeing 

 The construction of the Proposed Development may lead to increased journey time and transit 

distance and duration for commercial operators. The worst-case design scenario is represented 

by the maximum extent of the Proposed Development, the greatest number of vessel 

movements and the maximum duration of the Proposed Development as summarised in Table 

14.10. 

 Impacts on routeing may in turn lead to increased allision or collision risks which are assessed 

as distinct impacts. 

 The assessment of impacts on vessel routeing has assumed that all vessels will comply with 

their obligations under the COLREGs, SOLAS and undertake prudent passage planning. 

Magnitude of Impact 

 Existing commercial vessel and tug and service traffic would be displaced during construction 

due to the presence of buoyed construction areas, active safety zones, construction vessels 

and partially completed or pre-commissioned structures. Detailed construction schedules and 

areas would be defined post-consent (C-OFF-07 and C-OFF-08), but it is assumed that 

construction safety zones could extend a maximum of 500 m beyond the Aspen Array Area. 

Displacement would be greatest when the Aspen Array Area is fully constructed (maximum 

footprint) which is assessed within the assessment of LSE during the O&M phase. 

 Within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment), 12 commercial 

and/or tug & service vessel routes were identified that may be rerouted as a result of the 

Proposed Development construction. All are of low traffic density, with a maximum of one 

transit per day through the Study Area, and therefore the frequency of deviations is expected 

to be low.  

 The busiest route through the Aspen Array Area, traverses the southeast side and consists 

primarily of oil & gas servicing vessels, up to 29 per month.  

 Whilst the presence of the Proposed Development may reduce options for adverse weather 

routeing, no significant difference is vessel routing as a result of adverse weather were 

identified in the vessel traffic analysis described within the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment). During major storms, volumes of all traffic were reduced, 

particularly small craft, and few route changes were identified. In addition, incident analysis 

revealed adverse weather as the least common cause for incident in the Study Area. 

 Vessel routes are not expected to be affected by the presence of the OTC Corridor as there will 

be no surface infrastructure that requires vessels to deviate. The presence of construction 

vessels would be a short term and localised impact. 

 In order to manage displacement impacts throughout the construction phase, the requirement 

to ensure third-party vessels are aware of these project activities in advance (C-OFF-25) and 

display information on charts (C-OFF-30) is embedded in the Proposed Development. This 

includes AtoNs (C-OFF-29), which would be agreed prior to construction (see Table 14.9).  
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 Overall, minor route deviations are anticipated to be experienced by a small number of vessels 

in the Aspen Array Area. Route analysis described in the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment) indicates approximately 19 commercial vessel transits through 

the Aspen Array Area per month, less than one per day. The magnitude of impact to vessel 

routeing in the OTC Corridor is negligible as there is no surface infrastructure to require 

deviation. As a result, the magnitude/frequency of occurrence has been assessed as low in the 

Aspen Array Area and negligible in the OTC Corridor. 

Sensitivity of Receptor 

 The obstruction and subsequent rerouting presented by windfarm activities has the potential 

to result in increased journey time and distances for operators. All identified routes are listed 

and described within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment). The 

majority of commercial vessel routes that may be displaced due to construction are on transit 

to/from Pentland Firth and are likely on long-distance transits, heading to/from international 

ports. It is therefore possible that these vessels could make a small adjustment to their route 

at an earlier point in their transit in order to deviate around the Proposed Development or 

project vessel activity, with minimal impact on the overall journey distance. Vessels travelling 

this far offshore that aren’t on route to international ports are transiting between major 

Scottish ports on the west coast and North Sea O&G fields. These service vessels may need to 

deviate around the Proposed Development much like the long-distance commercial vessel 

transits, but they’re less sensitive to minor schedule adjustments than the timetabled 

commercial crossings. With the Proposed Developments small overall footprint, distance from 

shore, and sufficient surrounding sea room, any required deviations can be made early in the 

transit and would have a minimal impact on total journey time. 

 Similarly, minimal changes to adverse weather routeing would be required as a result of the 

Proposed Development, with very small increases in the overall journey distance and time. 

There is adequate surrounding sea room to allow any minor deviations to typical and adverse 

weather routes to be undertaken safely. 

 Given that the deviation of these routes around the Aspen Array Area would be minor, and that 

vessel operators will be informed of any construction work associated with the Proposed 

Development in accordance with C-OFF-25, the consequential impact to these receptors is 

anticipated to be minimal. 

 As any deviations, should they be necessary, would be minor and have little impact on vessel 

schedules, the sensitivity of the receptor has been assessed as low in the Aspen Array Area and, 

as there is no surface infrastructure requiring deviation, negligible in the OTC Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor, and the sensitivity of the receptor assessed as low in the Aspen Array Area 

and negligible in the OTC Corridor, the overall effect significance has been assessed as minor 

in the Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  
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 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.11. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.11 Significance of Impact 1: Impact on Vessel Routing 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Low Minor (Not Significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 2 Impact on Risk of Collision 

 The construction of the Proposed Development may lead to increased vessel to vessel collision 

risk. The worst-case design scenario is represented by the maximum extent of the Proposed 

Development, the greatest number of vessel movements and the maximum duration of the 

Proposed Development as summarised in Table 14.10. 

 The assessment of collision risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  

Magnitude of Impact 

 The construction of an OWF in an otherwise navigable area can constrain shipping routes and 

result in pinch points or areas of higher vessel traffic density, with the potential to increase the 

number of encounters or potential collision situations. 

 Analysis of historic incidents associated with UK operational windfarms identified only nine 

collisions, all of which involved project vessels such as CTVs. There are currently no recorded 

accidents involving large commercial shipping and offshore windfarms in the UK. 

 The addition of project vessels associated with the construction of the Proposed Development 

may also increase encounter and collision scenarios. The worst-case total additional 

movements during construction of the Proposed Development are up to 1,224 return vessel 

movements, with a maximum of 54 vessels (Table 14.10).  
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 Despite an increase in project vessels, the existing traffic density in and around the Aspen Array 

Area is very low. Throughout the majority of the Aspen Array Area, vessel traffic density is less 

than ten transits per month per 500 m² grid cell. Vessel traffic analysis of the traffic baseline 

within the Aspen Array Study Area (within 10 nm of Aspen Array Area) as described in the NRA 

(Volume 3, Appendix 14.1: Navigational Risk Assessment), indicates tug and service vessels 

contribute the most traffic with approximately 296 transits per month, followed by fishing 

vessels with approximately 278 monthly transits and cargo vessels which conducted 62 

monthly transits. Less frequently, tanker vessels conducted approximately 17 transits per 

month, and recreational and passenger vessels made the fewest transits at five per month. 

With such low existing traffic levels, meeting situations between traffic associated with the 

Proposed Development and existing vessel movements is anticipated to be infrequent. 

 Modelling was undertaken to establish the likelihood of a vessel collision occurring. The 

methodology is outlined in Volume 3, Appendix 14.1: Navigational Risk Assessment. It is noted 

that modelling assumes maximum build out of the windfarm. It is therefore expected that, 

during the construction phase, these return periods would be lower with collision risk 

considered less likely up to and following the point of full build-out. Based on the analysis, 

although the modelled increase in total collision frequency is increased by 73% compared to 

the base case, the total frequency with the Proposed Development in situ is modelled as one 

collision event every 3,481 years, which is very low considering the lifetime of the Proposed 

Development. The modelling results indicate that the frequency of collision events would be 

low around the Aspen Array Area, with the highest collision likelihoods being a tug & service – 

tug & service vessel collision, at one in every 8,704 years and a tug & service – fishing vessel 

collision at one in every 23,383 years.  

 Recreational and other small-craft collision risk is considered low due to the low levels of these 

vessel types in the Aspen Array Area as identified during the vessel traffic surveys (Volume 3, 

Appendix 14.1: Navigational Risk Assessment). 

 Proposed Development construction vessel movements may interact with existing traffic, for 

example, when crossing shipping routes, increasing encounter potential and therefore collision 

risk. Risk controls would be established to deconflict project vessel movements with other 

passing traffic. Mitigations include the CoP (C-OFF-08), CMS (C-OFF-07) and VMP (C-OFF-12) 

outlined in Table 14.9. Coordinated passage plans for project vessels would be developed to 

reduce the potential impact on other traffic.  

 Blind spots may result from WTGs or the presence of large construction vessels blocking or 

hindering the view of other navigating vessels which could increase the risk of collision by 

reducing the capability for early and effective collision avoidance. The presence of a new 

obstruction may also result in reduced space for a vessel to take action to avoid collision or 

reduce the options available to do so. However, given the low density of traffic in the area this 

is anticipated to be low. 
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 Given the minimum spacing of 1.6 km between WTGs and the types of vessel traffic passing 

adjacent to the Proposed Development, a significant increase in risk to visual navigation and 

collision avoidance is not anticipated. The risks of collision associated with project vessels 

emerging from the Aspen Array Area would be managed through the CMS (C-OFF-07), NSP (C-

OFF-20),VMP (C-OFF-12), Safety Zones (C-OFF-23), and Guard Vessels (C-OFF-24) which would 

define aspects of vessel management during the construction phase to set out the measures 

required to mitigate marine traffic and transport related effects (Table 14.9). 

 The risk of collision is not anticipated to be substantially affected during construction of the 

OTC Corridor as there will be no surface infrastructure that requires vessels to deviate, and the 

presence of construction vessels would be a short term and localised impact. 

 Overall, considering the collision risk modelling and the NSP (C-OFF-20) and VMP (C-OFF-12) 

that are embedded within the Proposed Development, the magnitude of impact has been 

assessed as low in the Aspen Array Area and negligible in the OTC Corridor. 

Sensitivity of Receptor 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) concluded that a most likely 

outcome for a vessel collision would be minor to major injuries, minor to moderate property 

damage, no pollution and minor adverse publicity, with a worst credible outcome resulting in 

mass casualty event and either major damage or total loss of a vessel depending on the vessel 

types involved in the collision event.  

 The consequences of a collision during construction activities will be managed through adopted 

risk controls listed in Table 14.9, including:  

▪ ERCoP to effectively respond to an incident (C-OFF-56); 

▪ Compliance with COLREGs and SOLAS (C-OFF-27); and 

▪ Use of guard vessels (C-OFF-24). 

 Accounting for the potential severity of a worst-case scenario, the sensitivity of the receptor 

has been assessed as high in both the Aspen Array Area and OTC Corridor. 

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed eleven collision 

hazards which could occur during the construction phase of the Proposed Development. Of 

these hazards, three were scored as Medium Risk – Tolerable if ALARP, all within the Aspen 

Array Area, namely, the risk of collision between fishing/recreational vessels, collision between 

a fishing/recreational vessel and a small project vessel and collision between small project 

vessels. The remaining eight hazards were scored as Low Risk – Broadly Acceptable. The highest 

collision hazards related to collisions involving fishing/recreational vessels, particularly fishing 

vessels, with each other or with small project vessels where there was the greatest potential 

for fatalities. The NRA concluded that given the presence of suitable risk controls and the 

disproportionality of any additional risk controls, where hazards were scored as Medium Risk, 

they could be defined as ALARP.  
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 Overall, with the magnitude of impact assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor, and the sensitivity of the receptor assessed as high in the Aspen Array Area 

and OTC Corridor, the overall effect significance has been assessed as minor in the Aspen Array 

Area and OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.12. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.12 Significance of Impact 2: Impact on Risk of Collision 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low High Minor (Not significant) 

OTC Corridor Negligible High Minor (Not significant) 

Proposed Development Low High Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 3 Impact on Risk of Allision 

 The construction of the Proposed Development may lead to increased allision risk. The worst-

case design scenario is represented by the maximum extent of the Proposed Development, the 

greatest number of structures, the greatest size of structures, the greatest number of vessel 

movements and the maximum duration of the construction of the Proposed Development as 

summarised in Table 14.10. The further into the construction duration, the higher the risk of 

allision as more infrastructure is in place. This impact has been scored according to the later 

stages of construction period to capture the worst case scenario. 

 The assessment of allision risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  

Magnitude of Impact 

 The construction of any OWF and the introduction of new infrastructure in otherwise navigable 

waters increases allision likelihood. During construction, a vessel is most likely to contact a 

windfarm structure as a result of human error or mechanical failure, which could be 

exacerbated by other factors such as a failure of an AtoN or adverse weather conditions. 

Potential allision events could also arise from additional buoyage associated with the Proposed 

Development, which is exacerbated by the risk of breakout, as was highlighted during 

stakeholder consultation meetings with both the NLB, MCA and RYA Scotland, captured in the 

NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment). 

 Analysis of historic allision incidents at existing OWFs have primarily involved project vessels at 

low speed due to their working in close proximity but are conversely also more likely to have 

crew who are experienced in safely transiting offshore windfarm areas.  
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 Allision modelling conducted for the NRA (Volume 3, Appendix 1.1) shows that the highest 

modelled allision frequencies for the Aspen Array Area are for tug & service vessels, at 1 in 617 

years. This is due to the high-density tug & service routes that runs parallel and alongside the 

southern border of the Aspen Array Area. However, a total allision probability of 1 in 417 years 

is still considered a low likelihood given the lifecycle of the Proposed Development. Allision 

impacts are considered to be greatest during the operational phase when full build out is 

achieved, and modelling was conducted on this basis to capture the worst case scenario at the 

end of the construction phase. 

 There is potential for fishing vessels to continue transiting within the Aspen Array Area on route 

to fishing grounds. As such, there is potential for a fishing vessel to be involved in an allision 

with Proposed Development infrastructure and vessels during construction. However, in the 

event a fishing vessel does choose to transit through the Aspen Array Area, the spacing 

between WTGs (minimum 1.6 km) is considered to be sufficient for safe navigation of small 

craft, including fishing vessels and recreational vessels. 

 Given the considerable distance (45 nm) of the Aspen Array Area from the shore and the low 

traffic density of recreational craft, it is considered unlikely that recreational craft will transit 

through the Proposed Development whilst under construction and therefore would have a low 

likelihood of allision with the infrastructure. 

 In addition, this area of the North Sea has existing offshore infrastructure, including multiple 

oil and gas fields and some offshore wind farms to the south and northwest of the Proposed 

Development. As a result, vessels traversing this area are likely familiar with navigating around 

and between various types of infrastructure and aware of the hazards. However, during the 

construction phase, vessels would be less familiar with avoiding a new obstruction than when 

the Proposed Development is established and in operation. To mitigate this, communication of 

construction activities and progress would be required and is embedded in the Proposed 

Development design through use of NtMs and the Kingfisher Bulletin (C-OFF-25), a FMMS (C-

OFF-14) and the NSP (C-OFF-20) (Table 14.9). 

 There is not anticipated to be an effect on risk of allision within the OTC Corridor as all cable 

infrastructure is sub-surface. 

 Overall, the magnitude of occurrence is assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor.  

Sensitivity of Receptor 

 Multiple factors (vessel size and type, vessel speed, angle and the engineering of the floating 

foundation or platform and vessel characteristics) influence the severity of consequence should 

an allision occur. Where previous incidents have occurred at existing offshore windfarms, they 

have primarily involved project vessels at low speed and occur due to equipment failure. The 

most likely outcome is, therefore, minor damage and/or minor injuries. However, it is feasible 

that a worst-case allision involving a larger vessel might result in WTG collapse, holing and 

eventual flooding of a vessel and potential loss of life, though this is considered unlikely given 

the mitigation measures in place (primarily safety zones (C-OFF-23), and information 

promulgation (C-OFF-25)). 
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 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) concluded that a most likely 

outcome for a vessel allision would be minor injuries, minor property damage, no pollution and 

minor adverse publicity, with a worst credible outcome resulting in mass casualty event and 

loss of the vessel.  

 The consequences of an allision during construction activities will be managed through adopted 

risk controls listed in Table 14.9, including an ERCoP to effectively respond to an incident (C-

OFF-56),compliance with COLREGs and SOLAS (C-OFF-27), and the use of guard vessels (C-OFF-

24). 

 Overall, the sensitivity of receptor has been assessed as medium to account for a worst credible 

scenario in the Aspen Array Area, and negligible in the OTC Corridor where there is no 

infrastructure to pose an allision risk to result in negative consequence. 

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed five allision hazards 

which could occur during the construction phase of the Proposed Development, all within the 

Aspen Array Area. Of these hazards, three were scored as Medium Risk – Tolerable if ALARP, 

namely, the risk of allision with WTG, OSP or Buoy of Tug & Service, allision with WTG, OSP or 

Buoy of Fishing/Recreational, and allision with WTG, OSP or Buoy of Small Project Vessels. The 

remaining two hazards were scored as Low Risk – Broadly Acceptable. The highest allision 

hazard, with the highest risk score of all hazards related to an allision with WTG, OSP or Buoy 

of Small Project Vessels. The NRA concluded that given the presence of suitable risk controls 

and the disproportionality of any additional risk controls, where hazards were scored as 

Medium Risk, they could be defined as ALARP.  

 Overall, with the magnitude of impact assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor, and the sensitivity of the receptor assessed as medium in the Aspen Array 

Area and negligible in the OTC Corridor, the overall effect significance has been assessed as 

minor in the Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.13. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.13 Significance of Impact 3: Impact on Risk of Contact/Allision 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 
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Impact 4 Impact on Risk of Grounding and Under Keel Clearance 

 The construction of the Proposed Development may lead to increased grounding risk. The 

worst-case design scenario is represented by the maximum extent of the OTC Corridor, the 

greatest amount of cable protection, greatest number of construction vessel movements and 

the maximum duration of the construction of the Proposed Development as summarised in 

Table 14.10. 

 The assessment of grounding risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  

Magnitude of Impact 

 Given the depths of the water in and around the Aspen Array Area, any route deviations 

required around the Aspen Array Area and the presence of the OTC in proximity to the Aspen 

Array Area will not increase the risk of grounding. However, the installation of the OTC at the 

Landfall may lead to a potential increase in the risk of grounding by either causing vessels to 

deviate closer to shore, where water depths are shallower, or reducing the water depth and 

UKC of vessels such that larger draught vessels may be more likely to ground on a cable itself.  

 It is possible that works associated with the OTC could displace vessels and cause them to 

navigate closer to the shore and increase the risk of them running aground. Most commercial 

ships are seen to navigate more than 2 nm from the coast near to Landfall and therefore would 

have sufficient sea room to navigate around a cable laying vessel without risking running 

aground. Embedded mitigation measures set out in Table 14.9, including a NSP (C-OFF-20), 

guard vessels (C-OFF-24), use of NtMs to promulgate information in advance of construction 

activities (C-OFF-25), and a CaP (C-OFF-04) will be used to reduce the impacts to vessel 

navigation during cable installation near to Landfall, and minimise the risk of them transiting 

closer to shore and grounding. 

 The use of cable protection within the worst-case design scenario could reduce the depth of 

water and cause vessels to run aground. However, water depths on the Scottish coast deepen 

quickly at a distance from the coast, with the 20 m contour extending only 500 m from the 

Scottish coast within the OTC Corridor. Very few vessels navigate within the 20 m contour, with 

only vessels of lengths less than 10 m LOA and very shallow draughts recorded navigating this 

region (Volume 3, Appendix 14.1: Navigational Risk Assessment). Therefore, it is unlikely that 

cable protection would impact the risk to these vessels; however, a CBRA would be used to 

assess such impact once a detailed engineering study was undertaken to determine 

appropriate protection and mitigation (C-OFF-39). The project will also conform with the MCA’s 

MGN654 requirement to ensure the depth of water is not reduced by more than 5% referenced 

to chart datum. Furthermore, as shown in section 6.3 of the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment), most deep draught commercial ships navigated over 2 nm 

offshore, typically within at least 40 m to 50 m of water.  

 As a result, the magnitude of impact has been assessed as negligible for the Aspen Array Area 

and low for the OTC Corridor 
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Sensitivity of Receptor 

 In the unlikely event of a grounding, the most likely outcome is minor injuries and minor 

adverse publicity. However, while unlikely, the worst-case scenario could involve loss of small 

craft, with a single fatality. Grounding near the landfall site of the OTC Corridor could have 

minor effect on port operations for the approaches to Aberdeen. 

 Should a vessel ground on the cable protection or on the seabed as a result of deviations 

required as a result of the Proposed Development, the ERCoP (embedded within the Proposed 

Development, C-OFF-56) will include provision of appropriate towage services that would 

mitigate the consequence of the incident, by ensuring the vessel could be towed away from 

the cable protection if required. 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) concluded that a most likely 

outcome would be minor injuries, minor property damage, no pollution and moderate adverse 

publicity, with a worst credible outcome resulting in a single fatality.  

 The consequences of a grounding during construction activities will be managed through 

adopted risk controls listed in Table 14.9, including an ERCoP to effectively respond to an 

incident (C-OFF-56) compliance with COLREGs and SOLAS (C-OFF-27), and the use of guard 

vessels (C-OFF-24). 

 As a result, the sensitivity of the receptor has been assessed as negligible for the Aspen Array 

Area and low for the OTC Corridor. 

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed five grounding 

hazards which could occur during the construction phase of the Proposed Development. Of 

these hazards all were scored as Low Risk – Broadly Acceptable.  

 Overall, with the magnitude of impact assessed as negligible for the Aspen Array Area and low 

for the OTC Corridor, and the sensitivity of the receptor assessed as negligible for the Aspen 

Array Area and low for the OTC Corridor, the overall effect significance of the impact on the 

risk of reduced UKC and grounding during construction has been assessed as negligible or minor 

(Table 14.8). 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.14. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.14 Significance of Impact 4: Impact on Risk of Grounding 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Negligible Negligible Negligible (Not significant) 

OTC Corridor Low Low Minor (Not significant) 

Proposed Development Low Low Minor (Not significant) 
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Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 5 Impact on Risk of Interaction with Moorings and Cables 

 The construction of the Proposed Development may lead to increased snagging risk with 

moorings or cables. The worst-case design scenario represented by the maximum extent of the 

Proposed Development, the greatest number of moorings, the greatest spread of moorings, 

the greatest number of vessel movements and the maximum duration of the construction of 

the Proposed Development as summarised in Table 14.10. 

 The assessment of snagging risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  

Magnitude of Impact 

 Floating offshore WTGs are typically moored to the seabed through a spread of subsurface 

mooring cables and chains. These moorings can pose a risk to navigating vessels through 

snagging of anchors or fishing gear. A second hazard relates to the potential impact of cables 

including the OTC or IAC systems. These present a snagging risk to vessel anchors or fishing 

gear, particularly within the mooring radius of the floaters. Fishing activity present within the 

Study Area is detailed in section 6.3.2.4 of the NRA (Volume 3, Appendix 14.1: Navigational Risk 

Assessment) and further information is located in Volume 3, Appendix 13.1: Commercial 

Fisheries Technical Report.  

 With regard to cables, during the construction phase, the presence of partially protected cables 

during installation may increase anchor and fishing gear snagging risk. Snagging risks are 

considered greatest from fishing vessels when gear is deployed, particularly mobile gear types. 

The vessel traffic analysis undertaken as part of the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment) has shown that the Study Area is used by transiting vessels on 

route to fishing ground, active trawling, and static gear type deployment. Fishing transits can 

also be seen close to landfall, with fishing vessels making repeated tracks perpendicular to and 

through the OTC corridor. Consultation with Stonehaven Harbour revealed that small local 

fishing vessels are also seasonally active close to the OTC Corridor landfall site. To mitigate the 

risk of snagging, safety zones would be established of an appropriate configuration and extent 

(C-OFF-23). Local sea users will also be made aware of the construction activities and any 

partially protected cables via NtMs or via the Kingfisher bulletin (C-OFF-25).  
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 Snagging of the cable itself is unlikely in the sufficient depths around the Aspen Array Area but 

may be possible closer to Landfall in shallower waters. Commercial vessels, primarily shuttle 

tankers, were identified to be anchoring northwest of a charted ‘Drilling Rig Anchorage’ just 

outside Aberdeen Harbour limits in preparation for crew transfers off Girdle Ness, as described 

within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment). However, the volume 

of anchoring was assessed to be low; there were 354 hours per month detected in the area of 

anchoring intersecting the OTC Corridor. Following consultation with Aberdeen Harbour 

Authority, and discussions around potentially relocating the anchorage, the risk of snagging 

was agreed to remain low with embedded mitigations in place. The results of the CBRA (C-OFF-

04, C-OFF-39) will determine adequate cable protection or burial to minimise the likelihood of 

this risk, and the cable with be marked accordingly on nautical charts. Where the cable is 

buried, mobile fishing gear would not penetrate the seabed to depths possible to encounter 

the cable and snag.  

 With regard to moorings, whilst the catenary of the moorings is not known at this stage, it is 

likely that as distance from the WTG increases, the moorings become exponentially closer to 

the seabed. Therefore, the impact would be experienced where deep draught vessels navigate 

within very close proximity to the WTGs. Given that the worst-case mooring spread of 1.2 km 

is significantly less than the 1 nm (1.8 km) most likely passing distance from an OWF, it is 

considered that the risk of a deep draught vessel contacting the moorings is remote and would 

be likely to contact the WTG in the same event, in which case would classify it as an allision 

impact and is therefore not assessed under this impact.  

 Trawling activity will be offset from the Aspen Array Area to the fishing grounds around the 

boundaries, particularly along the southwest border where vessel traffic data analysis and 

consultation revealed fishing intensity to be the greatest. The displacement and subsequent 

condensing of fishing to the perimeters increases the risk of a mooring line snag should vessels 

with mobile gear deployed get too close to a WTG. 

 However, during construction, safety zones (C-OFF-25) and guard vessels (C-OFF-24) would be 

established of an appropriate configuration and extent to prevent fishing in particularly close 

proximity to the infrastructure and mitigate for potential snagging hazards (C-OFF-23), as per 

Table 14.9. In addition, promulgation of information via NtMs and the Kingfisher bulletin will 

increase awareness of construction activities and attempts will be made to reach an agreement 

for the fisheries gear clearance to further help mitigate snagging hazards during construction 

(C-OFF-13, C-OFF-14, C-OFF-15, and C-OFF-16). Overall, on the basis of the worst-case mooring 

assumptions, and the embedded mitigation measures, the magnitude of impact has been 

assessed as low for both the Aspen Array Area and OTC Corridor. 

Sensitivity of Receptor 

 In the event that a vessel was to snag a cable or mooring line, the most likely outcome is loss 

of gear and minor damage to the cable and/or vessel. A more severe outcome is the potential 

loss of the fishing vessel and fatalities, however this is considered very unlikely given the 

embedded mitigation measures in place (Table 14.9), notably the FMMS (C-OFF-14), safety 

zones (C-OFF-25), and the provision of an ERCoP (C-OFF-56), which would include provision of 

appropriate towage.  
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 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) concluded that a most likely 

outcome for a small craft (including fishing) interaction with mooring cables would be major 

injuries, minor property damage, no pollution and minor adverse publicity, with a worst 

credible outcome resulting in mass casualty event. The most likely outcome for large vessels 

(commercial, passenger or project) would be no injuries, negligible property damage, no 

pollution and moderate adverse publicity, with a worst credible outcome resulting in a minor 

injuries and major adverse publicity.  

 The consequences of an interaction with moorings or cables during construction activities will 

be managed through adopted risk controls listed in Table 14.9, including an ERCoP to effectively 

respond to an incident (C-OFF-56), and the use of guard vessels (C-OFF-24). 

 To reflect the potentially severe impact to a fishing vessel in the event of snag, the sensitivity 

of the receptor has therefore been assessed as medium for the Aspen Array Area and OTC 

Corridor.  

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed four snagging 

hazards which could occur during the construction phase of the Proposed Development. Of 

these hazards, three were scored as Medium Risk – Tolerable if ALARP, namely, the risk of small 

craft snagging/striking moorings/cables in the Aspen Array Area, the risk of large vessels 

snagging/striking moorings/cables in the OTC Corridor, and small craft snagging/striking 

moorings/cables in the OTC Corridor. The remaining hazard was scored as Low Risk – Broadly 

Acceptable. The highest snagging hazard, with the second highest risk score of all hazards 

related to small craft snagging/striking moorings/cables. The NRA concluded that given the 

presence of suitable risk controls and the disproportionality of any additional risk controls, 

where hazards were scored as Medium Risk, they could be defined as ALARP.  

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and OTC 

Corridor, and the sensitivity of the receptor assessed as medium for the Aspen Array Area and 

OTC Corridor, the overall effect significance of the impact on the risk of interaction with 

moorings or cables during construction has been assessed as minor (Table 14.8). 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.15. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.15 Significance of Impact 5: Impact on Risk of Interaction with Moorings / Cables 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Low Medium Minor (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed.  
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Impact 6 Impact as a Result of Loss of Station, Tow or WTG 

 The construction of the Proposed Development may lead to increased risk of breakout or loss 

of station. The worst-case design scenario represented by the maximum number of structures 

and the maximum duration of the construction of Proposed Development as summarised in 

Table 14.10. 

Magnitude of Impact 

 In the event that WTG moorings fail, it is possible that a WTG could become displaced from its 

position or break free and become a navigational hazard to vessels. The moorings will be 

subject to the requirement of the ‘Regulatory Expectations on Moorings for Floating Wind and 

Marine Devices’ (HSE/MCA, 2017) (C-OFF-31), which dictates that the mooring systems should 

be designed to resist such forces acting on it as are reasonably foreseeable conditions.  

 The Proposed Development is using up to six moorings per floater, minimising the likelihood of 

a WTG moving position in the event of the most likely impact scenario in which one mooring 

line fails. While a partial turbine failure (e.g. turbine blade) or a catastrophic failure (sinking) is 

possible, this is considered unlikely in normal situations given the requirement for the risks to 

be managed by the application of the principles of prevention imposed by the Construction 

(Design and Maintenance) Regulations 2015. 

 Similarly, during towage operations, there is a risk that the tow line may part, enabling the 

towed unit to break free and drift, posing a hazard to third-party vessels. Moreover, each tow 

out operation will have a dedicated risk assessment that accounts for the full capabilities of the 

vessels engaged and develop appropriate towage arrangements. In constrained waters, such 

as the approaches to ports, risk assessments should be jointly developed with the port 

authority and might include the use of guard vessels. 

 In the unlikely event a turbine was to breakout (either from its moorings, or during towage), it 

would still be marked and visible to other navigating vessels in accordance with the LMP (C-

OFF-47) and a response plan will be included within the ERCoP ( C-OFF-56) with additional 

measures such emergency lighting, failure warning measures and tracking devices as well as 

response and recovery procedures. Continuous monitoring by the Marine Coordination Centre 

and use of tracking alarms would also ensure immediate detection of such a situation and a 

timely response. These measures will assist other navigating vessels to identify and avoid the 

hazard.  

 During construction/decommissioning temporary buoyage may also breakout and create a 

navigational hazard. Buoys are not subjected to as rigorous mooring requirements and are 

more vulnerable to a failure in severe weather. Buoy breakout has also been expressed as a 

concern in other projects and during stakeholder consultation. However, with additional 

project vessels in the area, the recovery time could be hastened by nearby vessels providing 

assistance, which in turn reduces the likelihood the broken-out buoy would drift into 

surrounding vessel routes and result in an allision. All AtoN’s would be installed in accordance 

with NLB guidance and the LMP (C-OFF-47). A response plan will be included within the ERCoP 

(C-OFF-56). 
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 Taking this into account, coupled with the design requirements to which the moorings are 

subject to, WTG breakout is considered to be very unlikely. Nevertheless, it is noted that, in the 

event of a partial turbine failure or a catastrophic failure, which may result in floating or 

submerged obstructions, the visibility of the hazard would be reduced and the risk of an allision 

and major vessel damage is increased. Although information would be provided to vessels 

navigating in the area along with an emergency response procedure (C-OFF-56) in order to 

mitigate the likelihood of an allision. As a result, the magnitude of impact is assessed to be low 

for the Aspen Array Area and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 In the unlikely event a turbine was to breakout (either from its moorings, or during towage), 

the consequences could involve a collision with passing traffic that had not expected the 

turbine to have drifted from its charted position. A collision with large WTG infrastructure at 

speed could result in multiple fatalities and significant vessel damage. A collision with a broken-

out buoy would have less severe consequences and would likely result in moderate vessel 

damage and minor injuries.  

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) concluded that a most likely 

outcome for small craft or large vessels following a breakout of a WTG would be major injuries, 

moderate property damage, no pollution and moderate adverse publicity, with a worst credible 

outcome resulting in a mass casualty event.  

 The consequences of a loss of station during construction activities will be managed through 

adopted risk controls listed in Table 14.9, including an ERCoP to effectively respond to an 

incident (C-OFF-56), compliance with COLREGs and SOLAS (C-OFF-27), and the use of guard 

vessels (C-OFF-24). 

 In the OTC Corridor, a loss of station is more likely to refer to buoyage as opposed to a WTG. 

As a result, the severity of consequences would be dramatically reduced should a vessel make 

contact with a buoy compared to what may occur with a WTG loss of station in the Aspen Array 

Area. Therefore, the sensitivity of the receptor is assessed to be medium for the Aspen Array 

Area and low for the OTC Corridor. 

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed four loss of station 

hazards which could occur during the construction phase of the Proposed Development. Of 

these hazards, all were scored as Low Risk – Broadly Acceptable.  

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as medium for the Aspen 

Array Area and low for the OTC Corridor, the overall effect significance of the impact of WTG 

breakout on vessel activity during construction has been assessed as minor in the Aspen Array 

Area and negligible in the OTC Corridor (Table 14.8)Which is not significant in EIA terms. 
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 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.16. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.16 Significance of Impact 6: Impact as a Result of Loss of Station, Tow or WTG 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 7 Impact on Emergency Response and Search and Rescue 

 The construction of the Proposed Development may lead to increased impact on search and 

rescue capability due to increased incident rates and reduced access for SAR responders. The 

worst-case design scenario represented by the maximum extent of the proposed development, 

the maximum number of structures, the maximum number of vessel movements and the 

maximum duration of the construction of the Proposed Development as summarised in Table 

14.10. 

Magnitude of Impact 

 Construction traffic would lead to an increased number of vessels and personnel in the Study 

Area, and as such there may be an increase in the number of incidents requiring emergency 

response or impacts to emergency response procedures.  

 In the unlikely event of an incident, SAR assets are required to access the site or surrounding 

area without risk to themselves. In particular, WTGs can pose a hazard to SAR helicopters and, 

therefore, the design of the windfarm should be such to enable helicopter access safeguarding 

HM Coastguard obligations within the UK SAR Region. An ERCoP is required and embedded in 

Proposed Development (C-OFF-56; Table 14.9) to facilitate information sharing regarding the 

OWF and SAR organisations. 

 Existing incident rates are considered low in the Study Area based on the data studied within 

the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment). The assessments of the 

impact of the Proposed Development on the likelihood of collision and allision for vessels 

during construction showed that these are considered unlikely, which is due to the generally 

low levels of vessel traffic in the Study Area. Therefore, it is not anticipated that the Proposed 

Development would notably increase the observed existing incident rates, and consequently 

the likelihood of requiring SAR in the Aspen Array Area is relatively low. 
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 The Proposed Development has also committed to two lines of orientation to facilitate SAR 

access and the minimum spacing between the WTGs will be 1.6 km and, with a maximum blade 

length of 140 m, there would be 1,320 m between blade tips, more than double the MGN654 

requirements of 500 m.  

 Although final layouts will not be determined until post-consent, the design layout must be 

reviewed by the MCA (C-OFF-05), in order to ensure that access of SAR assets is not 

compromised and confirm that principals contained in MGN 654 Annex 5 (MCA, 2024) are 

followed. 

 Given the embedded mitigations (Table 14.9) that act to reduce the likelihood of incidents, and 

therefore the need for SAR, the magnitude of impact has been assessed as low for the Aspen 

Array Area and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 Several trials have been conducted by His Majesties Coastguard (HMCG) and MCA in SAR at 

OWFs (see MCA, 2005; 2019). They found that searching within an OWF is more complex than 

in open sea and there may be a delay for entry into an OWF whilst the crew familiarise 

themselves with the site and layouts. During poor visibility, the importance of linear SAR lanes 

of sufficient width was identified as of significant importance. When transiting through an OWF, 

all communications and navigation equipment was reported to be operating successfully with 

WTGs identifiable through radar. Unfamiliarity with transiting and winching in vicinity of WTGs 

results in slower speeds and delays, which increases fuel consumption and may make searches 

less effective. Concerns have also been raised regarding visual identification of casualties, as 

WTGs block the view, particularly during rough weather. 

 However, it should be considered that the on-site presence of Proposed Development 

construction vessels would form additional resource to respond to any incidents in the area in 

liaison with the MCA, both in terms of incidents associated with the Proposed Development 

(i.e. self-help resources), but also incidents occurring to third party vessels outside of the 

Proposed Development.  

 In addition, as required under MGN654, an ERCoP would be produced and submitted to the 

MCA detailing how the Proposed Development vessels would cooperate and assist in the event 

of an incident (C-OFF-56). The principles of SAR access for OWFs are contained in MGN654, 

Annex 5 (MCA, 2024). 

 As a result, the sensitivity of the receptor has been assessed as low for the Aspen Array Area 

and negligible for the OTC Corridor, given the embedded mitigations and minimum spacing 

between WTGs that will allow emergency manoeuvres to be undertaken if required. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as low for the Aspen Array 

Area and negligible for the OTC Corridor, the overall effect significance of the impact on SAR 

capabilities during construction has been assessed as minor for the Aspen Array Area and 

negligible for the OTC Corridor (Table 14.8).  
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 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.17. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.17 Significance of Impact 7: Impact on Emergency Response and Search and Rescue 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 8 Impact on Marine Communications, Radar and Position Fixing Systems 

 The construction of the Proposed Development may lead to interference on marine 

communications, radar and positioning systems. The worst-case design scenario represented 

by the maximum extent of the proposed development, the maximum number of structures, 

the greatest size of the structures, the minimum spacing between structures and the maximum 

duration of the construction of the Proposed Development as summarised in Table 14.10. 

Magnitude of Impact 

 Offshore wind farms can have adverse effects on shipboard equipment necessary for 

navigation, communications and position fixing. Several studies have sought to better 

understand this impact including MCA and QinetiQ (2004) the British Wind Energy Association 

(BWEA) (2007) and Ocean Studies Board’s Division on Earth and Life Studies (2022). These 

impacts are also recognised in MGN654 (MCA, 2021a). 

 Previous research and evidence has shown that the presence of additional vessels associated 

with the Proposed Development is highly unlikely to result in adverse impacts on marine 

communications, radar and positioning systems. 

 As summarised within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment), no 

discernible impact to passing vessels is anticipated to Very High Frequency (VHF), AIS, Global 

Navigation Satellite System (GNSS) or compasses. Nor is the sound generated by wind turbines 

likely to mask the navigational sound signals made by vessels as per the COLREGs. 

 These studies have identified that wind turbines, like other structures, can result in spurious 

radar returns such as side lobes, echoes, reflections and blanketing. This can reduce the 

capability of tracking small vessels when navigating near to offshore wind farms.  

 It is noted that the Proposed Development sits outside of all port limits, VTS and pilotage areas 

and therefore whilst shore-based radar may have partial coverage of the Aspen Array Area, it 

would not be actively monitored. Therefore, the presence of the Aspen Array Area would not 

compromise vessel traffic monitoring obligations. 
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 Most of the communication equipment that could be adversely impacted by the presence of 

the WTGs and cables (including AIS, radar, and GNSS will be used by vessels frequently 

transiting in proximity to the windfarm. However, not all of these vessels will experience these 

effects given that vessels can use different technologies, and transit at different distances from 

the structures. The majority of vessels receptive to this impact would be O&G servicing vessels. 

During consultation with O&G industry stakeholders, it was agreed that whilst some disruption 

to communication systems is possible it will not pose an unacceptable risk and can be managed 

through procedural changes and the embedded mitigations in place (Volume 3, Appendix 14.1: 

Navigational Risk Assessment). As a result, the magnitude of impact has been assessed as low 

for the Aspen Array Area, and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 Interference with radar could reduce the effectiveness of collision avoidance, increasing the 

risk of an incident. MGN654 recognises that these effects are greatest within 0.5 nm of an 

offshore wind farm but could be experienced up to 1.5 nm from the wind farm boundary. For 

vessels navigating adjacent to the Aspen Array Area, this is closer than most large vessels would 

pass based on prudent passage planning and therefore minimal effects should be experienced. 

There may be some reduction in the ability to track small craft within the Aspen Array Area. 

 These effects are routinely experienced by operators passing the existing North Sea offshore 

wind farms and therefore mariners should be experienced in mitigating their effects. 

 Overall, the sensitivity of the receptor has been assessed as low for the Aspen Array Area and 

low for the OTC Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor., and the sensitivity of the receptor assessed as low for the Aspen Array 

Area and OTC Corridor, the overall effect significance of the impact on communication systems 

during construction has been assessed as minor for the Aspen Array Area and negligible for the 

OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.18. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.18 Significance of Impact 8: Impact on Marine Communications, Radar and Positioning 
systems 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 
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Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 9 Impact on Oil and Gas Activities and Safety 

 The construction of the Proposed Development may lead to impact on oil and gas activities and 

safety. The worst-case design scenario is represented by the maximum extent of the Proposed 

Development, the greatest number of vessel movements and the maximum duration of the 

construction of the Proposed Development as summarised in Table 14.10. 

Magnitude of Impact 

 The Aspen Array Area intersects a number of oil and gas routes from North Sea rigs and 

Aberdeen/Peterhead. Buchan Field is located 6.5 nm to the northeast of the Aspen Array Area 

and is currently undergoing its decommissioning phase orchestrated by the previous owners, 

Repsol. The site is due for redevelopment by Jersey Oil & Gas and New European Energy (NEO) 

and is projected to re-commence in 2027. 

 Whilst traffic levels in the study area are considered to be low, there are regular routes utilised 

by the oil and gas industry which, would either deviate around the Aspen Array Area, or transit 

through. The route analysis revealed that three of the 21 identified commercial / service routes 

were made up of primarily tug & service vessels serving North Sea oil & gas platforms. The 

busiest route, passing 4.2 nm northwest of the Aspen Array Area features on average 31 tug & 

service vessels per month. The route passing through the southeast side of the Aspen Array 

Area featured 5.7 transits / month which may choose to deviate around the site as opposed to 

transiting through it. 

 The proximity of an oil and gas installation and an offshore wind farm has been raised as a 

concern on other proposed developments. Impacts identified include the impact on helicopter 

access, Radar Early Warning Systems and risk of collision.  

 Given the low traffic volumes and minimal diversion required, the magnitude of impact has 

been assessed as low for the Aspen Array Area, and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 The route analysis (Volume 3, Appendix 14.1: Navigational Risk Assessment) concluded that the 

deviations are relatively minor given the length of the routes and therefore are unlikely to pose 

a significant operational impact. 

 During consultation with NEO, it was noted that as the majority of routes in the area were east-

west, the presence of the Aspen Array Area may reduce the risk of collision by passing vessels 

with the Buchan Field, acting as a buffer.  

 It was noted that the wind farm could impact marine communications relevant to oil & gas 

operations, as discussed in Impact 8. However, during consultation with NEO, it was believed 

that with minor procedural changes and the current embedded mitigations in place, the risk of 

interference with communications is manageable. 
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 Although the likelihood of an encounter between a construction vessel and oil and gas vessel 

is low, the consequences of a potential collision could be severe and may result in the loss of 

the vessel and fatalities. In addition, O&G vessels may not be restricted to routes around the 

perimeter of Aspen Array Area, but may transit through, increasing the risk of encountering a 

construction vessel. Visibility is also reduced among the WTGs by the presence of such large 

infrastructure, therefore minimising the reaction time to prevent or reduce the speed of a 

collision between two vessels operating in close proximity. 

 The sensitivity of the receptor has been assessed as low for the Aspen Array Area and the OTC 

Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as low for the Aspen Array 

Area and OTC Corridor, the overall effect significance of the impact on O&G activities during 

construction has been assessed as minor for the Aspen Array Area and negligible for the OTC 

Corridor (Table 14.8).   

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.19. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.19 Significance of Impact 9: Impact on Oil & Gas Activities and Safety 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 10 Impact on Small Craft Navigation  

 The construction of the Proposed Development may lead to increased disruption to small craft 

navigation. The worst-case design scenario is represented by the maximum extent of the 

Proposed Development, the greatest number of vessel movements and the maximum duration 

of the construction of the Proposed Development as summarised in Table 14.10. 

 The assessment of impacts has assumed that all vessels will comply with their obligations under 

the COLREGs, SOLAS and undertake prudent passage planning.
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Magnitude of Impact 

 Small Craft activity throughout the Study Area is presented within the NRA (Volume 3, Appendix 

14.1: Navigational Risk Assessment). During the Proposed Development construction, 

recreational vessel users may be at risk of route displacement, particularly coastal cruising 

routes or small-scale fishing close to the OTC Corridor landfall site. This could be in response to 

project vessel traffic, installation activities and/or the physical presence of partially constructed 

surface and subsurface infrastructure. 

 Consultation with Stonehaven harbour revealed seasonal, small scale fishing activity which is 

likely to be temporarily displaced during the cable installation. However, this activity should be 

short-term, and the available sea room should be sufficient for deviations to alternative fishing 

grounds be undertaken safely. 

 Impacts to recreational vessels are considered more likely where there is a higher density of 

recreational activity, particularly near landfall. A coastal cruising route is evident between 

1.0 nm and 3.0 nm from shore in the vicinity of Landfall, with many vessels calling at 

Stonehaven. Impacts may be experienced temporarily during cable installation for vessels 

navigating this route. Nevertheless, there is sufficient sea room to enable vessel deviation, and 

embedded mitigation measures including the promulgation of information (C-OFF-25) will 

ensure that recreational vessels are aware of any planned cable construction or maintenance 

activity.  

 Given the implementation of safety zones (C-OFF-23) and promulgation of information (C-OFF-

25), that will enable recreational vessels to plan around any planned maintenance activity, and 

the sea room available for deviations, the impact to recreational vessels is considered to be 

low. 

 Overall, considering all the embedded mitigation measures and the fact that construction is 

only short-term, the magnitude of impact on small craft is assessed as low in the Aspen Array 

Area and OTC Corridor. 

Sensitivity of Receptor 

 In the event a  recreational vessel chose to transit through the Aspen Array Area on passage to 

other ports, there is still sufficient sea room around the safety zone to enable deviation given 

the minimum turbine spacing of 1,600 m, so little impact on navigation is expected and the 

sensitivity is low.. 

 A FMMS will be produced (C-OFF-14), that will set out the means of ongoing fisheries liaison 

through construction and reduce effects on commercial fisheries activity, where feasibly 

practicable.  
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 With regard OTC installation near landfall, were a recreational vessel to run aground on the 

cable route the most likely outcome is minor injuries and minor damage to the cable. A more 

severe credible outcome is the loss of the small vessel and a single fatality; however, through 

the NRA this is considered unlikely with the embedded mitigations (including promulgation of 

information (C-OFF-25), an NSP (C-OFF-20) and an ERCoP (C-OFF-56)) in place. During 

construction, any route deviations required to navigate safety around the construction area 

safety zone would be minimal and have little impact on small craft transits. 

 Considering the mitigation measures embedded in the Proposed Development and the unlikely 

potential for fatalities, the overall sensitivity of small craft is assessed as being low.  

Significance of Effect  

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and OTC 

Corridor, and the sensitivity of the receptor assessed as low, for the Aspen Array Area and OTC 

Corridor, the overall effect significance of the impact on small craft during construction has 

been assessed as minor (and not significant in EIA terms). 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.20. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.20 Significance of Impact 10: Impact on Small Craft Navigation and Safety 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Low Low Minor (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 11 Impact on Access to Ports and Harbours 

 The construction of the Proposed Development may lead to impacts on ports and harbours. 

The worst-case design scenario is represented by the maximum extent of the OTC Corridor, the 

greatest amount of cable protection, greatest number of construction vessel movements and 

the maximum duration of the construction of the Proposed Development as summarised in 

Table 14.10. A construction port(s) has not been finalised at the time of this assessment and 

therefore impacts related to a specific port have not been assessed. Upon such time that the 

construction port(s) is determined, it is the responsibility of that port(s) to carry out a specific 

risk assessment relevant to the impact on its existing operations. This assessment assesses only 

the effects of construction vessels operating in the vicinity of all ports within the Study Area.
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Magnitude of Impact 

 Access to local ports may be affected by the presence of the Proposed Development and the 

construction operations associated with it. This can occur due to construction taking place in 

the vicinity of the port or due to the Proposed Development vessel operations from a port 

affecting the vessel traffic management in the area. . The nearest port to construction activities, 

and most likely to experience effects as a result of additional vessel traffic, is the Port of 

Aberdeen, located 5.6 nm north of the OTC Corridor at Landfall, however, the OTC Corridor 

passes within 5.0 nm of the port. 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) noted that the OTC Corridor 

passes through a charted Drilling Rig anchorage primarily used by shuttle tankers awaiting crew 

transfer service from Girdle Ness. Consultation with Aberdeen Harbour Authority and analysis 

of anchoring activity determined that, with a low frequency of anchoring, and sufficient space 

and a low frequency of anchoring, there is not anticipated to be a significant impact but will 

require further assessment as part of the CBRA once detailed cable routeing is known. 

 In addition, vessels associated with the construction of the Proposed Development are not 

anticipated to notably increase overall baseline traffic levels in the area, with a maximum of 54 

construction vessels required on site at any one time, and likely fewer involved in cable 

operations. Marine coordination and vessel procedures will be in place to manage Proposed 

Development vessel movements and minimise disruption to third-party vessels as per the 

proposed VMP (C-OFF-12). As such, no notable impact on port access is expected from the 

construction vessels, noting any interactions with third party vessels would be managed via 

COLREGS in addition to the marine coordination procedures. 

 The Aspen Array Area is located more than 45 nm from shore and therefore there would be a 

negligible effect on ports and harbours from the Aspen Array Area. Similarly, given the depth 

of water and available sea room, it is not anticipated that the construction of the OTC will 

adversely affect the ability for vessels to access Aberdeen. 

 Given the >5 nm distance of the OTC from the ports, the amount of loitering associated with 

either port, and the embedded mitigation measures that ensure management of project 

vessels, the magnitude of impact on access to the ports is assessed to be negligible for the 

Aspen Array Area and low for the OTC Corridor. 

Sensitivity of Receptor 

 Given the traffic volumes serving the Port of Aberdeen, and the minimal amount of disruption 

that would likely be experienced in the event that access is impacted, the severity of 

consequence is considered to be negligible for the Aspen Array Area and low for the OTC 

Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as negligible in the Aspen Array Area and low 

in the OTC Corridor, and the sensitivity of the receptor assessed as negligible in the Aspen Array 

Area and low in the OTC Corridor, the overall effect significance has been assessed as negligible 

in the Aspen Array Area and minor in the OTC Corridor (Table 14.8).  
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 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.21 .An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.21 Significance of Impact 11: Impact on Access to Ports and Harbours 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Negligible Negligible Negligible (Not significant) 

OTC Corridor Low Low Minor (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Operation and Maintenance 

 The potential impacts of the Proposed Development O&M on shipping and navigation caused 

by each identified impact are assessed and summarised in this section. 

Impact 1 Impact on Vessel Routeing 

 The O&M of the Proposed Development may lead to increased transit distance and duration 

for large commercial operators. The main commercial routes transited by cargo, tanker, large 

service vessels and cruise ships are presented and described in the NRA (Volume 3, Appendix 

14.1: Navigational Risk Assessment). The worst-case design scenario is represented by the 

maximum extent of the Proposed Development, the greatest number of operational vessel 

movements and the maximum duration of the operation of the Proposed Development as 

summarised in Table 14.10. 

 The assessment of impacts on vessel routeing has assumed that all vessels will comply with 

their obligations under the COLREGs, SOLAS and undertake prudent passage planning. 

Magnitude of Impact 

 Based on experience at existing offshore wind farms and with a minimum spacing of 1,600 m, 

it is not anticipated that commercial vessels would navigate through an operational offshore 

wind farm. Therefore, existing commercial vessel and tug and service traffic could be displaced 

by the Proposed Development as a result of the WTG structures, and/or maintenance activity. 

Route displacement would be greatest when the Aspen Array Area is operational (maximum 

footprint). 

 It is anticipated that the number of affected transits will be the same during O&M as during the 

latter stages of the construction phase. Therefore, the magnitude of the impact on vessel 

routes is considered to be equivalent to that concluded for the construction phase. 

 Throughout the operational stage, there will be no physical structures that would impact vessel 

routeing in the OTC Corridor. 
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 Given the similar level of impact to typical and adverse weather routing, and the use of similar 

key embedded mitigation measures including ensuring third-party vessels are aware of any 

maintenance activities in advance (C-OFF-25), displaying information on charts (C-OFF-30) and 

the presence of AtoNs (C-OFF-29) (see Table 14.9), the magnitude/frequency of occurrence has 

been assessed as the same as during construction: low in the Aspen Array Area and negligible 

in the OTC Corridor. 

Sensitivity of Receptor 

 Commercial and service vessels are likely to reroute to avoid the Aspen Array Area and any 

maintenance vessel activity in much the same way as they would to avoid the partially 

constructed windfarm and construction vessel activity during the construction phase of the 

Proposed Development. Vessel traffic analysis detailed in the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment) determined that the majority of commercial traffic in the Study 

Area is transiting between east Scotland and ports in Western Europe. Therefore, the additional 

distances are anticipated to be minor given the length of journeys crossing the North Sea. The 

available sea room is sufficient to allow any minor deviations to typical and adverse weather 

routes to be undertaken safely. 

 It is noted that the impact during O&M will be more long-term compared to that during 

construction, however, due to low traffic numbers, not to a degree as to increase the sensitivity 

to the next category of medium. 

 Therefore, the sensitivity of the has been assessed as the same as during construction: low in 

the Aspen Array Area and negligible in the OTC Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor, and the sensitivity of the receptor assessed as low in the Aspen Array Area 

and negligible in the OTC Corridor, the overall effect significance has been assessed as minor 

in the Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.22. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.22 Significance of Impact 1: Impact on Vessel Routing 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

  The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 
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Impact 2 Impact on Risk of Collision 

 The O&M of the Proposed Development may lead to increased vessel to vessel collision risk. 

The worst-case design scenario is represented by the maximum extent of the Proposed 

Development, the greatest number of operational vessel movements and the maximum 

duration of the operation of the Proposed Development as summarised in Table 14.10.. 

 The assessment of collision risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  

Magnitude of Impact 

 The addition of maintenance vessels associated with the Proposed Development may also 

increase encounter and collision scenarios. These vessels may cross-cut established routes to 

access the Aspen Array Area. The worst-case total additional movements during the operation 

of the Proposed Development are up to 76 return vessel movements per year, with a maximum 

of 7 vessels on site simultaneously (Table 14.10). It is noted this is likely to be lower than vessel 

movements during the construction phase and therefore the magnitude is likely to be less, 

albeit over a longer duration. 

 As described above, the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) noted 

that the existing traffic density around the Aspen Array Area was very low and therefore the 

likelihood of vessel encounters due to displacement of vessel traffic routes or the additional 

maintenance vessel movements is low. 

 Quantitative modelling described above and detailed within the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment) showed that whilst there was a 73% increase in collision 

likelihood, the collision rate remained at once in 3,481 years which is considered to be very 

low.  

 Mitigation to reduce the risk of collision during the O&M phase includes the deployment and 

adherence to an NSP (C-OFF-20), a VMP (C-OFF-12), and ongoing liaison with fishing fleets 

throughout the project lifetime (C-OFF-15). During decommissioning specifically, a DP will be 

adhered to (C-OFF-11). 

 Overall, considering the collision risk modelling, and the increased familiarity with the Proposed 

Development during operation compared to during construction, the magnitude of impact has 

been assessed as the same as during construction: low in the Aspen Array Area and negligible 

in the OTC Corridor. 

Sensitivity of Receptor 

 The vessel type traffic profile is likely to be the same as during the construction phase (section 

14.5, Future Baseline Conditions). Large project construction vessels have the same weight and 

size characteristics as those carrying out O&M activities. The existing vessel types in the area is 

also expected to remain consistent (section 14.5, Future Baseline Conditions).  

 Mitigation to reduce the risk of collision during the O&M phase include the development and 

adherence to an ERCoP to effectively respond to an incident (C-OFF-56), and compliance with 

COLREGs and SOLAS (C-OFF-27). 
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 Therefore, the potential consequence of a vessel collision is considered the same as for during 

construction and, therefore, the sensitivity of the receptor has been assessed as high for the 

Aspen Array Area and OTC Corridor. 

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed eleven collision 

hazards which could occur during the O&M phase of the Proposed Development. Of these 

hazards, three were scored as Medium Risk – Tolerable if ALARP, all within the Aspen Array 

Area, namely, the risk of collision between fishing/recreational vessels, collision between a 

fishing/recreational vessel and a small project vessel and collision between small project 

vessels. The remaining eight hazards were scored as Low Risk – Broadly Acceptable. The highest 

collision hazards related to collisions involving fishing/recreational vessels, particularly fishing 

vessels, with each other or with small project vessels where there was the greatest potential 

for fatalities. The NRA concluded that given the presence of suitable risk controls and the 

disproportionality of any additional risk controls, where hazards were scored as Medium Risk, 

they could be defined as ALARP.  

 Overall, with the magnitude of impact assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor, and the sensitivity of the receptor assessed as high in the Aspen Array Area 

and OTC Corridor, the overall effect significance has been assessed as minor in the Aspen Array 

Area and OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.23. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.23 Significance of Impact 2: Impact on Risk of Collision 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low High Minor (Not significant) 

OTC Corridor Negligible High Minor (Not significant) 

Proposed Development Low High Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 3 Impact on Risk of Allision 

 The O&M of the Proposed Development may lead to increased risk of allision. The worst-case 

design scenario is represented by the maximum extent of the Proposed Development, the 

greatest number of operational vessel movements and the maximum duration of the operation 

of the Proposed Development as summarised in Table 14.10. 

 The assessment of collision risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  
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Magnitude of Impact 

 Quantitative modelling described within the construction phase above and detailed within the 

NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) showed that the total allision 

probability for all vessel types was given as once in 417 years which is considered to be very 

low, with tug and service vessels accounting for the majority of risk.  

 During the O&M phase, regular transiting vessels would be more familiar with avoiding a new 

obstruction following the construction phase. Communication of maintenance activities and 

progress would be required and is embedded in the Proposed Development design (C-OFF-25) 

through use of Notice to Mariners, the Kingfisher Bulletin, and a FMMS (C-OFF-14) and the 

Proposed Development would be adequately marked and charted (C-OFF-31,Table 14.9). 

 There is not anticipated to be an effect on risk of allision within the OTC Corridor as all cable 

infrastructure is sub-surface. 

 Overall, while the full number of WTGs increases the likelihood of allision compared to the early 

stages of the construction phase, the longer duration will also increase the vessel masters’ 

familiarity with the structures. Therefore, the magnitude of occurrence is assessed to be the 

same as during construction: low in the Aspen Array Area and negligible in the OTC Corridor. 

Sensitivity of Receptor 

 The vessel type traffic profile is likely to be the same as during the construction phase. Large 

project construction vessels have the same weight and size characteristics as those carrying 

out O&M activities. The existing vessel types in the area is also expected to remain consistent 

(section 14.5, Future Baseline Conditions).  

 With embedded mitigations including a LMP (C-OFF-47) and Site Marking and Charting (C-OFF-

30, Table 14.9), the Aspen Array Area would be well marked and there is sufficient sea room to 

safely pass around the site rather than through it. However, were one of these vessels to 

contact a WTG, given the available sea room, a glancing blow with minor damage is considered 

the most likely outcome. However, it is also noted that an allision could damage mooring line 

configurations and therefore has the potential to result in partial break out.  

 Overall, the sensitivity of receptor has been assessed the same as during construction: medium 

in the Aspen Array Area, reflecting both a most likely and worst credible scenario and negligible 

in the OTC Corridor.
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Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed five allision hazards 

which could occur during the O&M phase of the Proposed Development, all within the Aspen 

Array Area. Of these hazards, three were scored as Medium Risk – Tolerable if ALARP, namely, 

the risk of allision with WTG, OSP or Buoy of Tug & Service, allision with WTG, OSP or Buoy of 

Fishing/Recreational, and allision with WTG, OSP or Buoy of Small Project Vessels. The 

remaining two hazards were scored as Low Risk – Broadly Acceptable. The highest allision 

hazard, with the highest risk score of all hazards related to an allision with WTG, OSP or Buoy 

of Small Project Vessels. The NRA concluded that given the presence of suitable risk controls 

and the disproportionality of any additional risk controls, where hazards were scored as 

Medium Risk, they could be defined as ALARP.  

 Overall, with the magnitude of impact assessed as low in the Aspen Array Area and negligible 

in the OTC Corridor, and the sensitivity of the receptor assessed as medium in the Aspen Array 

Area and negligible in the OTC Corridor, the overall effect significance has been assessed as 

minor in the Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.24. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.24 Significance of Impact 3: Impact on Risk of Contact/Allision 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 4 Impact on Risk of Grounding and Under Keel Clearance 

 The O&M of the Proposed Development may lead to increased grounding risk. The worst-case 

design scenario is represented by the maximum extent of the OTC Corridor, the greatest 

amount of cable protection, greatest number of operational vessel movements and the 

maximum duration of the operation of the Proposed Development as summarised in Table 

14.10. 

 The assessment of grounding risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning. 
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Magnitude of Impact 

 Unlike during construction, during the O&M phase once cable burial is complete, the export 

cable is unlikely to cause any vessels to divert closer to Landfall. It is possible that in some areas, 

if burial is not practicable, and the depth of water is reduced, vessels might run aground. 

Furthermore, during maintenance activities, some vessels may need to deviate around the 

maintenance vessel, albeit there is suitable sea room and water depths either side of the OTC, 

further away from Landfall, to enable these deviations without increasing the risk of grounding. 

 MGN654 requires that any protection should not reduce the depth of water (referenced to 

Chart Datum) by more than 5% without being able to suitably demonstrate to the MCA that 

any identified risks are satisfactory mitigated. MGN 654 will be adhered to in accordance with 

the embedded mitigations (C-OFF-26, Table 14.9). 

 Furthermore, large project vessels will be working near Landfall much less frequently during 

the O&M phase compared to the construction phase, further minimising the likelihood of a 

grounding event as a result of the Proposed Development. 

 The water depth with 10 m of the Aspen Array Area is between 79 m and 128 m according to 

chart datum, and therefore there is no risk of vessel grounding. As a result, the magnitude of 

impact can be deemed as negligible. 

 Overall, embedded mitigation measures detailed in Table 14.9, including the NSP (C-OFF-20), 

guard vessels (C-OFF-24), use of NtMs to promulgate information in advance of construction 

activities (C-OFF-25), and the CaP (C-OFF-04) should minimise the risk of grounding by limiting 

the need for vessels to deviate around the OTC and maintenance vessels. 

 As a result, the magnitude of impact has been assessed as negligible for the Aspen Array Area 

and decreases to negligible for the OTC Corridor. 

Sensitivity of Receptor 

 The consequences of a vessel grounding during the operational phase is anticipated to be the 

same as during construction. 

 As a result, the sensitivity of the receptor has been assessed as negligible for the Aspen Array 

Area and low for the OTC Corridor. 

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed five grounding 

hazards which could occur during the O&M phase of the Proposed Development. Of these 

hazards all were scored as Low Risk – Broadly Acceptable.  

 Overall, with the magnitude of impact assessed as negligible for the Aspen Array Area and OTC 

Corridor, and the sensitivity of the receptor assessed as negligible for the Aspen Array Area and 

low for the OTC Corridor, the overall effect significance of the impact on the risk of reduced 

UKC and grounding during construction has been assessed as negligible (Table 14.8). 
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 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.25. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.25 Significance of Impact 4: Impact on Risk of Grounding 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Negligible Negligible Negligible (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Negligible Low Negligible (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 5 Impact on Risk of Interaction with Moorings and Cables 

 The construction of the Proposed Development may lead to increased snagging risk with 

moorings or cables. The worst-case design scenario represented by the maximum extent of the 

Proposed Development, the greatest number of moorings, the greatest spread of moorings, 

the greatest number of operational vessel movements and the maximum duration of the 

operation of the Proposed Development as summarised in Table 14.10. 

 The Proposed Development description (see Volume 1, Chapter 3: Project Description) notes 

that the exact floater and corresponding mooring configuration has not been determined at 

the time of writing this EIAR. Therefore, the worst-case spread of 1,200 m radius mooring lines 

from each WTG has been assumed (Table 14.10).  

 The assessment of snagging risk has assumed that all vessels will comply with their obligations 

under the COLREGs, SOLAS and undertake prudent passage planning.  

Magnitude of Impact 

 The magnitude of impact is expected to remain relatively similar to that during the latter stages 

of the construction phases of the Proposed Development. However, throughout the 

operational and maintenance phase, vessel master’s should be more familiar with the location 

of mooring lines and cables, which would also be charted (C-OFF-30), further reducing the 

likelihood of a snagging incident. Nevertheless, snagging is also possible where fixed gear 

fishing takes place further nearshore. Similar to construction, any maintenance works required 

would be communicated with local sea users, including the fishing community, in accordance 

with the embedded mitigation measures (e.g., C-OFF-25, C-OFF-13) outlined in Table 14.9.  

 Cable burial and adequate protection would mitigate the risk of snagging once burial is 

complete. The requirement for a CBRA is an embedded mitigation (C-OFF-04) for the Proposed 

Development to ensure these risks are adequately addressed for the types of gear used within 

the Study Area. As such, with embedded mitigation measures in place, snagging is expected to 

be extremely unlikely. 



  

 

ASPEN OFFSHORE WIND FARM 

Revision: 01 
86 of 128 

 

 The risk to fishing vessels around the Aspen Array Area remains the same as during 

construction. The displacement and subsequent condensing of fishing to the perimeters 

increases the risk of a mooring line snag should vessels with mobile gear deployed get too close 

to a WTG. Throughout the Proposed Developments lifetime, the Aspen Array Area will be 

marked and charted in alignment with industry standards (C-OFF-29, C-OFF-30, C-OFF-47) and 

AtoNs maintained (C-OFF-51) which will adequately control the risk of snagging. 

 Overall, on the basis of the worst-case mooring assumptions, and the embedded mitigation 

measures, the magnitude of impact has been assessed as low in the Aspen Array Area and OTC 

Corridor. 

Sensitivity of Receptor 

 As the construction phase impact was assessed assuming the worst case scenario whereby the 

Array Area had been constructed to its full extent, the consequences of a vessel interacting 

with moorings or cables during the operational phase is anticipated to be the same as during 

the latter stages of the construction phase (14.7.84-14.7.87). 

 To reflect the potentially severe impact to a fishing vessel in the event of snag, the sensitivity 

of the receptor has therefore been assessed the same as during construction: medium for the 

Aspen Array Area and OTC Corridor.  

Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed four snagging 

hazards which could occur during the O&M phase of the Proposed Development. Of these 

hazards, three were scored as Medium Risk – Tolerable if ALARP, namely, the risk of small craft 

snagging/striking moorings/cables in the Aspen Array Area, the risk of large vessels 

snagging/striking moorings/cables in the OTC Corridor, and small craft snagging/striking 

moorings/cables in the OTC Corridor. The remaining hazard was scored as Low Risk – Broadly 

Acceptable. The highest snagging hazard, with the second highest risk score of all hazards 

related to small craft snagging/striking moorings/cables. The NRA concluded that given the 

presence of suitable risk controls and the disproportionality of any additional risk controls, 

where hazards were scored as Medium Risk, they could be defined as ALARP.  

 Overall, with the magnitude of impact assessed as low, and the sensitivity of the receptor 

assessed as medium, the overall effect significance of the impact on the risk of interaction with 

moorings or cables during construction has been assessed as minor (Table 14.8). 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.26.  An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations.
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Table 14.26 Significance of Impact 5: Impact on Risk of Interaction with Moorings / Cables 

Receptor/Location Magnitude 
 

Significant Significance 

Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Low Medium Minor (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 6 Impact as a Result of Loss of Station, Tow or WTG 

 The O&M of the Proposed Development may lead to increased risk of buoy breakout or WTG 

loss of station. The worst-case design scenario represented by the maximum number of 

structures and the maximum duration of the operation of the Proposed Development as 

summarised in Table 14.10. 

Magnitude of Impact 

 As described above, the Proposed Development is using up to six moorings per floater, 

minimising the likelihood of a WTG moving position in the event of the most likely impact 

scenario in which one mooring line fails. While a partial turbine failure (e.g. turbine blade) or a 

catastrophic failure (sinking) is possible, this is considered unlikely in normal situations given 

the need for inspection and monitoring of the moorings during the operational phase imposed 

by the Construction (Design and Maintenance) Regulations (UK Government, 2015). 

 During operation, any AtoNs or WTG components could also fail or loose station in severe 

weather, albeit the failure of a WTG component is far less likely than a buoy breakout. There 

may also be WTG towage operations or deployment of emergency buoyage following cable 

exposure within the OTC Corridor. These activities would be infrequent, and the risk of a 

breakout or loss of station is even less likely so can be deemed as negligible. 

 Mitigation to reduce the risk of loss of station or buoyage breakout during the O&M phase 

includes the deployment of AtoNs in accordance with latest standard industry standards (C-

OFF-29) and compliance with regulatory expectations on moorings for floating wind (C-OFF-

31). 

 Taking this into account, a WTG Loss of station or buoy breakout is considered to be very 

unlikely, and the magnitude of impact is therefore assessed to be low for the Aspen Array Area 

and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 In a worst-case scenario of a WTG loss of station, or a most-likely scenario of a buoy breakout, 

the impact on vessels and other infrastructure is anticipated to be the same as expected during 

the construction phase (14.7.99-14.7.102). Therefore, the sensitivity of the receptor is assessed 

to be medium for the Aspen Array Area and low for the OTC Corridor. 
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Significance of Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed four loss of station 

hazards which could occur during the O&M phase of the Proposed Development. Of these 

hazards, all were scored as Low Risk – Broadly Acceptable. 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as medium for the Aspen 

Array Area and low for the OTC Corridor, the overall effect significance of the impact of WTG 

breakout on vessel activity during construction has been assessed as minor in the Aspen Array 

Area and negligible in the OTC Corridor (Table 14.8)which is not significant in EIA terms. 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.27. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.27 Significance of Impact 6: Impact as a Result of Loss of Station, Tow or WTG 

Receptor/Location Magnitude 
 

Sensitivity Significance 

Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed 
Development 

Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 7 Impact on Emergency Response and Search and Rescue 

 Maintenance traffic would lead to an increased number of vessels and personnel in the Study 

Area, and the presence of infrastructure may be an increase in the number of incidents 

requiring emergency response or impacts to emergency response procedures. The worst-case 

design scenario represented by the maximum extent of the proposed development, the 

maximum number of structures, the maximum number of operational vessel movements and 

the maximum duration of the operation of the Proposed Development as summarised in Table 

14.10.
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Magnitude of Impact 

 The majority of the factors that might influence SAR capability, such as the lines of orientation 

and WTG spacing remain the same as during the construction phase as described above. 

Furthermore, it is noted that there are likely to be fewer vessels on site during O&M and 

therefore fewer health and safety incidents likely which might require deployment of search 

and rescue assets. Whilst occasional cable surveys and repairs may be required, there is less 

infrastructure in the OTC Corridor than in the Aspen Array Area and therefore there are far 

fewer vessel movements expected during O&M. As a result, the risk of impact on SAR is reduced 

in the OTC Corridor. 

 Given the embedded mitigations (Table 14.9), including the approval of a layout plan (C-OFF-

05) and the ERCoP (C-OFF-56) in addition to the low likelihood of incidents, and fewer 

maintenance activities in the OTC Corridor, the magnitude of impact has been assessed as low 

for the Aspen Array Area and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 The outcome of an impact on SAR capabilities is anticipated to be similar to that expected 

during the construction phase, with a potential negative effect on casualty visibility, but also 

with Proposed Development vessels forming an additional resource to respond to incidents. 

Additionally, as there is less infrastructure and fewer expected maintenance vessels required 

in the OTC Corridor in the event of a cable repair, the sensitivity is further reduced in the OTC 

Corridor than the Aspen Array Area. 

 As a result, the sensitivity of the receptor has been assessed as low for the Aspen Array Area 

and negligible for the OTC Corridor, given the embedded mitigations and minimum spacing 

between WTGs that will allow emergency response to be undertaken if required. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as low for the Aspen Array 

Area and negligible for the OTC Corridor, the overall effect significance of the impact on SAR 

capabilities during construction has been assessed as minor for the Aspen Array Area and 

negligible for the OTC Corridor (Table 14.8).  

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.28. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.28 Significance of Impact 7: Impact on Emergency Response and Search and Rescue 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 
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Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 8 Impact on Marine Communications, Radar and Position Fixing Systems 

 The O&M of the Proposed Development may lead to interference on marine communications, 

radar and positioning systems. The worst-case design scenario is represented by the maximum 

extent of the proposed development, the maximum number of structures, the greatest size of 

the structures, the minimum spacing between structures and the maximum duration of the 

operation of the Proposed Development as summarised in Table 14.10. 

Magnitude of Impact 

 As described for the construction phase, OWFs may adversely impact equipment used for 

navigation, collision avoidance or communications. Similarly, the sound generated by the WTGs 

could additionally mask navigational sound signals from vessels or aids to navigation. However, 

a review of previous studies and precedent within the NRA (Volume 3, Appendix 14.1: 

Navigational Risk Assessment) determined that the impacts are likely to be low for the types of 

activities and traffic passing the Aspen Array Area during the O&M phase. 

 As mentioned in the construction phase, the presence of vessels within the OTC Corridor is 

highly unlikely to result in impacts on marine communication systems. With the added distance 

from the Aspen Array Area, vessels in the OTC Corridor are unlikely to experience any potential 

disruption from WTG or cable infrastructure. 

 As a result, the magnitude of impact has been assessed as low for the Aspen Array Area, and 

negligible for the OTC Corridor. 

Sensitivity of Receptor 

 The consequence of the Proposed Development impacting on communications, radar and 

positioning systems is considered to be similar to that anticipated for during the construction 

phase, with only a minor impact on navigation safety expected from the WTGs or the cables. 

 Overall, the sensitivity of the receptor has been assessed as low for the Aspen Array Area and 

OTC Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as low for the Aspen Array 

Area and low for the OTC Corridor, the overall effect significance of the impact on 

communication systems during construction has been assessed as minor for the Aspen Array 

Area and negligible for the OTC Corridor (Table 14.8). 

 A minor rather than negligible effect significance has been determined for the Aspen Array Area 

as there will be an impact on vessel radar systems that navigators would need to consider when 

navigating near to the Aspen Array Area. 



  

 

ASPEN OFFSHORE WIND FARM 

Revision: 01 
91 of 128 

 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.29. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.29 Significance of Impact 8: Impact on Emergency Response and Search and Rescue 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 9 Impact on Oil and Gas Activities and Safety 

 The O&M of the Proposed Development may lead to impact on oil and gas activities and safety. 

The worst-case design scenario is represented by the maximum extent of the Proposed 

Development, the greatest number of operational vessel movements and the maximum 

duration of the operation of the Proposed Development as summarised in Table 14.10. 

Magnitude of Impact 

 As outlined for construction, the proximity of oil and gas installations to the Aspen Array Area 

may increase the risk of related hazards which include helicopter access, disruption to Radar 

Early Warning Systems, and a heightened risk of collision with associated vessels. The routes 

described above will be similarly impacted during O&M as during the latter stages of 

construction, albeit for a longer duration. Project vessels operating in the OTC Corridor could 

pose a temporary disruption to routes, however maintenance activity would be infrequent and 

the associated risk would therefore be negligible . 

 The duration of the operational phase is longer than the construction phase and would 

therefore have an extended impact on O&G operations, notwithstanding the likelihood of 

North Sea decommissioning during that period. However, there is likely to be more project 

vessel activity during construction. As is described in the project description in Volume 1, 

Chapter 3: Project Description there could be up to 35 construction vessels at one time, but 7 

O&M vessels at one time. Therefore, the magnitude of the risks to O&G activities is 

indiscernible between both phases: low for the Aspen Array Area and negligible for the OTC 

Corridor. 

Sensitivity of Receptor 

 The consequence of the Proposed Development impacting on oil and gas activities is 

considered to be similar to that anticipated for during the construction phase, and will be 

manageable with embedded mitigations. 
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 Overall, the sensitivity of the receptor has been assessed as low for the Aspen Array Area and 

OTC Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and negligible 

for the OTC Corridor, and the sensitivity of the receptor assessed as low for the Aspen Array 

Area OTC Corridor, the overall significance of the impact on O&G activities during O&M can be 

assessed as either negligible or minor (Table 14.8). As the Proposed Development is located in 

close proximity to O&G activities and the increased vessel activities and Aspen Array Area 

infrastructure will have some adverse effect on O&G. Therefore the significance of effect for 

this hazard is assessed as minor in the Aspen Array Area and negligible in the OTC Corridor 

(Table 14.8) which is not significant in EIA terms. . 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.30. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.30 Significance of Impact 9: Impact on Oil & Gas Activities and Safety 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant)  

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 10 Impact on Small Craft Navigation  

 The O&M of the Proposed Development may lead to increased disruption to small craft 

navigation and impact navigational safety. The worst-case design scenario is represented by 

the maximum extent of the Proposed Development, the greatest number of operational vessel 

movements and the maximum duration of the operation of the Proposed Development as 

summarised in Table 14.10. 

 The assessment of impacts has assumed that all vessels will comply with their obligations under 

the COLREGs, SOLAS and undertake prudent passage planning. 

Magnitude of Impact 

 Small Craft activity throughout the Study Area is presented within the NRA (Volume 3, Appendix 

14.1: Navigational Risk Assessment). During the operation of the Proposed Development, 

recreational vessel users may be at risk of route displacement, grounding, or a collision or 

allision event, while commercial fisheries may also be at risk of gear snagging. This could be in 

response to project vessel traffic, maintenance activities and/or the physical presence of 

surface and subsurface infrastructure. 
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 Similar to the construction phase, the presence of cables may increase anchor and fishing gear 

snagging risk. The presence of the Aspen Array Area may also increase the likelihood of an 

allision with a WTG or OSP. However, given the low density of recreational vessels as far 

offshore as the Aspen Array Area, and the requirement for a NSP (C-OFF-20), this is unlikely. 

Local sea users (fishing and recreational) will also be made aware of any maintenance activities 

and any cables via NtMs or via the Kingfisher bulletin (C-OFF-25).  

 Moreover, as part of the NSP (C-OFF-20), guard vessels may be used where applicable (C-OFF-

24) to ensure adherence with advisory passing distances to mitigate impacts which pose a gear 

snagging risk during operation. 

 The impact to small craft in the OTC Corridor is considered to be lower during the O&M phase, 

than during construction. This is primarily accounted for by the reduced impact on local, 

nearshore activities that had occurred during cable laying operations. Once the cable is laid and 

buried/protected, irrespective of continued maintenance, the risk to small craft will be 

reduced. This includes risk of grounding, snagging, and encounters with project vessels which 

will be more abundant during construction than during O&M. Cable maintenance activities 

would be short-term, and the available sea room should be sufficient for necessary deviations 

to be undertaken safely. Risk controls would also be established as set out in the embedded 

mitigation listed in Table 14.9 to deconflict SOV/CTV movements with other passing traffic.  

 Overall, considering all the embedded mitigation measures and the fact that maintenance 

activities are only short-term, the magnitude of impact on small craft is assessed as low for the 

Aspen Array Area and decreased to negligible for the OTC Corridor. 

Sensitivity of Receptor 

 The most likely and worst credible outcomes in the events that a fishing vessel snags a cable or 

that a recreational vessel runs aground are considered the same as for during construction. 

 Therefore, noting that the worst-credible scenarios are considered very unlikely given the 

embedded mitigation measures in place (information promulgation (C-OFF-25), NSP (C-OFF-

20), FMMS (C-OFF-14), CaP (C-OFF-04) and an ERCoP (C-OFF-56), the sensitivity of the receptor 

is assessed to be the same: low for the Aspen Array Area and OTC Corridor.  

Significance of Effect 

 Overall, with the magnitude of impact assessed as low for the Aspen Array Area and decreased 

to negligible for the OTC Corridor, and the sensitivity of the receptor assessed as low, for the 

Aspen Array Area and OTC Corridor, the overall effect significance of the impact on small craft 

during construction has been assessed as minor in the Aspen Array Area and negligible in the 

OTC Corridor (Table 14.8) which is not significant in EIA terms). 

 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.31. An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 
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Table 14.31 Significance of Impact 10: Impact on Small Craft Navigation and Safety 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant)  

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 11 Impact on Access to Ports and Harbours 

 The O&M of the Proposed Development may lead to impacts on ports and harbours. The worst-

case design scenario is represented by the maximum extent of the OTC Corridor, the greatest 

amount of cable protection, greatest number of operational vessel movements and the 

maximum duration of the operation of the Proposed Development as summarised in Table 

14.10. 

Magnitude of Impact 

 The magnitude of impact to ports and harbours is considered to be less in the O&M phase of 

the project than during construction in the OTC Corridor. This is considering there will be less 

frequent project vessel movements during operation (76 return trips per year) compared to 

construction (1,224 vessel trips over construction duration) and therefore less traffic 

movement in and out of ports. In addition, as described above, any cable maintenance near 

Landfall is unlikely to have a major effect given the 5 nm distance from Landfall to Aberdeen 

Harbour and its exclusion from port limits. 

 Given the >5 nm distance of the OTC from the ports, the amount of loitering associated with 

the Port of Aberdeen, and the embedded mitigation measures that ensure management of 

project vessels (e.g., C-OFF-12), the magnitude of impact on access to the ports is assessed to 

be negligible in the Aspen Array Area and is decreased to negligible in the OTC Corridor. 

Sensitivity of Receptor 

 Given the traffic volumes serving the Port of Aberdeen, and the minimal amount of disruption 

that would likely be experienced in the event that access is impacted, the severity of 

consequence is considered to be the same as during construction: negligible in the Aspen Array 

Area and low in the OTC Corridor. 

Significance of Effect 

 Overall, with the magnitude of impact assessed as negligible in the Aspen Array Area and 

decreases to negligible in the OTC Corridor, and the sensitivity of the receptor assessed as 

negligible in the Aspen Array Area and low in the OTC Corridor, the overall effect significance 

has been assessed as negligible (Table 14.8).  
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 A summary of the impact magnitude, receptor sensitivity and significance of effect for shipping 

and navigation receptors is presented in Table 14.32 .An overall significance rating for the 

Proposed Development has also been concluded, representing the most significant score of the 

two locations. 

Table 14.32 Significance of Impact 11: Impact on Access to Ports and Harbours 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Negligible Negligible Negligible (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Negligible Low Negligible (Not significant) 

 

Secondary Mitigation and Residual Effect 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Proposed Monitoring 

 Table 14.33 outlines the proposed monitoring commitments for shipping and navigation. These 

monitoring commitments are accepted, industry standard methods by which the impacts to 

shipping and navigation can be scrutinised and ensure the predictions of the NRA are consistent 

with the realised impacts and therefore that the risk control options are appropriate and 

proportionate. 

Table 14.33 Recommended Monitoring and Implementation for Shipping and Navigation Effects 

Effect Proposed Monitoring Implementation 
Method 

All impacts on vessel 
routeing and safety 

Preparation and adherence to a Navigation 
Monitoring Strategy for construction and post-
construction monitoring of marine traffic (by 
AIS) with a report submitted annually to MCA 
and NLB. The report will assess the extent to 
which the impacts predicted in the NRA are 
accurate to ensure adopted risk controls are fit 
for purpose. 

Project 
Environmental 
Monitoring 
Programme 

Impact on allision (contact) 
risk to vessels 

Preparation and adherence to an AtoNMP 
which includes AtoN monitoring to ensure 
constant functionality through the lifetime of 
the Proposed Development. NLB to be 
informed of any defects. An AtoNMP will be 
finalised and approved in consultation with 
MCA and NLB. 

AtoNMP 

Impact on snagging risk to 
vessel anchors and fishing 
gear 

Preparation and adherence to a CaP which 
includes details of cable monitoring of cable 
burial and protection status to ensure 
specified requirements are met. 

CaP 
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14.8 Cumulative Effects Assessment 

Cumulative Effects Assessment Methodology 

 The effects of the Proposed Development alone are generally limited to areas near the Aspen 

Array Area and OTC Corridor. However, some impacts may extend over a wider area. 

Cumulative effects arise when the Proposed Development combines with other projects, 

affecting the same receptor or group of receptors. 

 Volume 1, Chapter 4: Environmental Impact Assessment Methodology outlines how 

Cumulative effects will be assessed through a Cumulative Effects Assessment (CEA). A 

screening process has identified relevant plans, projects, and activities to be included.  

 Figure 14.5 illustrates those relevant to shipping and navigation, with further details provided 

in Table 14.34. 

 The assessment uses the most up-to-date publicly available project parameters for each 

relevant plan or project. 

 Different plans and projects may contribute to cumulative effects to varying degrees, 

depending on their progress and likelihood of operation. A tiered approach is used to weight 

the assessment accordingly: 

▪ Tier 1: The Proposed Development (onshore and offshore), combined with projects that 

have become operational since the baseline characterisation and those consented but not 

yet built or under construction; 

▪ Tier 2: All Tier 1 projects, plus those that have submitted a Scoping Report or are awaiting 

determination following an application; and 

▪ Tier 3: All Tier 2 projects, plus those not yet in the planning system but expected to enter 

soon (e.g., Agreement for Lease (AfL) projects or those in feasibility/early design stages), 

where sufficient data is available. 

 The CEA for shipping and navigation considers the worst-case design scenario for each project, 

plan, and activity, following the methodology in Volume 1, Chapter 4: Environmental Impact 

Assessment Methodology. Projects were included in the assessment based on a screening 

range covering both the spatial and temporal scope of the Proposed Development, defined by 

construction and decommissioning timelines and study area. The screening distance is set at 

50 nm (92.6 km) from the Aspen Array Area, based on industry best practice and was agreed 

with stakeholders.  

 Where known, impacts associated with anticipated routes between cumulative projects and 

construction or O&M bases has been considered. 

 Potential cumulative impacts on shipping and navigation receptors have been evaluated using 

project-specific modelling and other analytical methods. 
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Figure 14.5 Cumulative Projects Within 50 nm of the Proposed Development 



  

 

ASPEN OFFSHORE WIND FARM 

Revision: 01 
98 of 128 

 

Table 14.34 Other Plans/Projects included in the Shipping and Navigation CEA 

Plan/Project Summary Status 
Distance from Aspen 
Array Area (km) 

Distance 
from OTC 
(km) 

Construction 
Dates (if 
relevant) 

Operational 
by (if 
relevant) 

Summary of Interaction with 
Proposed Development 

Tier 1 

Neart Na Gaoithe OWF The Neart na Gaoithe offshore wind farm 
will be located 15.5 km off the Fife coast 
and covers an area of approximately 105 
km². 

Under Construction 186.5 72.7 Currently 
Underway 

Mid 2025 
onwards 

Neart Na Gaoithe is located over 
185 km southwest of the Aspen Array 
Area, so is unlikely to have any 
significant interaction with the 
Proposed Development. O&M 
activities for Neart Na Gaoithe are 
based from Eyemouth and therefore 
well clear of the Proposed 
Development. 

Inch Cape OWF Inch Cape Offshore Wind Farm will feature 
72 turbines sited in the North Sea, 15 km 
off the Angus coast. 

Under Construction 161.6 43.7 Onshore: 
Currently 
Underway 
Offshore: Q2 
2025 

2027 onwards Inch Cape is located over 160 km 
southwest of the Aspen Array Area, 
so is unlikely to have any significant 
interaction with the Proposed 
Development. O&M activities for 
Inch Cape are based from Montrose 
and therefore well clear of the 
Proposed Development. 

Seagreen 1A OWF The infrastructure required to connect the 
remaining 36 offshore turbines to the grid 
at the Cockenzie substation. 

Consented 142.1 36.4 2029 - 2032 Early 2033 Seagreen 1A is located over 140 km 
southwest of the Aspen Array Area, 
so is unlikely to have any significant 
interaction with the Proposed 
Development. O&M activities for 
Seagreen are based from Montrose 
and therefore well clear of the 
Proposed Development. 

Green Volt OWF Green Volt is a 560 MW floating windfarm 
off the East Coast of Scotland, that will 
deliver electrification of participating North 
Sea oil and gas platforms. 

Consented 11.7 18.1 Target 2025 – 
2028 

Target 2029 Green Volt is anticipated to be largely 
installed prior to the Proposed 
Development beginning 
construction, however potential 
overlap could increase vessel 
encounters and collision risk due to 
traffic constrained by safety zones for 
both Projects. It is not known where 
the construction and O&M base for 
Green Volt will be located and there 
is therefore the potential for vessel 
interactions with the Proposed 
Development. 
 
 
 
 

Tier 2 
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Plan/Project Summary Status 
Distance from Aspen 
Array Area (km) 

Distance 
from OTC 
(km) 

Construction 
Dates (if 
relevant) 

Operational 
by (if 
relevant) 

Summary of Interaction with 
Proposed Development 

Berwick Bank OWF Berwick Bank Wind Farm will feature up to 
307 WTGs located in the central North Sea, 
approximately 47.6 km offshore of the East 
Lothian coastline. 

Pre-planning 
Consent application 
submitted 

145.2 66.0 2028 – 2032 2033 onwards Berwick Bank is located over 140 km 
southwest of the Aspen Array Area, 
so is unlikely to have any significant 
interaction with the Proposed 
Development. 

Morven OWF Morven OWF will be up to 191 WTGs 
located approximately 60 km off the coast 
of Aberdeen 

Pre-planning 
Scoped 

93.3 44.0 2031 - 2037 2035 onwards Morven is located over 90 km 
southwest of the Aspen Array Area, 
so is unlikely to have any significant 
interaction with the Proposed 
Development. 

Sinclair OWF Sinclair OWF is part of the Broadshore Hub, 
located 58 km north of Fraserburgh, with a 
99.5 MW capacity 

Pre-planning Scoped 88.7 86.3 Late 2020s Early 2030s The Broadshore Hub is located over 
80 km northwest of the Aspen Array 
Area, so is unlikely to have any 
significant interaction with the 
Proposed Development 

Bowdun OWF Bowdun Offshore Wind Farm will be built in 
a 187 km2area of seabed located about 
44 km from Stonehaven in Aberdeenshire. 

Pre-planning Scoped 88.4 19.4 2029 2032-2033 Bowdun is located over 85 km 
southwest of the Aspen Array Area, 
so is unlikely to have any significant 
interaction with the Proposed 
Development 

Ossian OWF Ossian OWF is proposed to be up to 265 
WTGs, located approximately 80 km south-
east of Aberdeen. 

In-planning 
Consent application 
submitted 

85.6 55.7 Unknown Unknown Ossian is located over 85 km south of 
the Aspen Array Area, so is unlikely to 
have any significant interaction with 
the Proposed Development 

Broadshore OWF Broadshore Offshore Wind Farm will be 
located 47 km north of Fraserburgh and 
have an installed capacity of up to 900 MW. 

Pre-planning Scoped 84.9 80.4 Late 2020s Early 2030s The Broadshore Hub is located over 
80 km northwest of the Aspen Array 
Area, so is unlikely to have any 
significant interaction with the 
Proposed Development 

Scaraben OWF Scaraben OWF is part of the Broadshore 
Hub, located 58 km north of Fraserburgh, 
with a 99.5 MW capacity. 

Pre-planning Scoped 83.3 81.8 Late 2020s Early 2030s The Broadshore Hub is located over 
80 km northwest of the Aspen Array 
Area, so is unlikely to have any 
significant interaction with the 
Proposed Development 

Bellrock OWF Bellrock Offshore Wind Farm will be located 
120 km east of Stonehaven and have 42-80 
WTGs, with an installed capacity of up to 
1.2 GW. 

Pre-planning 
Scoped 

81.6 76.0 Late 2020s Early 2030s Bellrock is located over 80 km south 
of the Aspen Array Area, so is unlikely 
to have any significant interaction 
with the Proposed Development 

Buchan OWF Buchan OWG is proposed 75 km northeast 
of Fraserburgh on the Aberdeenshire Coast 
with a capacity of around 1GW. 

Pre-planning 
Scoped 

71.6 77.0 2030 2033 Buchan is located over 70 km south 
of the Aspen Array Area, so is unlikely 
to have any significant interaction 
with the Proposed Development 

Salamander OWF Salamander OWF is proposed to have up to 
a 100 MW capacity and located 
approximately 35 kilometres east of 
Peterhead. 

In planning 
Consent application 
submitted 

43.9 14.1 Target 2026 Target 2028 Given proximity to the OTC, there is 
potential for Salamander to increase 
vessel density in proximity to the OTC 
installation during construction. 
However, it is unlikely that there will 
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Plan/Project Summary Status 
Distance from Aspen 
Array Area (km) 

Distance 
from OTC 
(km) 

Construction 
Dates (if 
relevant) 

Operational 
by (if 
relevant) 

Summary of Interaction with 
Proposed Development 

be significant overlap between the 
constructions of Salamander and the 
Proposed Development, given the 
short construction duration forecast 
for Salamander. 

Marram Wind Marram Wind Project is proposed 75 
kilometres off the north-east coast of 
Scotland to deliver up to 3 gigawatts (GW) 
of cleaner renewable energy. 

Pre-planning 
Scoped 

24.6 33.5 Late 2020s Early 2030s Marram Wind is proposed north of 
Green Volt, such that most vessel 
traffic deviated south of Marram 
Wind will still pass north of Green 
Volt and maintain a sufficient 
distance from the Proposed 
Development. 

Muir Mhòr OWF Muir Mhòr OWF is proposed to consist of 
up to 67 WTGs located approximately 63 
km east of Peterhead. 

In planning 
Consent application 
submitted 

20.1 5.7 2027 -2029 2030 onwards Muir Mhòr could impact main 
commercial routes passing within 1 
nm (1.85 km) of the Aspen Array 
Area and/or interact with vessel 
traffic which may be directly 
displaced by the Aspen Array Area. 

CampionWind CampionWind is proposed 100 kilometres 
from the east coast of Scotland, to deliver 
up to 2 GW of energy. 

Pre-planning 
Scoped 

18.7 18.7 Unknown Unknown CampionWind may interact with 
vessel traffic which is displaced by 
the Aspen Array Area. 

Tier 3 

Cedar OWF Another third of the NSRG (along with this 
Proposed Development and Beech OWF), 
Cedar OWF is proposed in a 333 km2 site in 
the central North Sea. 

Pre-planning 73.8 76.9 Unknown Unknown Cedar is located over 70 km 
southeast of the Aspen Array Area 
and so is unlikely to have any 
significant interaction with the 
Proposed Development.  

Beech OWF Another third of the NSRG, Beech OWF is 
proposed in a 333km2 site in the central 
North Sea. 

Pre-planning 94.5 112.9 Unknown Unknown Beech is located east of the Aspen 
Array Area. It is possible that project 
vessels associated with Beech may 
pass in proximity to the Proposed 
Development. 

BP North East (Flora) OWF Flora OWF is a proposed 50 MW OWF, 
approximately 32 km east of Peterhead. 

Pre-planning 49.7 6.2 Unknown Unknown Given proximity to the OTC, there is 
potential for Flora to increase vessel 
density in proximity to the OTC 
installation. However, it is unlikely 
that Flora will progress significantly 
prior to the Project, given its early 
stage of planning. 
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Worst-case Design Scenario Cumulative Effects Assessment 

 The shipping and navigation CEA has been undertaken with respect to the details provided in 

Volume 1, Chapter 3: Project Description. A worst-case design scenario has been selected for 

each cumulative effect which would lead to the greatest impact for all receptors or receptor 

groups, when selected from a range of values. Effects of greater adverse significance are not 

predicted to arise should any other development scenario, based on details within Volume 1, 

Chapter 3: Project Description (e.g., different infrastructure layout), to that assessed here, be 

taken forward in the final design scheme. 

 Table 14.35 presents the worst-case design scenario for each cumulative impact associated 

with the shipping and navigation CEA, along with justification. 

Table 14.35 Worst-case Design Scenarios with respect to the Shipping and Navigation CEA 

Cumulative Impact Tier Worst-case Design Scenario 

All phases 

All impacts 

1 

The same worst-case design parameters as detailed for the 
Proposed Development in isolation are relevant for the 
shipping and navigation CEA, in addition to the full build out of 
Neart Na Gaoithe, Inch Cape, Seagreen 1A, and Green Volt 
OWFs. 

2 

The same worst-case design parameters as detailed for the 
Proposed Development in isolation are relevant for the 
shipping and navigation CEA, in addition to the full build out of 
Tier 1 developments as well as the Berwick Bank, Morven, 
Sinclair, Bowdun, Ossian, Broadshore, Scaraben, Bellrock, 
Buchan, Salamander, MarramWind, Muir Mhòr and Campion 
OWFs. 

3 

The same worst-case design parameters as detailed for the 
Proposed Development in isolation are relevant for the 
shipping and navigation CEA, in addition to the full build out of 
Tier 1 and Tier 2 developments as well as Cedar, Beech and 
Flora OWFs. 

 

All Phases Cumulative Effects Assessment 

 The potential cumulative impacts and likely significant effects have been assessed collectively 

for the construction, operation and maintenance and decommissioning phases together. As 

noted for the project alone assessment, there is anticipated to be substantial similarity 

between the construction and decommissioning phases as well as uncertainty as to the future 

baseline conditions. Furthermore, the worst-case cumulative scenario would apply for the 

latter stages of construction as well as operation and maintenance, where there is maximum 

build out of the Aspen Array Area, greatest developments of other Tier 1, 2 and 3 projects and 

the greatest impact on vessel navigation and routeing. 
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Impact 1 – Impact on Vessel Routeing 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on vessel routeing. 

Magnitude of Cumulative Impact 

 Out of 21 commercial and tug & service vessel routes identified within the NRA (Volume 3, 

Appendix 14.1: Navigational Risk Assessment), 17 had centrelines intersecting or passing within 

1.5 nm of at least one Tier 1, Tier 2 or Tier 3 proposed development. Deviated routes modelled 

for the cumulative scenario followed the destinations of the base case routeing and were 

deviated >1.5 nm from any scoped in proposed development (Figure 14.6). 

 In a Tier 1 build out scenario as per Table 14.35, the consented project Green Volt would be 

within 10 nm of the Aspen Array Area. Six existing vessel traffic routes in the Study Area 

intersect the proposed Green Volt array area and would require additional rerouting in 

combination with the Aspen Array Area. All routes intersecting either project are of low traffic 

density, with a maximum of one transit per day through the Study Area. As a result, the 

frequency of deviations is expected to be low. There is not anticipated to be any cumulative 

effect on vessel routeing as a result of other Tier 1 developments.  

 With the addition of the Tier 2 projects, in particular MarramWind, CampionWind, and Bellrock, 

vessel routes traversing the coastline in the north-south direction will likely be deviated to the 

east of all four aligned projects.  

 In the event that all Tier 3 pre-scoped projects (Cedar, Beech and Flora) undergo construction 

simultaneously, a direct channel between the Port of Aberdeen and the Aspen Array Area is 

still maintained, following the same direction of travel as the OTC Corridor. There is no 

anticipated effect of Tier 3 projects on vessel routeing in terms of the Proposed Development 

directly, however with the addition of all 16 projects in the Tier 2 and 3 scenario, the amount 

of navigable sea room is reduced within the 50 nm cumulative study applying further spatial 

squeeze to fishing activity and filtering commercial traffic to fewer available routes. 

 There is no anticipated effect on the OTC Corridor given that no proposed developments fall 

within the OTC Corridor boundaries.  

 It should also be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 Assuming a worst-case scenario of a full build out of Tier 1, 2 and 3 proposed developments, 

the magnitude of the cumulative impact on vessel routeing was assessed to be increased to 

medium for the Aspen Array Area and remains as negligible for the OTC Corridor.
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Sensitivity of Receptor 

 Impacts on vessels routes in the Tier 1 scenario are anticipated to be minor due to small 

deviations of vessel routes to pass clear of the project boundaries when compared to the 

journey lengths across the North Sea. These minor deviations would have minimal impact to 

vessel fuel costs and schedule. 

 Impacts on vessel routes in the Tier 2 and Tier 3 scenarios are more extensive but involve minor 

deviations to routes further offshore which is also not anticipated to have a significant effect 

on the vessel operator in terms of fuel cost or schedule. In particular, the alignment of these 

projects for routes north-south ensures that multiple course changes to pass around OWF 

projects are avoided, and a linear direction of travel can be maintained as much as possible. 

Vessels intending to travel offshore from the east coast of Scotland, would be able to pass the 

row of OWF projects to south of the Aspen Array Area and to the north of Muir Mhòr and 

Campion Wind through a 10 nm wide channel. Alternatively, further south between Campion 

Wind’s southern boundary and to the north of Bellrock is a 14 nm wide channel. This ensures 

minimal disruption and continued access between the offshore wind farms. 

 The sensitivity of the cumulative impact on vessel routeing was considered similar and 

therefore assessed to be the same as the Project-alone assessment: low in the Aspen Array 

Area and negligible in the OTC Corridor. 

Significance of Cumulative Effect 

 Overall, the magnitude of impact in the Aspen Array Area is greater in the cumulative 

assessment than in the project-alone assessment to reflect the reduction in navigable sea room 

when additional developments are constructed within 50 m cumulative study area. With the 

magnitude of impact was assessed as medium in the Aspen Array Area and negligible in the 

OTC Corridor, and the sensitivity of the receptor assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, the overall effect significance has been assessed as minor in the 

Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.36. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.36 Significance of Impact 1: Impact on Vessel Routeing 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Medium Low Minor (Not significant) 

OTC Corridor  Negligible Negligible Negligible (Not significant) 

Proposed Development Medium Low Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 



  

 

ASPEN OFFSHORE WIND FARM 

Revision: 01 
104 of 128 

 

 

Figure 14.6 Cumulative Futurecase Routeing
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Impact 2 – Impact on Risk of Collision 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on vessel collision risk. 

Magnitude of Cumulative Impact 

 As concluded by the cumulative vessel routeing impact assessment in the NRA (Volume 3, 

Appendix 14.1: Navigational Risk Assessment), assuming a Tier 1 scenario, vessels on routes 12, 

15, 18 and 20 are likely to use the 6.3 nm gap between the Aspen Array Area and Green Volt. 

These routes form a combined total of 582 transits/year or between one and two transits per 

day. Given the low frequency with which vessels are anticipated to use this gap likelihood of an 

encounter is very low. Should an encounter occur, the width of the gap (6.3 nm (12 km)) is 

considered sufficient to allow collision avoidance in compliance with COLREGs. This aligns with 

feedback from stakeholders who did not raise a concern with the width of the gap. There is not 

anticipated to be any cumulative effect on risk of collision as a result of other Tier 1 

developments given the significant separation distance.  

 Similarly, in the event of Tier 2 projects Muir Mhòr and MarramWind undergoing a full build 

out, multiple routes with a combined traffic count of 588 transits/year would be deviated to a 

10 nm gap the northern boundaries of these two projects and the southern boundary of the 

Aspen Array Area.  

 There is no anticipated effect on the OTC Corridor given that no proposed developments fall 

within the OTC Corridor boundaries.  

 All cumulative developments can be expected to abide by their own embedded mitigations in 

line with industry standards and regulations. These are likely to include: an ERCOP, AtoNs, 

navigation in compliance with COLREGS and SOLAS, appropriate marking on nautical charts, 

and compliance with MCA MGN 654 among others. 

 Given the low traffic frequencies and sufficient navigable sea room, the magnitude of 

cumulative impact on risk of collision remains as low for the Aspen Array Area and negligible 

for the OTC Corridor 

Sensitivity of Receptor 

 Impacts in both the Tier 1 scenario and Tier 2 and 3 scenario were deemed to have the same 

sensitivity to each other and to that concluded for the Proposed Development in isolation as 

the consequences of a collision event, should it occur, remain the same. 

 Collisions typically result in minor damage or injuries, as summarised by analysis contained 

within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment), but in worst-case 

scenarios, collision may result in loss of life. Therefore, as in the project-alone assessment, the 

sensitivity of the cumulative impact on risk of collision was assessed as high in the Aspen Array 

Area and OTC Corridor to account for the severity of worst-case collision impacts. 
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Significance of Cumulative Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed eleven collision 

hazards as discussed in section 14.7.39. Of these, five collision hazard scores within the Aspen 

Array Area, were increased in terms of likelihood in the cumulative assessment scenario. Two 

collision hazards from these five were increased from Low Risk – Broadly Acceptable to Medium 

Risk – Tolerable if ALARP, namely a ‘Tug & Service ICW Large Vessel’, and ‘Large Project Vessel 

ICW Large Vessel’. One was already classified as Medium Risk: ‘Fishing/Recreational Vessel ICW 

Fishing/Recreational Vessel’ and the remaining two were and remain as Low Risk: ‘Large 

Commercial Vessel ICW Large Vessel’ and ‘Small Project Vessel ICW Large Vessel’. 

 The NRA concluded that given the presence of suitable risk controls and the disproportionality 

of any additional risk controls, where hazards were scored as Medium Risk, they could be 

defined as ALARP.  

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, and the sensitivity of the receptor assessed as high in the Aspen 

Array Area and OTC Corridor, the overall effect significance has been assessed as minor in the 

Aspen Array Area and OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.37. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.37 Significance of Impact 2: Impact on Risk of Collision 

Receptor/Location Magnitude Sensitivity Significance 
Aspen Array Area Low High Minor (Not significant) 

OTC Corridor Negligible High Minor (Not significant) 

Proposed Development Low High Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 3 – Impact on Risk of Allision 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on vessel allision risk. 

Magnitude of Cumulative Impact 

 The 6.3 nm distance between the Aspen Array Area and the Tier 1 development, Green Volt, 

meets the requirements of MGN654 and is considered sufficient for safe navigation such that 

no significant additional potential cumulative allision risk is anticipated given the volume of 

traffic passing between the developments.  
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 Therefore, there is not anticipated to be any significant additional cumulative effects on the 

risk of allision as a result of other Tier 1 developments.  

 The magnitude of impact on risk of allision for the Tier 2 and Tier 3 scenario is similar to that of 

a Tier 1 only scenario. The 10 nm distance between the Aspen Array Area and the boundaries 

of Muir Mhòr and Campion Wind are sufficient so that no significant additional potential 

cumulative allision risk is anticipated.  

 There is no anticipated effect on the OTC Corridor given that no proposed developments fall 

within the OTC Corridor boundaries.  

 All developments will be required to implement marine lighting and marking in agreement with 

NLB and in compliance with IALA G1162 (IALA, 2021), meaning the localised risk is managed. It 

should also be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 Therefore, the magnitude of the cumulative impact on vessel allision was assessed to remain 

low in the Aspen Array Area and negligible in the OTC Corridor. 

Sensitivity of Receptor 

 Impacts in both the Tier 1 scenario and Tier 2 and 3 scenario were deemed to have the same 

sensitivity to each other and to that concluded for the Proposed Development in isolation as 

the consequences of an allision event, should it occur, remain the same. Multiple factors (vessel 

speed, angle and the engineering of the WTG and vessel characteristics) influence the severity 

of consequence should an allision occur in any phase of the Proposed Development. The 

potential consequences are discussed under the project-alone assessment (section 14.7.53 - 

14.7.56). 

 With embedded mitigations including a LMP (C-OFF-47) and Site Marking and Charting (C-OFF-

30) (Table 14.9), the Aspen Array Area would be well marked and there is sufficient sea room 

to safely pass around the site rather than through it. However, were one of these vessels to 

contact a WTG, given the available sea room, a glancing blow with minor damage is considered 

the most likely outcome. However, it is feasible that a worst-case allision involving a larger 

vessel might result in WTG collapse, or damage to mooring line configurations, and/or holing 

and eventual flooding of a vessel and potential loss of life, though this is considered unlikely 

given the marking and charting of the site (C-OFF-30) and the development of an ERCoP (C-

OFF-56). 

 Overall, the sensitivity of receptor has been assessed as medium in the Aspen Array Area, 

reflecting both a most likely and worst credible scenario, and negligible the OTC Corridor, given 

the localised nature of a vessel to structure allision.
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Significance of Cumulative Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed five allision hazards 

as discussed in section 14.7.57. Of these, three allision hazard scores within the Aspen Array 

Area, were increased in terms of likelihood in the cumulative assessment scenario. One, 

‘Allision with WTG, OSP or Buoy – Large Commercial/Passenger Vessel’ was increased from Low 

Risk – Broadly Acceptable to Medium Risk – Tolerable if ALARP. The remaining two were already 

classified as Medium Risk, namely ‘Allision with WTG, OSP or Buoy – Tug & Service’ and ‘Allision 

with WTG, OSP or Buoy – Fishing Vessel’. The NRA concluded that given the presence of suitable 

risk controls and the disproportionality of any additional risk controls, where hazards were 

scored as Medium Risk, they could be defined as ALARP.  

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, and the sensitivity of the receptor assessed as medium in the 

Aspen Array Area and negligible in the OTC Corridor, the overall effect significance has been 

assessed as minor in the Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.38. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.38 Significance of Impact 3: Impact on Risk of Allision 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 4 – Risk of Grounding and Under Keel Clearance 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on vessel grounding risk. 

Magnitude of Cumulative Impact 

 Given the distance from shore, the build out of Tier 1, 2 and 3 proposed developments are not 

deemed to have a cumulative effect on the risk of grounding. Additionally, their cables and 

landfall sites would not directly affect the risk of grounding as a result of the Proposed 

Development, with each impact highly localised. Further assessment on the effect of cabling 

would be carried out by the respective projects, and commitments to maintain sufficient under 

keel clearance in compliance with MGN654 (MCA, 2021) will apply across all projects. 
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 As a result, the magnitude of impact has been assessed the same as for the individual project-

alone assessments: negligible for the Aspen Array Area and low for the OTC Corridor. 

Sensitivity of Receptor 

 Impacts in the Tier 1, Tier 2 and Tier 3 scenarios were deemed to have the same sensitivity to 

each other and to that concluded for the Proposed Development in isolation as the 

consequences of a grounding event, should it occur, remain the same. As a result, the sensitivity 

of the receptor has been assessed the same as for the individual project-alone assessments: 

negligible for the Aspen Array Area and low for the OTC Corridor. 

Significance of Cumulative Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed five grounding 

hazards. Of these hazards all were scored as Low Risk – Broadly Acceptable, and no changes 

were made in the cumulative assessment.  

 Overall, with the magnitude of impact was assessed as negligible in the Aspen Array Area and 

low in the OTC Corridor, and the sensitivity of the receptor assessed as negligible in the Aspen 

Array Area and low in the OTC Corridor, the overall effect significance has been assessed as 

negligible in the Aspen Array Area and minor in the OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.39. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.39 Significance of Impact 5: Impact on Risk of Grounding 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Negligible Negligible Negligible (Not significant) 

OTC Corridor Low Low Minor (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 5 – Risk of Interaction with Moorings and Cables 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on risk of interaction with moorings and cables.
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Magnitude of Cumulative Impact 

 In a cumulative scenario with the build out of Tier 1 proposed developments, the displacement 

of further fishing activity from nearby sites would apply further spatial squeeze to local fisheries 

and condense activity in surrounding viable fishing grounds. This may push fishing activity 

closer to wind farm perimeter, increasing the likelihood of a snag on WTG mooring cables. 

However, this risk remains low given the distances between cumulative projects, the marking 

of the project sites and the expertise of fishermen avoiding these hazards.  

 With the addition of Tier 2 and Tier 3 proposed developments, given their greater distance 

from the Aspen Array Area, the magnitude of impact on risk of interaction with moorings and 

cables is similar to that of a Tier 1 only scenario.  

 There is no anticipated effect on the OTC Corridor given that no proposed developments fall 

within the OTC Corridor boundaries.  

 It should also be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCoP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 Similarly to the project-alone assessment, the embedded mitigations are sufficient to reduce 

the risk to ALARP within the risk category of low for the Aspen Array Area and OTC Corridor. 

Sensitivity of Receptor 

 The outcome of an interaction with moorings and cables is anticipated to be the same as 

expected during the project-alone assessment. As a result, the sensitivity is assessed to be 

medium in the Aspen Array Area and OTC Corridor. 

Significance of Cumulative Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed four snagging 

hazards as discussed in section 14.7.88. Of these, three were scored as Medium Risk – Tolerable 

if ALARP, and one was classified as Low Risk – Broadly Acceptable. No changes were made in 

the cumulative assessment. The NRA concluded that given the presence of suitable risk controls 

and the disproportionality of any additional risk controls, where hazards were scored as 

Medium Risk, they could be defined as ALARP.  

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and OTC 

Corridor, and the sensitivity of the receptor assessed as medium in the Aspen Array Area and 

OTC Corridor, the overall effect significance has been assessed as minor in the Aspen Array 

Area and OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.40. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 
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Table 14.40 Significance of Impact 5: Risk of Interaction with Moorings and Cables 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Low Medium Minor (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 6 – Loss of Station, Tow or WTG 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on the risk of loss of station or breakout. 

Magnitude of Cumulative Impact 

 Whilst the causes of loss of station may be the same as the Proposed Development in isolation, 

in a cumulative scenario with all Tier 1, Tier 2 and Tier 3 developments, the amount of 

infrastructure occupying that sea space is increased which may subsequently increase the 

frequency of loss of station, tow or WTG within that area. 

 It should be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGs and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 The addition of Tier 1 proposed developments, particularly Green Volt, increases the on-site 

infrastructure close to the Aspen Array Area. During consultation it was mentioned by NLB that 

the demand on vessels capable for recovery of buoys or potentially WTG components is high, 

which may lead to delays in mobilising a response in the event of a loss of station, and this will 

be exacerbated in the cumulative scenario. However, with more project vessels nearby, there 

is also a greater opportunity for a faster response from a nearby capable project vessel. In 

addition, instances of previous breakouts of OWF infrastructure are rare. Therefore, the 

magnitude of loss of station, tow or WTG is assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor.  

Sensitivity of Receptor 

 Impacts in the Tier 1, Tier 2 and Tier 3 scenario were deemed to have the same sensitivity and 

have therefore been assessed simultaneously for this impact. 

 The outcome of a loss of station, tow or WTG is anticipated to be similar to that expected during 

the project-alone assessment, with potential for a loose WTG component or buoy to become 

a navigational hazard which may cause or lead to an allision or collision. 
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 As a result, the sensitivity of the receptor has been assessed as medium in the Aspen Array 

Area to account for the worst-case scenario of a vessel colliding with a large, broken-out WTG 

component, and low in the OTC Corridor, given that AtoNs and project infrastructure is 

associated with the Aspen Array Area only. 

Significance of Cumulative Effect 

 The NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment) assessed four loss of station 

hazards. Of these hazards, all were scored as Low Risk – Broadly Acceptable and no changes 

were made in the cumulative assessment. 

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, and the sensitivity of the receptor assessed as medium in the 

Aspen Array Area and low in the OTC Corridor, the overall effect significance has been assessed 

as minor in the Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.41. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.41 Significance of Impact 6: Impact on Loss of Station, Tow or WTG 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Low Medium Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Medium Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 7 – Impact on Search and Rescue Capabilities 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on the capabilities of search and rescue. 

Magnitude of Cumulative Impact 

 All the proposed Tier 1, Tier 2 and Tier 3 projects could impact SAR capabilities as each project 

would require a greater number of vessels and personnel in the Study Area and reduce the 

amount of sea room for them to operate in, therefore potentially increasing the number of 

incidents requiring emergency response.  
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 However, as described above for the Proposed Development in isolation scenario and the NRA 

(Volume 3, Appendix 14.1: Navigational Risk Assessment), the baseline incident rates around 

the Aspen Array Area are low. SAR operations within a given proposed development will be 

localised to the area of the operation and not have a cumulative impact. Furthermore, with 

more projects and associated project vessels, there would be additional direct project rescue 

resources available which could provide a first response in the event of an incident nearby.  

 All Tier 1, Tier 2 and Tier 3 developments will be required to meet the guidance of MGN654 

and have appropriate layouts (including lines of orientation and spacing of infrastructure) that 

satisfy the MCA prior to construction. 

 There is no anticipated effect on the OTC Corridor given that no proposed developments fall 

within the OTC Corridor boundaries.  

 As a result, there is not considered likely to be a notable additional cumulative effect on 

emergency response resources associated with the Proposed Development, and the 

magnitude is assessed to be low in the Aspen Array Area and negligible in the OTC Corridor. 

Sensitivity of Receptor 

 Impacts in the Tier 1, Tier 2 and Tier 3 scenarios were deemed to have the same sensitivity to 

each other and to that concluded for the Proposed Development in isolation. It is noted that 

whilst there is a potential negative effect on access for conventional search and rescue assets, 

the projects would provide additional surveillance and rescue capabilities to enhance the 

existing capability. 

 As a result, the sensitivity of the receptor has been assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, given the embedded mitigations and minimum spacing between 

WTGs that will allow emergency manoeuvres to be undertaken if required. 

Significance of Cumulative Effect 

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, and the sensitivity of the receptor assessed as low in the Aspen 

Array Area and negligible in the OTC Corridor, the overall effect significance has been assessed 

as minor in the Aspen Array Area and negligible OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.42. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.42 Significance of Impact 7: Impact on Search and Rescue Capabilities 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Negligible Negligible (Not significant) 

Proposed 
Development 

Low Low Minor (Not significant) 
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Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 8 – Marine Communications, Radar and Position Fixing Systems 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on the marine communications, radar and positioning systems. 

Magnitude of Cumulative Impact 

 As summarised within the NRA (Volume 3, Appendix 14.1: Navigational Risk Assessment), the 

effects of OWF to marine communication were assessed extensively. The studies concluded 

OWF have no significant effects to VHF communications, or AIS or Global Positioning System 

(GPS) reception. Regarding radar, these effects are highly localised to the Aspen Array Area, to 

within 1.5 nm around the array, with intolerable effects to radar experienced within 0.5 nm. 

Therefore, in a Tier 1 scenario with a distance of 6.3 nm between the Aspen Array Area and 

that of the closest proposed development Green Volt, there is sufficient sea room for vessels 

to travel between the projects with no radar interruption. There is not anticipated to be any 

cumulative effect on marine communications as a result of other Tier 1 developments.  

 In the event of a full build out of all Tier 1, Tier 2 and Tier 3 projects, the closest project in terms 

of proximity remains as Tier 1 project Green Volt and therefore impacts will be consistent.  

 There is no anticipated effect on the OTC Corridor given that no proposed developments, their 

proposed cable corridors or landfall sites, fall within the OTC Corridor boundaries.  

 It should also be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 Therefore, the magnitude of impact on marine communications, radar and position fixing 

systems is similar to that of the Proposed Development in isolation scenario: low in the Aspen 

Array Area and negligible in the OTC Corridor. 

Sensitivity of Receptor 

 The outcome of an impact on marine communications, radar and position fixing systems is 

anticipated to be similar to that expected during the project-alone assessment. As a result, the 

sensitivity of the receptor has been assessed as low in the Aspen Array Area and OTC Corridor, 

given the ample spacing between OWFs to allow interrupted communications.
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Significance of Cumulative Effect 

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, and the sensitivity of the receptor assessed as low in the Aspen 

Array Area and OTC Corridor, the overall effect significance has been assessed as minor in the 

Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.43. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.43 Significance of Impact 8: Impact on Marine Communications, Radar and Position Fixing 
Systems 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 9 – Oil and Gas Activities and Safety 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on oil and gas activities and safety. 

Magnitude of Cumulative Impact 

 As referred to in the project-alone assessment, some routes in the study area comprised mainly 

of tug & service vessels servicing the North Sea oil and gas fields. Namely Buchan and Ettrick 

oil fields situated 4 nm and 8 nm from the Aspen Array Area respectively. Whilst cumulative 

Tier 1 projects, primarily Green Volt located further offshore close to oil and gas infrastructure, 

further constrict these vessels and other commercial traffic to specific routes, the deviations 

are minimal and the corridor widths between them are sufficient to support an increase in 

vessel traffic. There is not anticipated to be any cumulative effect on oil and gas activities as a 

result of other Tier 1 developments. 
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 The addition of Tier 2 and Tier 3 projects will result in impacts on other oil and gas activities in 

the North Sea but are not anticipated to be substantially greater than each project in isolation. 

This is because, as with Green Volt, projects to the south of the Aspen Array Area; Muir Mhòr 

and Campion Wind, are also positioned with sufficient distance to allow for traffic to navigate 

safely between them and supporting continued access between ports and oil and gas fields. 

There is no anticipated effect on the OTC Corridor given that no proposed developments fall 

within the OTC Corridor boundaries.  

 It should also be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 Therefore, given the low traffic volumes, minimal diversions, and sufficient sea room between 

cumulative projects the magnitude of impact has been assessed as the same for the project-

alone assessment: low for the Aspen Array Area, and negligible for the OTC Corridor. 

Sensitivity of Receptor 

 The outcome of an impact on O&G activities is anticipated to be similar to that expected during 

the project-alone assessment. During consultation with NEO, it was noted that as the majority 

of routes in the area were east-west, the presence of the Aspen Array Area may reduce the risk 

of collision / allision from passing vessels with the Buchan Field, acting as a buffer. This same 

may be said for adjacent proposed developments which are also aligned similarly to the Aspen 

Array Area and lie west of the majority of O&G infrastructure. As a result, the sensitivity of the 

receptor has been assessed as low in the Aspen Array Area and OTC Corridor. 

Significance of Cumulative Effect 

 Overall, with the magnitude of impact was assessed as low in the Aspen Array Area and 

negligible in the OTC Corridor, and the sensitivity of the receptor assessed as low in the Aspen 

Array Area and OTC Corridor, the overall effect significance has been assessed as minor in the 

Aspen Array Area and negligible in the OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.44. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.44 Significance of Impact 9: Impact on Oil and Gas Activities and Safety 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Low Low Minor (Not significant) 

OTC Corridor Negligible Low Negligible (Not significant) 

Proposed Development Low Low Minor (Not significant) 
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Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 10 – Impact on Small Craft Navigation 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on small craft navigation and safety. 

Magnitude of Cumulative Impact 

 The development of Tier 1 proposed developments, namely Green Volt, and associated project 

vessel traffic, is unlikely to have a cumulative effect on small craft navigation . Whilst these 

developments may offset fishing activity into surrounding viable fishing grounds, the low 

existing vessel density and the 6.3 nm distance between the Aspen Array Area and Green Volt 

is sufficient to sustain offset fishing activity. Furthermore, recreational activity through both 

Green Volt and the Aspen Array Area is anticipated to remain low and therefore with a minimal 

impact. 

 However, the cumulative additional development of Tier 2 and 3 projects would increase the 

volume of offset fishing activity further, heighten the effects of spatial squeeze, and increase 

vessel density and assignment to major routes through the offshore wind farms. As a result, 

there would be an increased impact on the magnitude of effects to small craft navigation as 

more route deviations would be required to navigate via corridors between windfarms or take 

extra care to pass through them. There is no anticipated effect on the OTC Corridor given that 

no proposed developments fall within the OTC Corridor boundaries. 

 It should be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others, and so whilst 

the risk is slightly increased in the Aspen Array Area, it would not constitute a high risk score. 

This is also compiled by the minimal recreational traffic present at that distance from shore. 

 As a result, the magnitude of impact on small craft navigational safety would be greater than 

that of the project-only scenario, increasing to medium in the Aspen Array Area but low in the 

OTC Corridor. 

Sensitivity of Receptor 

 The build-out of cumulative developments would not have a significant increase on the 

sensitivity of small craft navigation. In the event of a route deviation, there is sufficient sea 

room between the Aspen Array Area and nearest cumulative development (6.3 nm from Green 

Volt), as well as a turbine spacing of 1600 m to enable small craft to pass through. Any 

deviations required would be minor and the sensitivity remains low. There is no anticipated 

effect on the OTC Corridor given that no proposed developments, their cabling or landfall sites 

fall within the OTC Corridor boundaries.  
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 In regard to fishing activities, a FMMS will be produced (C-OFF-14), that will set out the means 

of ongoing fisheries liaison through construction and reduce effects on commercial fisheries 

activity, where feasibly practicable.  

 As a result, the sensitivity of the impact on small craft navigation and safety remains as low in 

the Aspen Array Area and OTC Corridor. 

Significance of Cumulative Effect 

 Overall, with the magnitude of impact was assessed as medium in the Aspen Array Area and 

low in the OTC Corridor, and the sensitivity of the receptor remaining as low in the Aspen Array 

Area and OTC Corridor, the overall effect significance has been assessed as minor in the Aspen 

Array Area and OTC Corridor (Table 14.8).  

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.45. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.45 Significance of Impact 10: Impact on Small Craft Navigational Safety 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Medium Low Minor (Not significant) 

OTC Corridor Low Low Minor (Not significant) 

Proposed Development Medium Low Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed. 

Impact 11 – Access to Ports and Harbours 

 The construction, O&M and decommissioning of the Proposed Development with the 

construction, O&M and decommissioning of adjacent Tier 1, Tier 2 and Tier 3 developments 

could have an impact on access to ports and harbours. 

Magnitude of Cumulative Impact 

 There are no cumulative developments that are anticipated to pose a cumulative risk to access 

to Ports and Harbours in conjunction with the Proposed Development. In a Tier 1 development 

scenario, the build out of Green Volt, Neart Na Gaoithe, Inch Cape, and Seagreen 1A may 

increase project associated vessel traffic transiting to and from local harbours, however each 

project would be required to manage project traffic on an individual basis with the ports and 

harbours anticipated to provide support to those projects. 



  

 

ASPEN OFFSHORE WIND FARM 

Revision: 01 
119 of 128 

 

 It should also be noted that all cumulative developments can be expected to abide by their own 

embedded mitigations in line with industry standards and regulations. These are likely to 

include: an ERCOP, AtoNs, navigation in compliance with COLREGS and SOLAS, appropriate 

marking on nautical charts, and compliance with MCA MGN 654 among others. 

 The cumulative additional development of Tier 2 and 3 projects would increase the volume of 

project traffic. However, as is the case under a Tier 1 scenario, the management of that project 

traffic would be managed on an individual project basis and does not pose a significant 

cumulative risk in conjunction with the Proposed Development. 

 As a result, the magnitude of impact on small craft navigational safety is similar to that of the 

Proposed Development in isolation scenario: negligible in the Aspen Array Area and low in the 

OTC Corridor to account for the possible increase in project associated traffic utilising local 

ports and harbours. 

Sensitivity of Receptor 

 Given the traffic volumes serving the Port of Aberdeen, and the minimal amount of disruption 

that would likely be experienced in the event that access is impacted, the sensitivity of the 

impact on access to ports and harbours remains as negligible in the Aspen Array Area and low 

in the OTC Corridor. 

Significance of Cumulative Effect 

 Overall, with the magnitude of impact was assessed as negligible in the Aspen Array Area and 

low in the OTC Corridor, and the sensitivity of the receptor assessed as negligible in the Aspen 

Array Area and low in the OTC Corridor, the overall effect significance has been assessed as 

negligible in the Aspen Array Area and minor in the OTC Corridor (Table 14.8). 

 A summary of the cumulative impact magnitude, receptor sensitivity and significance of effect 

for shipping and navigation receptors is presented in Table 14.46. An overall significance rating 

for the Proposed Development has also been concluded, representing the most significant 

score of the two locations. 

Table 14.46 Significance of Impact 11: Impact on Access to Ports and Harbours 

Receptor/Location Magnitude Sensitivity Significance 

Aspen Array Area Negligible Negligible  Negligible (Not significant) 

OTC Corridor Low Low Minor (Not significant) 

Proposed Development Low Low Minor (Not significant) 

 

Secondary Mitigation and Residual Cumulative Effects 

 The residual effect is not significant in EIA terms and therefore no further mitigation is 

proposed.  
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Proposed Monitoring for Cumulative Effects 

 No specific shipping and navigation monitoring of cumulative effects is proposed above those 

already proposed in section 14.7. 

14.9 Transboundary Effects 

 A transboundary effect assessment assesses the potential shipping and navigation effects from 

the Proposed Development upon the interests of European Economic Areas (EEA States). 

 Each individual vessel may be internationally owned or operating between ports in different 

states. These impacts have been captured and assessed within this shipping and navigation 

chapter and NRA. No additional transboundary impacts are therefore anticipated other than 

those already assessed in sections 14.7 and 14.8. 

14.10 Inter-related Effects 

 Inter-related effects may occur due to multiple impacts on a receptor or a group of receptors 

from the Proposed Development. This includes the following: 

▪ Project Lifecycle Effects - Interactions between impacts across different phases of the 

Proposed Development i.e., interaction of impacts across construction, O&M and 

decommissioning; and 

▪ Inter-related Receptor Effects - Interactions between impacts on a receptor or group of 

receptors within an offshore Project stage (Inter-related Receptor Effects). 

 Receptor led inter-related effects from shipping and navigation are presented in Table 14.47. 

 No Project Lifecycle Effects with respect to shipping and navigation are predicted during 

construction, O&M, and decommissioning. None of the LSE considered will be worsened 

through interactions across different phases of the Proposed Development due to each impact 

being spatially and temporarily limited to that particular phase. 

Table 14.47 Inter-related Effects of Shipping and Navigation 

Impact Significant Inter-related Effect 

Inter-related Receptor Effects 

Commercial Fisheries During all phases of the Proposed Offshore Development, 
fishing activity will be displaced from the Aspen Array Area. 
This displacement and the associated reduction in available 
sea room will increase the vessel-to-vessel collision risk 
between third-party vessels. However, it is not considered 
that effects will act together and that any interactions 
between effects will be of any greater significance than those 
already assessed for the Project individually. 
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14.11 Assessment Summary 

 A summary of the findings of the effects and CEAs undertaken in section 14.7 and section 14.8 

is provided in Table 14.48 and Table 14.49, respectively. This includes residual effect 

significance after any required secondary mitigation and proposed monitoring.
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Table 14.48 Summary of Assessment of Effects on Shipping and Navigation 

Impact Receptor Magnitude 
of Impact 

Sensitivity 
of Receptor 

Effect 
Significance 

Secondary 
Mitigation 

Residual 
Effect 

Proposed 
Monitoring 

Construction/Decommissioning 

Impact 1: Impact on Vessel 
Routing 

Aspen Array Area Low Low Minor n/a n/a Project 
Environmental 
Monitoring 
Programme 
(PEMP) 

OTC Corridor Negligible Negligible Negligible n/a n/a PEMP 

Proposed Development Low Low Minor n/a n/a PEMP 

Impact 2: Impact on Risk of 
Collision 

Aspen Array Area Low High Minor n/a n/a n/a 

OTC Corridor Negligible High Minor n/a n/a n/a 

Proposed Development Low High Minor n/a n/a n/a 

Impact 3: Impact on Risk of 
Contact/Allision 

Aspen Array Area Low Medium Minor n/a n/a AtoNMP 

OTC Corridor Negligible Negligible Negligible n/a n/a AtoNMP 

Proposed Development Low Medium Minor n/a n/a AtoNMP 

Impact 4: Impact on Risk of 
Grounding 

Aspen Array Area Negligible Negligible Negligible n/a n/a n/a 

OTC Corridor Low Low Minor n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 5: Impact on Risk of 
Interaction with Moorings and 
Cables 

Aspen Array Area Low Medium Minor n/a n/a CaP 

OTC Corridor Low Medium Minor n/a n/a CaP 

Proposed Development Low Medium Minor n/a n/a CaP 

Impact 6: Impact on Result of Loss 
of Station, Tow or WTG 

Aspen Array Area Low Medium Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Medium Minor n/a n/a n/a 

Impact 7: Impact on Emergency 
Response and Search and Rescue 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Negligible Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Aspen Array Area Low Low Minor n/a n/a n/a 
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Impact Receptor Magnitude 
of Impact 

Sensitivity 
of Receptor 

Effect 
Significance 

Secondary 
Mitigation 

Residual 
Effect 

Proposed 
Monitoring 

Impact 8: Impact on Marine 
Communications, Radar and 
Position Fixing Systems 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 9: Impact on Oil and Gas 
Activities and Safety 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 10: Impact on Small Craft 
Navigation 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Low Low Minor n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 11: Impact on Access to 
Ports and Harbours 

Aspen Array Area Negligible Negligible Negligible n/a n/a n/a 

OTC Corridor Low Low Minor n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

O&M 

Impact 12: Impact on Vessel 
Routing 

Aspen Array Area Low Low Minor n/a n/a PEMP 

OTC Corridor Negligible Negligible Negligible n/a n/a PEMP 

Proposed Development Low Low Minor n/a n/a PEMP 

Impact 13: Impact on Risk of 
Collision 

Aspen Array Area Low High Minor n/a n/a n/a 

OTC Corridor Negligible High Minor n/a n/a n/a 

Proposed Development Low High Minor n/a n/a n/a 

Impact 14: Impact on Risk of 
Contact/Allision 

Aspen Array Area Low Medium Minor n/a n/a AtoNMP 

OTC Corridor Negligible Negligible Negligible n/a n/a AtoNMP 

Proposed Development Low Medium Minor n/a n/a AtoNMP 

Impact 15: Impact on Risk of 
Grounding 

Aspen Array Area Negligible Negligible Negligible n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Negligible Low Negligible n/a n/a n/a 

Impact 16: Impact on Risk of 
Interaction with Moorings and 
Cables 

Aspen Array Area Low Medium Minor n/a n/a CaP 

OTC Corridor Low Medium Minor n/a n/a CaP 

Proposed Development Low Medium Minor n/a n/a CaP 

Aspen Array Area Low Medium Minor n/a n/a n/a 
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Impact Receptor Magnitude 
of Impact 

Sensitivity 
of Receptor 

Effect 
Significance 

Secondary 
Mitigation 

Residual 
Effect 

Proposed 
Monitoring 

Impact 17: Impact on Result of 
Loss of Station, Tow or WTG 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Medium Minor n/a n/a n/a 

Impact 18: Impact on Emergency 
Response and Search and Rescue 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Negligible Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 19: Impact on Marine 
Communications, Radar and 
Position Fixing Systems 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 20: Impact on Oil and Gas 
Activities and Safety 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 21: Impact on Small Craft 
Navigation 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 22: Impact on Access to 
Ports and Harbours 

Aspen Array Area Negligible Negligible Negligible n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Negligible Low Negligible n/a n/a n/a 
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Table 14.49 Summary of Assessment of Cumulative Effects on Shipping and Navigation 

Impact Receptor Magnitude 
of Impact 

Sensitivity 
of Receptor 

Effect 
Significance 

Secondary 
Mitigation 

Residual 
Effect 

Proposed 
Monitoring 

Impact 23: Impact on Vessel 
Routing 

Aspen Array Area Medium Low Minor n/a n/a PEMP 

OTC Corridor Negligible Negligible Negligible n/a n/a PEMP 

Proposed Development Medium Low Minor n/a n/a PEMP 

Impact 24: Impact on Risk of 
Collision 

Aspen Array Area Low High Minor n/a n/a n/a 

OTC Corridor Negligible High Minor n/a n/a n/a 

Proposed Development Low High Minor n/a n/a n/a 

Impact 25: Impact on Risk of 
Contact/Allision 

Aspen Array Area Low Medium Minor n/a n/a AtoNMP 

OTC Corridor Negligible Negligible Negligible n/a n/a AtoNMP 

Proposed Development Low Medium Minor n/a n/a AtoNMP 

Impact 26: Impact on Risk of 
Grounding and Under Keel 
Clearance 

Aspen Array Area Negligible Negligible Negligible n/a n/a n/a 

OTC Corridor Low Low Minor n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 27: Impact on Risk of 
Interaction with Moorings and 
Cables 

Aspen Array Area Low Medium Minor n/a n/a CaP 

OTC Corridor Low Medium Minor n/a n/a CaP 

Proposed Development Low Medium Minor n/a n/a CaP 

Impact 28: Impact on Result of 
Loss of Station, Tow or WTG 

Aspen Array Area Low Medium Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Medium Minor n/a n/a n/a 

Impact 29: Impact on Emergency 
Response and Search and Rescue 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Negligible Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 30: Impact on Marine 
Communications, Radar and 
Position Fixing Systems 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Impact 31: Impact on Oil and Gas 
Activities and Safety 

Aspen Array Area Low Low Minor n/a n/a n/a 

OTC Corridor Negligible Low Negligible n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 

Aspen Array Area Medium Low Minor n/a n/a n/a 
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Impact Receptor Magnitude 
of Impact 

Sensitivity 
of Receptor 

Effect 
Significance 

Secondary 
Mitigation 

Residual 
Effect 

Proposed 
Monitoring 

Impact 31: Impact on Small Craft 
Navigation 

OTC Corridor Low Low Minor n/a n/a n/a 

Proposed Development Medium Low Minor n/a n/a n/a 

Impact 32: Impact on Access to 
Ports and Harbours 

Aspen Array Area Negligible Negligible Negligible n/a n/a n/a 

OTC Corridor Low Low Minor n/a n/a n/a 

Proposed Development Low Low Minor n/a n/a n/a 
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