
Mean High Water Springs Level.

150mm int. dia. uPVC drainage pipe.

Mean Low Water Springs Level.

2te 'Rock Filter Unit' bagged aggregate mesh bag;
installed dimensions 1.9 metre diameter by 0.4 metre
high; volume 1.24m³.  SPS Solutions Ltd.  11No. bags
estimated

150mm int. dia. uPVC outlet 400mm above sea bed.

F06 - Sampling Chamber, as
required by SEPA license

SCALE IN METRES @ 1:250.
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Section through sea outfall pipe from sampling chamber

Discharge location:
NGR - HU 4470 5369.
CAR/S/1133060..

Sea Bed Level.

Foreshore.

Mean High Water Springs level.

End of pipe terminated
approximately 300mm

above seabed to reduce
likelihood of pipe silting

up or being blocked by
debri.

1:25 scale Detail Section at sea outfall pipe.

Mean High Water Springs level.

2te 'Rock Filter Unit' bagged aggregate mesh bag;
installed dimensions 1.9 metre diameter by 0.4 metre
high; volume 1.24m³.  SPS Solutions Ltd.  Laid/draped
over the pipe as ballast, to retain pipe in place.

150mm int. dia. uPVC drainage pipe.

Bags filled with nominal 75 to 100mm
clean aggregate; 25mm mesh size.

2te 'Rock Filter Unit' bagged aggregate mesh bag;
installed dimensions 1.9 metre diameter by 0.4 metre
high; volume 1.24m³.  Laid on, and into the sea bed
to create a formation level for the outfall pipe.
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Photo example - bag over pipe


