
HAT 6.9
MHWS 5.3

MHWN 3.9

OD 2.75
MLWN 2.1

MLWS 0.6
LAT 0.0

78.10

58No. TYPE 1 PRECAST
REINFORCED
CONCRETE DECK UNITS

AREA OF FILL REQUIRED TO
UNDERSIDE OF GEOTEXTILE LAYER.
EXCAVATED BEACH MATERIAL TO
BE USED. APPROX. 150m3

DREDGE LEVEL 0.3mCD TO BE MAINTAINED
THROUGHOUT USE OF TEMPORARY SLIPWAY
TO PROVIDE MINIMUM 200mm UNDER-KEEL
CLEARANCE AT MLWN. APPROX. 95m3.

WATER LEVEL AT 2.1mCD (MLWN)
(ASSUMED LANDING CRAFT
DRAFT = 1.5m SHOWN WITH RAMP DOWN)

WATER LEVEL AT 6.9mCD (HAT)
(ASSUMED LANDING CRAFT
DRAFT = 1.5m SHOWN WITH RAMP DOWN)

EXCAVATE MATERIAL. TO BE USED
TO LOCALLY RE-GRADE SLIPWAY
FOUNDATION AND IN-FILL GEOCELLS
APPROX. 140m3

0.300m
4No. TYPE 2 PRECAST
REINFORCED
CONCRETE DECK UNITS

4No. TYPE 2 PRECAST
REINFORCED
CONCRETE DECK UNITS

77.74m

EXISTING ACCESS ROAD
MAINTAINED BY OTHERS.
LOCATION AND ROAD
DIMENSIONS TO BE CONFIRMED
ON SITE.

1:10 SLOPE

8.9mCD (TO BE CONFIRMED ON SITE)

EXCAVATE AND REPLACE WITH 1TONNE
ROCK BAGS (SLOPE 1:1.5) TO RUN ALONG
FULL SLIPWAY WIDTH, EACH BAG TO BE
TIED DOWN IN LINE WITH MANUFACTURERS
WRITTEN INSTRUCTION

1No. LAYER OF GEOTEXTILE UNDER
1No. LAYER OF GEOGRID UNDER
1No. LAYER OF 200mm THICK GEOCELL UNDER
1No. LAYER OF GEOTEXTILE WITH 50mm
COMPACTED BEACH MATERIAL OVER THE TOP.
TO BE PLACED IN ACCORDANCE WITH
EARTHWORKS SPECIFICATION AND
MANUFACTURERS WRITTEN INSTRUCTION

MHWS

LENGTH OF
DREDGE
POCKET

33.1m

16.00m

LENGTH OF AREA TO BE EXCAVATED
SIDE SLOPES TO BE 1:1.5 (V:H)

22.3m

SOP 03SOP 01

SOP 02 SOP 04

-0.5

-1.0

-1.5

28No. TYPE 1 PRECAST
REINFORCED CONCRETE
DECK UNITS

28No. TYPE 3 PRECAST
REINFORCED
CONCRETE DECK UNITS

4No. TYPE 2 PRECAST
REINFORCED
CONCRETE DECK UNITS

24No. 7.560 x 0.250 x 0.025m
S355 STEEL RUBBING STRIP.
FIXINGS AT 2.5m CENTRES

1 TONNE ROCK BAGS TO RUN ALONG FULL
SLIPWAY LENGTH.
TO BE TOED IN 500mm DEEP. EACH BAG TO BE
TIED DOWN IN LINE WITH MANUFACTURERS
WRITTEN INSTRUCTION

B
-

DREDGE LEVEL 0.3mCD TO BE
MAINTAINED THROUGHOUT USE OF
TEMPORARY SLIPWAY TO PROVIDE
MINIMUM 200mm UNDER-KEEL
CLEARANCE AT MLWN.
APPROX. 95m3.

DREDGE POCKET SIDE
SLOPES TO BE 1:1.5 (V:H)

LENGTH OF AREA TO BE FILLED
SIDE SLOPES TO BE 1:1.5 (V:H)

37.4m

PLAN LENGTH OF SLIPWAY
77.7m

PLAN LENGTH OF STEEL RUBBING STRIPS
45.1m

16.00m

EXISTING ACCESS ROAD
MAINTAINED BY OTHERS.
LOCATION AND ROAD
DIMENSIONS TO BE CONFIRMED
ON SITE.

10.06m

8.06m

A
-

4No. TYPE 2 PRECAST
REINFORCED
CONCRETE DECK UNITS

30No. TYPE 3 PRECAST
REINFORCED
CONCRETE DECK UNITS

30No. TYPE 1 PRECAST
REINFORCED CONCRETE
DECK UNITS

-2.0

-2.5

-3.0

-3.5

-4.0

-4.5

-5.0

-5.5

-6.0

-6.5

-7.0

-7.50

-8.50

EXTENT OF WORKS AREA
BELOW MHWS (+5.3mCD)
940m2

MLWS (+0.6mCD)

MHWS (+5.3mCD)

SOP 05 SOP 06

SOP 07

SOP 08

SOP 09

SOP 10

SOP 11

SOP 12

3.5mCD (VARIES)

1 TONNE ROCK BAGS TO RUN ALONG
FULL SLIPWAY LENGTH.
TO BE TOED IN 500mm DEEP. EACH BAG
TO BE TIED DOWN IN LINE WITH
MANUFACTURERS WRITTEN INSTRUCTION

29No. TYPE 3 PRECAST
REINFORCED CONCRETE
DECK UNITS

58No. TYPE 1 PRECAST
REINFORCED
CONCRETE DECK UNITS

8.060

29No. TYPE 3 PRECAST
REINFORCED CONCRETE
DECK UNITS

1No. LAYER OF GEOTEXTILE UNDER
1No. LAYER OF GEOGRID UNDER
1No. LAYER OF 200mm THICK GEOCELL UNDER
1No. LAYER OF GEOTEXTILE WITH 50mm
COMPACTED BEACH MATERIAL OVER THE TOP.
TO BE PLACED IN ACCORDANCE WITH
EARTHWORKS SPECIFICATION AND
MANUFACTURERS WRITTEN INSTRUCTION

PLAN
Scale 1:150

SECTION A
Scale 1:150
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1. ALL ELEVATIONS IN METERS ABOVE CHART
DATUM (KYLE OF LOCH ALSH - ULLAPOOL
STANDARD PORT)

2. CHART DATUM IS 2.75m BELOW ORDNANCE
DATUM (NEWLYN)

3. EXISTING BEACH AND SEABED ELEVATIONS
PROVIDED BY THE CLIENT ALL ELEVATIONS
TO BE CONFIRMED ON SITE.

4. ALL PRECAST CONCRETE TO BE C50/60 AND
IN ACCORDANCE WITH THE SPECIFICATION

5. ALL EARTHWORKS TO BE IN ACCORDANCE
WITH SPECIFICTION

6. ALL DREDGING TO BE IN ACCORDANCE
WITH SPECIFICATION

7. ALL SETTING OUT POINTS PROVIDED TO
BRITISH NATIONAL GRID CO-ORDINATES.

REFERENCES
KREA-ACM-ZZ-ZZ-DR-MT-000004 LOCATION PLAN

KREA-ACM-ZZ-ZZ-DR-MT-000006 CROSS SECTIONS

KREA-ACM-ZZ-ZZ-DR-MT-000007 PRECAST CONCRETE UNIT DETAILS

KREA-ACM-ZZ-ZZ-DR-MT-000008 STEELWORK DETAILS

  RED LINE BOUNDARY SETTING OUT POINTS
SOP NAME        EASTING         NORTHING
  SOP01:           179587.270      824608.529
  SOP02:           179594.068      824594.045
  SOP03:           179672.033      824648.307
  SOP04:           179678.831      824633.822

SAFETY HEALTH AND ENVIRONMENT
INFORMATION

In addition to the hazards/risks normally associated with the
types of work detailed on this drawing, note the following risks

and information.

Risks listed here are not exhaustive.
Refer to Early Warning Register

CONSTRUCTION

- RESTRICTED ACCESS DUE TO CONDITION OF EXISTING
ACCESS TRACK - MAINTAINED BY OTHERS.
- PROXIMITY OF OPEN WATER BODIES.
- WORKING AT HEIGHT ADJACENT TO WATER WILL
REQUIRE EDGE PROTECTION AND SUITABLE PPE.
- RISK OF WORKING WITH CONCRETE/CEMENT INCLUDING
SKIN IRRITATION, SEVERE CHEMICAL BURNS AND
SERIOUS EYE DAMAGE.
- RISK OF WORKING IN REMOTE AREA INCLUDING
REDUCED ACCESS BY EMERGENCY SERVICES.
- NO DETAILED GI UNDERTAKEN, UNDERLYING SOIL
STABILITY TO BE CONFIRMED ON SITE.

OPERATIONS & MAINTENANCE

- NO DETAILED GI UNDERTAKEN, SETTLEMENT OF
SLIPWAY MAY OCCUR LEADING TO TRIP HAZARD OF
EXPOSED PRECAST UNIT EDGES.
- SLIPS, TRIPS AND FALLS DUE TO MARINE GROWTH.
- SLIPWAY NOT AVAILABLE FOR ALL STATES OF TIDE, IT IS
POSSIBLE FOR CRAFT TO GROUND OUT AT LOW TIDES.

ENVIRONMENTAL

- RISK OF POLLUTANTS ENTERING THE SEA.
- ALL APPROPRIATE CONSENTS AND PERMITS SHALL BE
SOUGHT PRIOR TO EXCAVATION OR DREDGING IN THE
INTER-TIDAL OR MARINE ENVIRONMENT.
- APPROVED METHOD STATEMENTS AND QUALITY
ENVIRONMENTAL MANAGEMENT PLAN TO BE ADHERED
TO AT ALL TIMES.
- ALL EXCESS DREDGE MATERIAL TO BE STOCKPILED IN
ACCORDANCE WITH LICENCE CONDITIONS.
- SPECIAL AREA OF CONSERVATION : UK0030176-OTTERS.
- NATURE CONSERVATION MARINE PROTECTED AREA -
BURROWED MUD, FLAME SHELL BEDS.
- SPECIAL AREA OF CONSERVATION ; UK0017077 - REEFS.

It is assumed that all works will be carried out by a competent
contractor working, where appropriate, to an approved method

statement

SECTION B
Scale 1:25
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  WORKS BOUNDARY BELOW MHWS
 SETTING OUT POINTS

SOP NAME        EASTING         NORTHING
  SOP05:           179608.713      824616.799
  SOP06:           179642.722      824632.812
  SOP07:           179645.066      824635.654
  SOP08:           179670.188      824645.887
  SOP09:           179678.133      824635.152
  SOP10:           179651.899      824621.142
  SOP11:           179646.460      824620.533
  SOP12:           179614.118      824605.325
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