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1 Introduction 

1.1 Purpose and Scope 

The purpose of this document is to detail the procedures to be followed by the appointed 
Contractor for proposed remedial works to Bute – Cumbrae Centre OOS subsea cable at the 
Westhaven, Cumbrae shore end. 

1.2 Project Description 

The proposed project includes remedial works on the Westhaven, Cumbrae shore end on 
the Bute – Cumbrae Centre out of service cable as seen in Figure 1 below. Works include 
the removal of cable including between mean high-water springs (MHWS) to just beyond 
mean low water springs (MLWS). 

 

Figure 1 – Bute – Cumbrae Centre OOS Cable (Westhaven Shore End) Location Map and License 
Corridor  

1.3 Contractor requirements 

The appointed contractor should undertake works in strict adherence to the following 
documents: 

 Marine Licence granted for the remedial works and any relevant licence conditions. 
 Clyde Region Shore End Maintenance Construction Environmental Management 

Plan (CEMP). 
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2 Procedure 

2.1 Operational Activity 

1. Prior to commencement of operations correct cable will be confirmed by SSEN Senior 
Authorised Person (SAP). 

2. Mobilisation of 3 tonne excavator, welfare unit and cable cutting equipment close to 
project location. Access to site will be achieved through existing tracks and entrances with 
the plant machinery (following granted land consent). 

3. Disconnected subsea cable to be cut within the marine channel at low water. Cable to be 
removed from MLWS up to the shore end with a maximum of 50m of OOS cable removed. 

4. The cables will then be cut in 10m lengths, with handheld cutting tool, earthed and 
capped, with cold shrink cap at low water. The cut cables will then be removed from low 
water and shore environment. 

6. An excavator will then assist to pull the disconnected cable from the beach. 

7. Cut cable into sections and recycle (through a licenced recycling merchant). 

8. Reinstatement of working area using sand from local environment.  

2.2 Timing and Duration of Works 

Works will be undertaken at a low spring tide in daylight hours and are anticipated to take 2 
to 3 days.  
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