Annex Two to Licence Number MS-00009078

Item Material Description Quantity | Dimensions
Pontoon 1 | Heavy duty galvanised steel 1 57.5 metres (m) length
pontoon with mooring X 4m width, consisting
points of 14 sections*
Pontoon 2 | Heavy duty galvanised steel 1 27m length x 4m
pontoon with mooring width, consisting of 14
points sections™
Pontoon 200mm DD rubber type As Up to 87.5m; to cover
Fenders fender required | length and width of
Pontoon 1 and
Pontoon 2
Pontoon H-iron braces for connecting 20 4m length x 1.5m
Brace pontoons width
Float Sets of heavy duty 92 n/a
Straps galvanised steel float straps
between individual pontoon
sections
H Piles and | Universal Column (UC) 7 10m length x 2.54m
pile guides [ galvanised steel H-Piles*™* width
and adjustable UC
galvanised steel H-Pile
Guides.
Pile Fixing | UC galvanised steel H pile 12 0.5m length x 0.35m
Plate fixing plate (direct onto quay width
wall)
Access Galvanised steel access 2 25m length x 1.7m
Gangway ramp, complete with handrail, width
decked with non-slip GRP
flooring.
Shore Galvanised steel quay 2 2m length x 1.55m
Bridge mounted shore bridge head width
Head (for
connection of access
gangways)

Table 1 — Descriptions of the materials to be used during the Licensed Activity
and substances or objects to be deposited.

*Pontoons individual sectional dimensions are *9m x 2m and *6m x 2m.
**4 new galvanised steel H piles to be installed and 3 existing H piles to be re-used
for Pontoon 2



