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Existing Headland Projection Dismantled.

Existing Rock Armour Stones to be reused

to construct new Rock Armour Line.

New Rock Armour Line
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Min beach level approx. -0.5m

Geotextile Fabric Hps 12 Geofabrics or

equivalent laid to prevent migration of

Rock Armour Stones into Existing

Ground.

New Rock Armour Cross Section
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2nr row of

M50 7.0t

stone.

Base of Anchor Rocks. -1.5m

Min beach level approx. -0.5m

3.5m AOD

Existing

Rock

Armour

New

Rock

Armour

M50 3.0t stone, 1 layer thick,

Some element of movement

at toe. Existing construction

and depth not known.

Void between existing rock

armour and anchor stones

to be filled with secondary

row of 3.0t stone.

Geotextile Fabric Hps 12

Geofabrics or equivalent

laid to plug gap between

new anchor stones and

existing armour.

Place stone overlay to interlock

with layer below.

New textile laps existing rock

armour by 2.0m.

All materials and Construction in

accordance with "The Rock Manual"

(Circa C683 2nd edition)
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CDM - RESIDUAL HAZARDS       The following are considered to be significant risks
relevant to this drawing, which could not be fully mitigated or removed through
design:

Project Code   -   Originator   -   Zone   -   Level   -   Type   -   Role   -   Number

200565 C01

Highlands & Islands Airports Ltd

Stornoway Airport Coastal Protection

Typical Rock Armour 
Cross Sections

As Noted

200565-PEV-XX-ZZ-DR-C-0211

CDM - RESIDUAL HAZARDS

Further possible control measures have been identified within the Design Risk
Assessments which may help to mitigate these and other identified risks
further during the construction / maintenance process.

Section Updated to suit existing profiles and New
Rock Armour Detail added.
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