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Glossary 

Defined Term Definition 

Applicant (the) Ayre Offshore Wind Farm Limited (AOWFL). 

Array Area The Array Area is the area in which the Offshore Generation 
Assets will be located. 

Ayre Offshore Wind 
Farm Limited (AOWFL) 

A Special Purpose Vehicle (SPV) (legal entity) for the purpose 
of developing the Project. AOWFL are the Applicant for the 
Offshore Application. 

Benthic Living on or in the seabed. 

Biotope A term which refers to the combination of physical 
environment (habitat) and its distinctive assemblage of 
conspicuous species. The biotope concept is used to enable 
description and comparison. Within biotope names, Latin 
names of species are used in full on every mention (e.g. 
Genus species) and never abbreviated or referred to using a 
common name. 

Crown Estate Scotland 
(CES) 

Public corporation accountable to Scottish Government, 
responsible for the management of land and property in 
Scotland owned by the monarch. 

Cumulative effects  The effects of the Proposed Development assessed together 
with effects from the Onshore Infrastructure forming the 
Project as well as one or more different projects on the same 
receptor/resource.  

Effect Term used to express the consequence of an impact i.e. the 
result of change or changes on specific environmental 
resources or receptors. The significance of an effect is 
determined by correlating the magnitude of the impact with 
the importance, or sensitivity of the receptor or resource in 
accordance with defined significance criteria. 

Embedded mitigation  Measures that are adopted as part of the Proposed 
Development and therefore assessed within the EIA. The 
proposed approach for the EIA for the Proposed Development 
is that Embedded Mitigation includes both primary mitigation 
and tertiary mitigation. These are defined by the ISEP as 
follows: 
Primary: Modifications to the location or design of the 
development made during the pre-application phase that are 
an inherent part of the project, and do not require additional 
action to be taken. 
Tertiary: Actions that would occur with or without input from 
the EIA feeding into the design process. These include actions 
that will be undertaken to meet other existing legislative 
requirements, or actions that are considered to be standard 
practices used to manage commonly occurring environmental 
effects. 

Export Cable Corridor The area seaward of Mean High Water Springs (MHWS), which 
connects the Array Area with the Landfall area within which 
the Offshore Export Cables will be installed. 

Impact  A change caused by an action that occurs during a project’s 
lifetime. 
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Defined Term Definition 

Infauna Organisms living within the seabed sediment. 

Inter-Array Cables (IAC) Cables which link the Wind Turbines to each other and with 
the Offshore Substation Platforms (OSPs). 

Interconnector Cables Cables which will connect individual OSPs to each other to 
provide redundancy against cable failure elsewhere. 

Marine Directorate (MD) The Marine Directorate of the Scottish Government, formerly 
known as Marine Scotland. The planning and licensing 
authority for Scotland’s seas and custodian of Scotland’s 
National Marine Plan (NMP). The Marine Directorate - 
Licensing and Operations Team (MD-LOT) are specifically 
responsible for managing Section 36 Consent and Marine 
Licence Applications seaward of MHWS. 

Marine Directorate – 
Science, Evidence, Data 
and Digital (MD-SEDD) 

The scientific division of the MD, which provides expert 
scientific, economic and technical advice and services on 
issues relating to marine fisheries, aquaculture, marine 
renewable energy, and the aquatic environment and its flora 
and fauna. 

Marine Protected Areas 
(MPAs) 

MPAs are designated under the Marine (Scotland) Act 2010 
and the Marine and Coastal Access Act (MCAA) 2009. The MPA 
network protects nationally and internationally important 
marine wildlife, habitats, geology, and underwater landforms. 
Scotland’s MPAs are significantly important for European, 
North-East Atlantic, and global MPA networks. 

Maximum Design 
Scenario (MDS) 

The scenario within the design envelope likely to result in the 
greatest impact on a particular topic receptor and, therefore, 
the one that should be assessed for that topic receptor. 

Mean High Water 
Springs (MHWS) 

The average tidal height throughout the year of two 
successive high waters during those periods of 24 hours when 
the range of the tide is at its greatest. 

Mean Low Water Springs 
(MLWS) 

The average tidal height throughout the year of two 
successive low waters during those periods of 24 hours when 
the range of the tide is at its greatest. 

Mitigation Measures to avoid, prevent, reduce or control effects on the 
environment. See also definitions for Embedded Mitigation 
and Additional Mitigation. 

Offshore Export Cable Subsea cables used to transmit electricity generated offshore 
by the Wind Turbines from the OSPs to shore. The Transition 
Joint Bay (TJB) is the location where the Offshore Export 
Cables terminate, and the onshore cabling begins. 

Offshore Generation 
Assets  

The infrastructure of the Proposed Development required to 
generate electricity comprising of the Wind Turbines, Wind 
Turbine foundations and associated infrastructure e.g. IACs.  

Offshore Infrastructure All of the Offshore Infrastructure associated with the 
Proposed Development that is located seaward of MHWS, 
comprising the Offshore Generation Assets and the Offshore 
Transmission Assets. 
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Defined Term Definition 

Offshore Scoping Report The Report that presents the findings of the EIA scoping 
process undertaken for the Proposed Development with the 
purpose of obtaining a Scoping Opinion. The Report defines 
what is intended to be assessed and reported as part of the 
EIA.  

Offshore Substation 
Platform(s) (OSPs) 

OSPs comprise the support structure, topside and electrical 
components used for collecting and/or converting electricity 
generated by the Wind Turbines for transmission by the 
Offshore Export Cables. 

Offshore Transmission 
Assets  

The infrastructure of the Proposed Development required to 
transmit the generated electricity comprising of the OSPs, 
Offshore Export Cables and associated infrastructure up to 
MHWS. 

Operation and 
Maintenance (O&M) 

The phase of the Proposed Development following completion 
of construction. This phase of development includes routine 
inspections, repairs and replacement of infrastructure and 
equipment (including interconnector and IACs), scour 
protection replenishment or replacement, major component 
replacement, painting and/or other coating works, removal of 
marine growth, and replacement of access ladders. 

Project Design Envelope 
(PDE) 

A description of the range of possible elements that make up 
the design options for the Proposed Development under 
consideration when the exact engineering parameters are not 
yet known. 

Proposed Development  Term used to define the Offshore Infrastructure associated 
with the Project seaward of MHWS for which consent is being 
sought. Further details of the parameters are included in 
Section 3: Project Description. 

Scoping Opinion A document produced by MD-LOT which is issued in response 
to submission and review of the scoping report. The scoping 
opinion is supported with feedback and advice from 
consultees, which details what is expected to be included in 
the Offshore EIA Report and what can be scoped out of the 
EIA process.  

Scoping Workshop A series of sessions preceding the finalisation of the Offshore 
Scoping Report to provide an opportunity for the Applicant to 
consult on the draft scope and for stakeholders to request 
additional information on key issues. 

Scottish Offshore and 
Territorial Waters 

These include territorial waters extending 12 nautical miles 
from the low water line along the coast, waters as defined in 
the Scottish Adjacent Waters Boundaries Order 1999, the 
Scottish Zone of the UK Exclusive Economic Zone, and waters 
included in the Scottish Offshore Marine Region. 

Site Boundary The boundary within which all elements of the Proposed 
Development will be located. The Site Boundary comprises 
the Array Area and Export Cable Corridor which ends at 
MHWS.  

Spring Tidal Excursion The distance suspended sediment is transported prior to 
being carried back on the returning tide. 
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Defined Term Definition 

Statutory Nature 
Conservation Body 
(SNCB) 

A statutory adviser to the UK and Scottish Governments on 
Scottish, UK and international nature conservation. 

Subtidal Areas of the coastal marine environment that lie below the 
level of MLWS and are continuously submerged by seawater. 

Thistle Wind Partners 
(TWP) 

The Joint Venture (JV) of DEME Concessions, Qair Marine, and 
Aspiravi International that have partnered to develop the 
Project. 

Tidal Ellipse The illustration of the variance of tidal currents in horizontal 
space.  
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Acronyms 

Acronym Definition 

AOWFL Ayre Offshore Wind Farm Limited 

CaP Cable Plan 

CBA Cable Burial Assessment 

CBRA Cable Burial Risk Assessment 

CES Crown Estate Scotland 

CPS Cable Protection System 

CSIP Cable Specification and Installation Plan 

DDV Drop Down Video 

EIA Environmental Impact Assessment 

EMF Electromagnetic Field 

EMP Environmental Management Plan 

FeAST Feature Activity Sensitivity Tool 

HDD Horizontal Directional Drilling 

HRA Habitat Regulation Assessment 

HVDC High Voltage Direct Current 

IAC Inter-Array Cable 

INNS Invasive Non-Native Species 

JNCC Joint Nature Conservation Committee 

MD-LOT Marine Directorate-Licensing Operations Team 

MDS Maximum Design Scenario 

MFE Mass Flow Excavator 

MMMP Marine Mammal Mitigation Plan 

MPA Marine Protected Area 

MPCP Marine Pollution Contingency Plan 

MU Management Unit 

MvOWL Morven Offshore Windfarm Limited 

MZ Mitigation Zone 

NEQ Net Explosive Quantity 

OWF Offshore Wind Farm 

O&M Operation and Maintenance 

OSP Offshore Substation Platform 

POA Plan Option Area 

RIAA Report to Inform Appropriate Assessment 

RMS Root Mean Square 

ROV Remotely Operated Vehicles 

SC Subsea Collector 
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Acronym Definition 

SNCBs Statutory Nature Conservation Bodies 

SSC Suspended Sediment Concentration 

SSE Scottish and Southern Energy 

TSHD Trail Suction Hopper Dredger 

TTS Temporary Threshold Shift 

TWP Thistle Wind Partners Limited 

UK United Kingdom 

UXO Unexploded Ordnance 

WFD Water Framework Directive 

ZoI Zone of Influence 

 

Table of Units 

Units Definition 

% Percentage 

cm Centimetre 

mm Millimetres 

m Metre 

km Kilometre 

nm Nautical mile 

m2 Metres squared 

km2 Kilometres squared 

m3 Metres cubed 

m/s Metres per second 

m/yr Metres per year 

dB Decibel 

µPa Micropascal 

GW Gigawatts 
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1 Marine Protected Areas Assessment 

1.1 Introduction  

1.1.1 This report addresses specific consideration of Marine Protected Areas 
(MPAs) which is required for consent applications in United Kingdom (UK) 
waters. This report presents the assessment of the likely significant 
effects on relevant MPAs, that may potentially occur as a result of the 
Proposed Development during the construction, Operations and 
Maintenance (O&M) and decommissioning phases. This report sits 
alongside the Offshore Environmental Impact Assessment (EIA) Report 
however it is a standalone assessment. 

ScotWind Leasing Round  

1.1.2 In 2020, Crown Estate Scotland (CES) launched the ScotWind leasing 
process to facilitate the increase in offshore wind capacity to support the 
Scottish Government’s 2045 Net Zero target (Scottish Government, 2024). 
The Climate Change Committee estimates that around 88 GW of offshore 
wind by 2040 will be needed to deliver Net Zero, with the combined 
capacity of the ScotWind leasing round (27.6 GW) covering a significant 
portion of this (CCC, 2025; CES, 2022). On top of the progression towards 
the 2045 Net Zero and 2040 offshore wind capacity targets, the ScotWind 
leasing round also has wider benefits such as creating Scottish jobs and 
investment, supporting the supply chain and providing additional revenue 
for the Scottish Government. Following the ScotWind leasing round in 
2022, Thistle Wind Partners (TWP), as the development company for Ayre 
Offshore Wind Farm Limited (AOWFL) (hereafter referred to as ‘ the 
Applicant’), were successful in securing the option to develop a 
commercial scale Offshore Wind Farm (OWF) project in the NE2 Plan 
Option Area as defined in the Scottish Government’s Sectoral Marine Plan 
for Offshore Wind Energy (Scottish Government, 2020). AOWFL entered 
into an Option to Lease Agreement with CES, to secure the rights to 
develop within the POA. The Proposed Development will be situated in 
the NE2 POA with further information on the Proposed Development, and 
the Project as a whole, covered in Section 1.6.  

The Project and the Proposed Development 

1.1.3 For the purpose of developing the offshore and onshore elements of Ayre 
OWF they are collectively known as the Project.  

1.1.4 The Project is an estimated 1 GW OWF, with the Array Area located 
approximately 22 km off the Orkney coast at the closest point to the 
mainland. The Offshore Export Cables will reach Landfall at Sinclair’s Bay, 
Caithness. The Site Boundary comprises of the Array Area and the Export 
Cable Corridor, as shown in Figure 1.1. The Proposed Development is 
located seaward of Mean High Water Springs out to Scottish Offshore and 
Territorial Waters. The Onshore Infrastructure, located in Caithness, is 
subject to a separate onshore planning application under The Town and 
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Country Planning (Scotland) Act 1997, and is located landward of Mean 
Low Water Springs. The onshore planning application was submitted in 
August 2025 (Planning reference: 25/02964/PIP) to The Highland Council. 

1.1.5 For the purposes of this MPA Assessment, the Proposed Development 
refers to the Offshore Infrastructure only. A more detailed description of 
the Proposed Development is provided in Section 1.6. The full project 
description is provided in Volume 1, Chapter 3: Project Description of the 
Offshore EIA Report.  

Supporting Information 

1.1.6 This assessment presented is informed by the following Offshore EIA 
Report technical chapters: 

• Volume 2, Chapter 7: Physical Processes; 
• Volume 2, Chapter 8: Benthic Ecology; 
• Volume 3, Technical Appendix 4.1: Scoping Report; 
• Volume 3, Technical Appendix 4.2: Scoping Opinion; and  
• Volume 3, Technical Appendix 8.1: Benthic Ecology Technical Report. 

1.2 Purpose of this Assessment 

1.2.1 Specific consideration of MPAs is required for consent applications in UK 
waters. In Scotland, MPAs designed to conserve marine biodiversity 
species, habitats and geodiversity (the variety of landforms and natural 
processes that underpin the marine landscapes) are referred to as nature 
conservation MPAs (hereafter referred to as an MPA). Under section 126 of 
the Marine and Coastal Access Act 2009 and under section 83 of the 
Marine (Scotland) Act 2010, public authorities who are responsible for 
granting authorisation for a licensable activity (in this case MD-LOT on 
behalf of Scottish ministers)  are required to consider whether the activity, 
which is subject to the application (i.e. the marine licensable activities 
subject to a marine licence application), is capable of affecting (other than 
insignificantly) a protected feature in an MPA, or any ecological or 
geomorphological process which the conservation of any protected 
feature in an MPA is (wholly or in part) dependant. There are a number of 
criteria which must be satisfied before MD-LOT can grant a marine 
licence, primarily MD-LOT must be satisfied that there is no significant 
risk of the licensable activity hindering the achievement of the 
conservation objectives for the MPA.  If MD-LOT is not satisfied that there 
is no significant risk of the licensable activity hindering the achievement 
of the conservation objectives, there are other criteria which must be met 
for the licence to be granted (Scottish Government, 2025).  

1.2.2 This report provides evidence to assess whether the Proposed 
Development could significantly hinder the conservation objectives of any 
screened in MPAs.  

1.2.3 It should be noted that other designated sites, such as Special Areas of 
Conservation, Special Protection Areas and RAMSAR sites, designated 
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under the Habitats Directive, will be addressed in the Habitats Regulations 
Assessment (HRA, Report to Inform Appropriate Assessment (RIAA) 
document reference: TWP-AYR-RPS-ENV-RPT-00019). 

1.3 Legislation and Guidance 

1.3.1 The MPA Screening and Stage 1 Assessment process have been 
undertaken to address provision for MPAs in the Marine (Scotland) Act 
2010 and the Marine and Coastal Access Act 2009 with the aim of: 

• conserving marine flora or fauna; 
• conserving marine habitats or types of such habitat; and 
• conserving features of geological or geomorphological interest. 

1.3.2 This document is informed by guidance published by the Scottish 
Government (2025) and Marine Scotland’s Nature Conservation Marine 
Protected Areas: Draft Management Handbook (2014) on how these MPA 
assessments should be undertaken and by advice from the Statutory 
Nature Conservation Bodies (SNCBs) during consultation in the pre-
application phase (as outlined in Section 1.4). This MPA assessment has 
been undertaken based on the Proposed Development information 
detailed within Volume 1, Chapter 3: Project Description.  

1.4 Consultation 

1.4.1 The approach to consultation for the Proposed Development is set out in 
Volume 1, Chapter 5: Consultation and Engagement. A summary of the 
issues raised during consultation activities undertaken to date specific to 
MPA Assessment is presented in Table 1.1, together with how these issues 
have been considered in the production of this assessment. 
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Table 1.1: Summary of Key consultation Issues Raised During Consultation Activities Undertaken for the Proposed Development Relevant to 
the MPA Assessment 

Date Consultee and Type of 
Consultation 

Summary of Issue(s) Raised Response to Issue Raised and/or 
Where Considered in this 
Chapter 

06 March 2024 ABPmer, NatureScot, Marine 
Directorate – SEDD, Orkney 
Island Council and NatureScot 
 
Scoping Workshop 

The Applicant outlined in this meeting 
that Noss Head MPA would be screened 
in for an MPA assessment. 

No comments were provided in 
the meeting minutes in relation 
to this screening conclusion 
(Section 1.7 and Table 1.9). 

15 August 2024 NatureScot 
 
Scoping Opinion 

NatureScot were in agreement that Noss 
Head MPA should be screened in for 
indirect impacts (increased suspended 
sediment concentrations and associated 
deposition as well as changes to physical 
processes). 

The indirect impact of the 
Proposed Development has been 
considered in Section 1.9. 

NatureScot state that although the North-
West Orkney MPA and Southern Trench 
MPA are over 100 km and 65 km away 
from the Proposed Development and 
impacts associated with underwater 
noise are unlikely, it is premature to 
screen this site out before underwater 
noise modelling is undertaken. 

The MPA Screening provided in 
Section 1.7 has taken in to 
account modelling undertaken 
for the Offshore EIA Report, 
which found behavioural effects 
would not extend to the North-
West Orkney MPA or Southern 
Trench MPA. 

02 October 2024 MD-LOT 
 
Scoping Opinion 

MD-LOT stated that it was premature to 
screen out the North-West Orkney MPA 
before any underwater noise modelling 
was undertaken. 

The MPA Screening provided in 
Section 1.7 has taken into 
account the underwater noise 
modelling undertaken for the 
Offshore EIA Report (the full 
results of which can be found in 
Volume 3, Technical Appendix 
10.4: Subsea Noise Technical 
Report), which found behavioural 
effects would not extend to the 
North-West Orkney MPA. 
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1.5 Methodology 

1.5.1 The Marine (Scotland) Act 2010 and the Marine and Coastal Access Act 
2009 introduced provisions to support the management of MPAs. Marine 
Scotland’s Nature Conservation Marine Protected Areas: Draft 
Management Handbook (Marine Scotland, 2014) recommends a staged 
approach to the MPA assessment, starting with a preliminary screening 
process which should identify whether the impacts associated with a 
project can reasonably be predicted to be ‘capable of affecting (other than 
insignificantly)’ the protected features of an MPA.  

1.5.2 If the initial MPA screening identifies an MPA with protected features 
which may be affected other than insignificantly, the relevant licensable 
activities, sites or impacts are screened into the MPA Assessment 
process, these are then considered within the Stage 1 assessment. 

1.5.3 The Stage 1 assessment focuses on determining whether the impacts 
identified in the screening would or might significantly hinder, or there is 
or may be a significant risk of the impacts hindering, the achievement of 
the conservation objectives. Full details of each of these stages of the 
approach have been provided in the sections below. 

MPA Screening 

1.5.4 In the first instance, a screening stage will be undertaken to identify 
impacts that can reasonably be predicted to occur as a result of the 
Proposed Development. This can be determined by considering whether 
the activity will exert pressures to which the protected feature(s) is 
sensitive. This information is provided in the Advice on Operations 
document for each MPA or from the Feature Activity Sensitivity Tool 
(FeAST) where MPA specific advice is not available.  

1.5.5 Secondly, if it is concluded that there is a ‘capability of affecting’ an MPA, 
the focus will then be on considering whether the activity will affect the 
protected features of an MPA (other than insignificantly). Where it is 
concluded that the impacts of a project are capable of affecting (other 
than insignificantly) the protected features of an MPA, then a Stage 1 
assessment is required to consider the potential impact of the project on 
the conservation objectives of the relevant MPA.  

Proposed Development MPA Screening Criteria 

1.5.6 To determine the capability of the activities associated with the Proposed 
Development to affect the features of any MPA, it is proposed that MPAs 
which satisfy the following criteria are screened in: 

• MPAs with physical overlap with the Proposed Development; and 
• MPAs within the Zone of Influence (ZoI) for individual topics: 

• Benthic ecology: The ZoI for benthic ecology is defined as the 
Site Boundary and one spring Tidal Excursion Ellipse, with a 
reasonable level of precaution applied (in line with the Benthic 
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Ecology Study Area defined in Volume 2, Chapter 8: Benthic 
ecology). The spring tidal excursion ellipses in the offshore 
environment was modelled to extend between 5 to 16 km 
(Volume 2, Chapter 7: Physical Processes). For the purposes of 
Proposed Development MPA screening, a buffer of 16 km was 
applied as this represents the maximum distribution of 
suspended sediment over one spring tidal excursion. This buffer 
is considered to be sufficiently precautionary to capture all sites 
likely to be in the ZoI which may be impacted by direct and 
indirect effects associated with the Proposed Development in all 
its phases; 

• Fish and shellfish: The ZoI defined as a 100 km radius around 
the Site Boundary (in line with the Fish and Shellfish Ecology 
Study Area presented in Volume 2, Chapter 9: Fish and Shellfish 
Ecology). This ZoI was chosen due to the mobile nature of fish 
and shellfish species and to encompass the ZoI of all direct and 
indirect impacts associated with the Proposed Development; 

• Marine mammals: The ZoI defined as the UK waters within the 
Regional Marine Mammal Study Area (as described in Volume 2, 
Chapter 10: Marine mammals). This ZoI was informed by Marine 
Mammal Management Units (MU), namely the North Sea MU for 
harbour porpoise Phocoena phocoena¸ the Coastal East 
Scotland MU and Greater North Sea MU for bottlenose dolphin 
Tursiops truncatus and the Celtic and Greater North Seas MU for 
minke whale Balaenoptera acutorostrata, Risso’s dolphin 
Grampus griseus and white-beaked dolphin Lagenorhynchus 
albirostris; and 

• Ornithology: The ZoI is defined as a 100 km radius from the 
Proposed Development. This ZoI was chosen as it encompasses 
the foraging ranges of the protected bird species designated for 
the MPAs in the region which may interact with the Proposed 
Development directly or indirectly. 

1.5.7 These ZoI’s were initially defined within the Volume 3, Technical Appendix 
4.1: Scoping Report, however, the above definitions (Paragraph 1.5.6) have 
been revisited and revised where necessary for the Offshore EIA report to 
take in to account updates to modelling (physical processes modelling 
from Chapter 3, Appendix 7.1: Physical Processes Technical Report and 
underwater noise modelling from Chapter 3, Appendix 10.4: Subsea Noise 
Technical Report). As a result, the benthic ecology ZoI was revised from 
15 km to 16 km. Based on the additional evidence provided by the EIA, it 
is therefore concluded that the ZoIs applied in Paragraph 1.5.6 are 
sufficient to ensure all of the potentially affected MPAs can be captured. 

1.5.8 The MPA Screening has been presented in Section 1.7. 
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Stage 1 Assessment 

1.5.9 The Stage 1 assessment for the Proposed Development is presented in 
this document which has been submitted alongside the Offshore EIA 
Report and considers the extent of the potential impact of the Proposed 
Development, in all phases (i.e. construction, O&M and decommissioning), 
on the MPAs screened into the assessment in more detail. The Stage 1 
assessment stage focuses on determining whether there is, or may be, a 
significant risk of the Proposed Development hindering the achievement 
of the conservation objectives of the screened in MPA(s).  

1.5.10 As with the screening process described in Paragraphs 1.5.4 to 1.5.7 
aspects such as scale, timing and duration of the proposed activities are 
considered. However, while the screening focuses on the protected 
features, this Stage 1 assessment will focus on the potential impact on 
achieving the conservation objectives of the MPA protected features. 
Consideration of cumulative effects with other projects, plans, activities 
and functions will also be undertaken. 

1.5.11 The conservation objectives for MPA protected features are high level 
criteria describing the desired condition of the MPA protected feature. The 
conservation objectives of an MPA should ensure that its protected 
features:  

• so far as already in favourable condition, remain in such condition; 
and  

• so far as not already in favourable condition, be brought into such 
condition and remain in such condition. 

1.5.12 The MPA Stage 1 assessment will, therefore, consider whether the 
Proposed Development could potentially affect these conservation 
objectives for each MPA screened into the assessment. 

1.5.13 This assessment has been undertaken by identifying the attributes 
associated with the relevant protected features. These attributes are 
identified in Conservation and Management Advice for an MPA. The 
attributes are identified as either physical or ecological. The magnitude of 
the impacts is therefore considered in relation to the physical attributes 
to determine if the processes, extent and structure of the protected 
features will be affected. The sensitivity, based on data from the MarESA 
and FEAST tool are used to determine if the ecological attributes of the 
feature could be affected. This assessment then determines if the 
impacts are likely to hinder the conservation objectives of an MPA. 
Although this assessment is undertaken independent of the Offshore EIA 
report, it is supported by assessments undertaken in the EIA report, 
particularly Volume 2, Chapter 7: Physical Processes and Volume 2, 
Chapter 8: Benthic ecology. 

1.5.14 When considering whether an activity may hinder the conservation 
objectives of a site, consideration should be given to the direct impact of 
an activity upon a protected feature as well as any applicable indirect 
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impacts. Such an indirect impact could include changing the 
effectiveness of a management measure put in place to further the 
conservation objectives. 

Stage 2 Assessment 

1.5.15 The Stage 2 assessment, if required, considers whether the conditions in 
section 83 of the Marine (Scotland) Act 2010 and sections 126(7)(b) and 
(c) of the Marine and Coastal Access Act 2009 can be met. The Marine 
Scotland advises that if an act is capable of affecting (other than 
insignificantly), Scottish Ministers must not grant authorisation unless 
either: 

• satisfies Scottish Ministers that there is no other means of 
proceeding with the act which would create a substantially lower 
risk of hindering the achievement of those objectives or (as the case 
may be) that purpose; 

• satisfies Scottish Ministers that the benefit to the public of 
proceeding with the act clearly outweighs the risk of damage to the 
environment (or the marine historic asset) that will be created by 
proceeding with it; and 

• satisfies Scottish Ministers that the person will undertake, or make 
arrangements for the undertaking of, measures of equivalent 
environmental benefit to the damage which the act will or is likely to 
have in or on the marine protected area concerned. 

1.5.16 In determining “public benefit”, the decision maker should consider 
benefits at a national, regional or local level.  

1.6 Project Description 

1.6.1 Relevant information from Volume 1, Chapter 3: Project Description. 

Offshore Infrastructure 

Offshore Generation Assets 

• up to 67 Wind Turbines (each comprised of three rotor blades, a 
nacelle housing the generating unit, hub and tower section) and 
associated supporting structures which may be floating or fixed 
foundations including mooring and anchoring systems; 

• connectors and ancillaries for mooring and anchoring systems, 
including buoyancy elements and clump weights; 

• a network of up to 185 km of Inter-Array Cables (IACs) which may be 
either static and/or dynamic cables depending on the Wind Turbine 
foundations used; 

• up to 60 km of Interconnector Cables; 
• up to 20 Subsea Collectors (SCs); and  
• scour and cable protection (as required). 
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Offshore Transmission Assets 

• up to two Offshore Substation Platform (OSPs) with fixed 
foundations and supporting infrastructure including scour protection 
(as required);  

• up to four Offshore Export Cables totalling approximately 360 km in 
length; and 

• cable protection and utility crossings where required. 

Site Preparation Activities 

1.6.2 Prior to the installation of Offshore Infrastructure, it is likely that seabed 
preparation will be required, including pre-sweeping, seabed-levelling, 
boulder clearance, pre-cut trenching and the removal or avoidance of 
debris (e.g. fishing nets, out of service utilities, lost anchors, or 
Unexploded Ordnance (UXO)). Excavation may also be required to allow 
access and removal where debris is found to be present below the seabed 
surface. Furthermore, pre- and post-installation of rock berms, concrete 
mattresses and other Cable Protection Systems (CPSs) (e.g. 
steel/rubber/plastic sleeves or tubes) may be needed in different 
configurations for installation of cable systems in locations where the 
cable(s) routing cannot avoid steep slopes or need to cross channels in 
the Array Area or Export Cable Corridor.  

1.6.3 Site preparation activities will continue throughout the construction 
phase as required and, therefore, these activities can be undertaken at 
any point within the construction programme. 

Clearance of Unexploded Ordnance 

1.6.4 UXO originating from World War I, World War II, or military training 
exercises, may be present within the Array Area and Export Cable Corridor. 
Due to the health and safety risks posed by UXO, and potential 
interactions with planned locations of installed infrastructure and vessel 
activities, it is necessary for UXO to be surveyed and managed carefully 
before the construction phase and installation of Offshore Infrastructure 
commences. 

1.6.5 A desk-based study of the Proposed Development (Volume 3, Technical 
Appendix 19.2: Unexploded Ordnance Technical Report) reviewed the 
relevant military history in the vicinity of the Proposed Development and 
the likelihood of encountering UXO. Based on known military activity, the 
desk-based study concluded that there was a varying low-moderate and 
moderate risk from encountering UXO within the Site Boundary. Further 
assessment of UXOs has been undertaken within the relevant topic 
chapters (Volume 2, Chapters 7 to 23) on the basis of the desk-based 
study (Volume 3, Technical Appendix 19.2: Unexploded Ordnance Technical 
Report).  

1.6.6 Methodologies considered within the Project Design Envelope (PDE) to 
avoid/clear UXOs are as follows: 
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• avoid and leave in situ; 
• micrositing of Offshore Infrastructure to avoid UXO; 
• relocation of UXO to avoid detonation;  
• low order technique (e.g. deflagration); and 
• high order detonation (with associated mitigation measures). 

1.6.7 Due to the health and safety risks that UXOs pose, the Applicant would 
seek to either avoid UXOs entirely, avoid UXOs via micrositing, or relocate 
UXO where practicable. If methods cannot be employed to avoid UXOs, a 
specialist contractor will clear UXOs in advance of further site preparation 
and construction works taking place. The preferred clearance method for 
UXO is use of a low order technique with a single donor charge of 0.25 kg 
Net Explosive Quantity (NEQ) for each clearance event. Up to 0.5 kg NEQ 
clearance shot will be required for neutralisation of residual explosive 
material at each location. Detailed design work would be required to 
confirm planned locations of infrastructure, prior to conducting any UXO 
surveys. The Applicant has assumed that up to 20 UXOs may require 
clearance based upon the desk-based study. As a risk remains that 
unintended high order detonation may occur, all of the clearance events 
have been assumed to have the potential to result in high order 
detonation (see Volume 2, Chapter 10; Marine Mammals and Volume 3: 
Technical Appendix 10.4: Subsea Noise Technical Report). 

1.6.8 Table 1.2 presents the PDE for UXO clearance. 

Table 1.2: PDE for Unexploded Ordnance Parameters 

Parameter Maximum Design  

Theoretical maximum weight anticipated to be encountered (kg) 1,170 

Maximum realistic charge weight (kg) 720 

Maximum estimated number of UXOs anticipated to be identified 20 

Maximum estimated number of UXOs anticipated to be cleared 20 

Maximum number of detonation activities occurring within 
24 hours 

2 

Maximum total duration of UXO clearance activities (days) 20 

Sandwave Clearance 

1.6.9 Prior to the installation of Offshore Infrastructure, existing sandwaves 
may need to be cleared in some areas of the Proposed Development. 
There are two main reasons for undertaking sandwave clearance: 

• To provide a relatively flat seabed surface for cable installation and 
so that cable burial tools can work effectively: if cables are installed 
up or down a slope over a certain angle, or where the cable burial 
tool is working on a camber, the ability to meet target burial depths 
may be impacted. 

• In order for cables to be buried at the target burial depth and 
remain buried for the operational lifetime of the Proposed 
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Development (30 years): as sandwaves are generally mobile in 
nature, the cable must be buried beneath the level where natural 
sandwave movement could uncover it. Therefore, for this to be 
achieved, mobile sediments may need to be removed before cables 
are installed and buried. 

1.6.10 The northern section of the Array Area is primarily characterised by sandy 
regions, with prominent megaripples oriented from west to east and 
heights ranging from 0.2 to 0.4 m (see Volume 3, Technical Appendix 7.1: 
Physical Processes Technical Report). These are most prevalent in central 
and eastern areas. In contrast to the northern section of Array Area, 
megaripples are far less widely distributed in the southern section of the 
Array Area. However, they are present in central southern areas along with 
small sandwaves with heights of up to 1 m. Along the Export Cable 
Corridor, there are sandy regions occasionally exhibiting ripples, 
megaripples, or sandwaves, which are expected to be mobile. Sandwaves 
are found to exceed 7 m in height in places along the Export Cable 
Corridor and to be migrating at rates of (up to) approximately 5 m/yr.  

1.6.11 Sandwave clearance is likely to be required in specific discrete areas of 
the Proposed Development (e.g. along IACs and Offshore Export Cables) 
and could occur throughout the construction phase. 

1.6.12 Sandwave clearance methods could include mass flow excavator or 
dredging, or a combination of both. 

1.6.13 Excavated material will be deposited within the Site Boundary and close 
to the excavation location. This is so that a broadly similar composition of 
sediment is retained within the disposal location.   

1.6.14 Table 1.3 presents the PDE for sandwave clearance. A geophysical survey 
campaign will be completed prior to construction which will allow the 
final parameters for sandwave clearance to be defined. 

Table 1.3: PDE for Sandwave Clearance  

Parameter Maximum Design  

Array Area* 

Maximum width of sandwave clearance along IACs (m) 58.6 

Maximum percentage of total length of IACs requiring sandwave 
clearance (%) 

0.37 

Maximum area of sandwave clearance along IACs (m2) 39,613.6 

Maximum volume of sandwave clearance along IACs (m3) 158,238 

Maximum area of sandwave clearance for SCs (m2) 2,144 

Maximum volume of sandwave clearance for SCs (m3) 4,121.6 

Export Cable Corridor 

Maximum width of sandwave clearance along Offshore Export 
Cables (m) 

58.6 
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Parameter Maximum Design  

Maximum percentage of total length of Offshore Export Cables 
requiring sandwave clearance (%) 

1.4 

Maximum area of sandwave clearance along Offshore Export 
Cables (m2) 

300,419 

Maximum volume of sandwave clearance along Offshore Export 
Cables (m3) 

1,200,035.4 

* No sandwave clearance is expected for the Interconnector Cables and OSPs.  

Boulder Clearance 

1.6.15 Boulder clearance will be required in some areas of the Proposed 
Development prior to installation of Offshore Infrastructure, in particular, 
along IACs and Offshore Export Cables. A boulder is defined as being over 
256 mm (Wentworth Scale) in diameter and/or length.  

1.6.16 Boulder clearance is required to aid cable installation and increase the 
success rate for achieving minimum target burial depth during cable 
burial, therefore, reducing the risk of further cables burial works and/or 
the need for cable protection. Boulder clearance also reduces the risk of 
cable damage during installation and subsequent burial. The PDE for 
boulder clearance for the Proposed Development is presented in Table 1.4. 

1.6.17 Boulders may be cleared using one or a combination of the following: 

• a boulder grabber or Remotely Operated Vehicle (ROV), where 
boulders would be picked up from the seabed and relocated to 
designated areas within the Site Boundary;  

• a displacement plough to clear boulders from the cable route 
creating a path for cable installation; and/or 

• pre-lay grapnel runs used to prepare the seabed before cable 
installation.  

1.6.18 Geophysical and pre-construction surveys, and the parameters of any 
boulders present (e.g. size, density and location of boulders), will inform 
the boulder clearance methodology to be used.  

Table 1.4: PDE for Boulder Clearance 

Parameter Maximum Design Scenario 

Maximum width of boulder clearance along IACs and 
Offshore Export Cables (m)* 

25 

Maximum area of boulder clearance along IACs (m2) 239,368 

Maximum percentage of total length of IACs requiring 
boulder clearance (%) 

5.2 

Maximum area of boulder clearance along Offshore Export 
Cables (m2) 

871,856 

Maximum percentage of total length of Offshore Export 
Cables requiring boulder clearance (%) 

9.7 

* No boulder clearance is expected for the Interconnector Cables.  
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Construction Phase 

Methodology 

1.6.19 Construction of the Proposed Development is expected to occur over a 
period of five years cumulatively aligning with the following indicative 
construction series: 

• Step 1 – Offshore Export Cables Landfall installation; 
• Step 2 - anchoring and mooring transport and installation; 
• Step 3 – OSP topside and fixed foundation installation and 

commissioning; 
• Step 4 – Interconnector Cable and IAC Installation, including cable 

burial and/or protection, where required; 
• Step 5 – Offshore Export Cable installation, including cable burial 

and/or protection, where required; and  
• Step 6 – Wind Turbine and foundation transport, installation and 

commissioning.  

Step 1 – Offshore Export Cables Landfall installation 

1.6.20 It is proposed that the Offshore Export Cables are installed in the 
intertidal zone using trenchless technology, such as Horizontal Directional 
Drilling (HDD). HDD involves drilling a hole (or holes) along an underground 
pathway from one point to another, through which the Offshore Export 
Cables are installed, without the need to excavate an open trench.  The 
drilling installation will commence from above mean high water springs, 
with the HDD exit point (punch out location) located seaward of mean low 
water springs. As such, no construction works are planned to take place 
in the intertidal zone. 

Step 2 – Anchoring and mooring transport and installation 

1.6.21 Anchoring and mooring systems will be transported to the Proposed 
Development by vessel and pre-laid at the installation locations (exact 
locations to be confirmed at final design stage (post-consent)), prior to 
installation of all other Offshore Infrastructure. There are several 
anchoring options being considered, these comprise either driven and/or 
drilled piles or gravity bases, depending on seabed conditions. Driven piles 
will be installed in the seabed using a vibro/hydraulic hammer until any 
hard ground is encountered. Drilling techniques may be used to install the 
remaining length of pile, if required. Gravity bases will be lowered on to 
the seabed using a heavy lift crane. Anchoring systems will be transported 
to site using a transportation vessel (e.g. heavy transport vessel or cargo 
barge) and installed on the seabed using a Dynamic Positioning vessel. 
The mooring lines will then be connected to the anchoring system using 
long term mooring connectors, or similar. 
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Step 3 – OSP topside and fixed foundation installation and 
commissioning 

1.6.22 The OSP jackets will be installed on the seabed using either driven or 
drilled piles, or a combination of both. These piles will be transported by 
vessel from the fabrication site or port facility to the Array Area and 
installed at the designated locations, which will be confirmed during the 
final design stage following consent. Installation will follow previously 
described methods, and in some cases, drilling and driving may be 
combined. 

1.6.23 Piling operations will begin with a soft start, using a lower hammer energy 
of 675 kJ, and gradually increase to a maximum of 4,500 kJ over a 30-
minute period. Up to two concurrent piling events may occur, either 
between two OSPs or between an OSP and a wind turbine location, with 
a minimum separation of 1 km and a maximum of 15 km. Once piling is 
complete, the OSP jackets will be delivered to site by barge or installation 
vessel, lowered onto the pre-installed piles using a crane, and secured by 
grouting. 

1.6.24 The design parameters for driven piles include a maximum of 36 piles, 
hammer energy up to 4,500 kJ, and a soft start at 15% of maximum energy 
for up to 20 minutes. Each pile may require up to 12 hours of piling, with 
a maximum of five piles installed per day and a total of 36 days of piling 
across the construction phase. For drilling, the maximum depth is 60 m, 
with rates between 1 and 2 m per hour and up to 60 hours per pile. The 
total drilling duration for the Array Area may extend to 90 days, generating 
up to 954 m³ of drill arisings per pile and 34,352 m³ overall. Two 
concurrent drilling events may occur. 

1.6.25 Once the jacket foundations are in place, the OSP topsides will be 
transported to the Array Area by vessel or barge, lifted onto the 
foundations, and secured by welding or bolting. Rigging, welding, and 
bolting equipment will be available on the installation vessel. 
Commissioning works are expected to be carried out using a dynamically 
positioned vessel, supported by additional supply vessels as required, 
with Crew Transfer Vessels used for personnel movements. 

Step 4 – Interconnector Cable and IAC installation, including cable 
burial and/or protection 

1.6.26 A cable lay vessel will be used for installation (lay) of the IACs and 
Interconnector Cables using various equipment such as a carousel or 
reels, tensioners and cable lay spread. IACs and Interconnector Cables are 
typically surface laid prior to cable burial or installation of external cable 
protection post lay. Cable lay and cable burial can also be performed 
simultaneously. 

1.6.27 There are several options which may be used to bury cables to the 
minimum target burial depth. Equipment that may be used to bury the 
static portion of the IAC and Interconnector Cables include: 
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• Jet trenchers or mass flow excavators which inject water at high 
pressure into the sediment surrounding the cable. Jet trenching 
tools use water jets to fluidise the seabed which allows the cable to 
sink into the seabed under its own weight. 

• Mechanical trenchers, usually mounted on tracked vehicles, which 
use chain cutters or wheeled arms with teeth or chisels to cut a 
trench across the seabed.  

• Cable ploughs are usually towed either from a vessel or vehicle on 
the seabed. There are two types of plough:  

• a displacement plough which creates a V shaped trench into 
which the cable can be laid; or  

• a non-displacement plough which simultaneously lift a share of 
seabed whilst depressing the cable into the bottom of the 
trench. As the plough progresses, the share of the seabed is 
replaced on top of the cable. 

1.6.28 Cable protection will be used where the minimum target burial depths are 
not achieved during cable installation and at cable crossings. Cable 
protection systems are also to be used as static IACs and Interconnector 
Cables approach and enter the Wind Turbines and OSPs.   

Step 5 - Offshore Export Cable installation, including cable burial and/or 
protection 

1.6.29 Offshore Export Cable installation methods will follow the same methods 
as described for IACs and Interconnector Cables.  

1.6.30 There are several options which may be used to bury cables to the 
minimum target burial depth. Equipment that may be used to bury the 
static portion of the IAC and Interconnector Cables include: 

• Jet trenchers or mass flow excavators which inject water at high 
pressure into the sediment surrounding the cable. Jet trenching 
tools use water jets to fluidise the seabed which allows the cable to 
sink into the seabed under its own weight. 

• Mechanical trenchers, usually mounted on tracked vehicles, which 
use chain cutters or wheeled arms with teeth or chisels to cut a 
trench across the seabed.  

• Cable ploughs are usually towed either from a vessel or vehicle on 
the seabed. There are two types of plough:  

• a displacement plough which creates a V shaped trench into 
which the cable can be laid; or  

• a non-displacement plough which simultaneously lift a share of 
seabed whilst depressing the cable into the bottom of the 
trench. As the plough progresses, the share of the seabed is 
replaced on top of the cable. 

1.6.31 Whenever the minimum target cable burial depth is not achievable, 
external cable protection methods will be implemented to restrict any 
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movement and prevent exposure over the lifetime of the Proposed 
Development. This will limit the effects of heat and/or electromagnetic 
fields and help to protect against human activities such as fishing, anchor 
placement or dropped objects. CPSs that could be used by the Applicant 
include concrete masses, rock placement, cast iron shells, or plastic 
sleeving. The Applicant will decide the final solution(s) at final design 
stage (post-consent) which will be dependent on seabed conditions as 
well as any potential interactions with human activities that may occur 
within the Proposed Development.  

1.6.32 The PDE for the Offshore Export Cables is presented Volume 1, Chapter 3: 
Project description, and the PDE for the external cable protection for the 
Offshore Export Cables is presented in Table 1.5. 

1.6.33 Up to 16 Offshore Export Cable crossings may be installed along the 
Export Cable Corridor. Cable crossings may comprise several different 
methods as presented in Table 1.6, and additional cable protection will be 
installed at cable crossings.  

1.6.34 Table 1.7 presents the PDE for cable crossings, and accounts for additional 
protection required.  

Table 1.5: PDE for the Offshore Export Cables 

Parameter Maximum Design Scenario 

Maximum total cable length (km) 360 

Maximum external cable diameter (mm) 350 

Cable burial methodology Lay then burial and/or simultaneous lay and 
burial. 
 
Survey/Seabed preparations (pre-grapnel 
run)/ploughing/jetting/cutting/dredging and 
refill. 
 
Multiple installation techniques to be 
achieved using hybrid installation equipment. 
 
HDD will be used at Landfall. 
 

Minimum target burial depth (m) 1.5 (subject to Cable Burial Risk Assessment 
(CBRA)) 

Maximum width of cable trench (m) 6 

Maximum width of seabed affected 
from installation tool per cable (m) 

25 

 

Table 1.6: PDE for the External Cable Protection for the Offshore Export Cables 

Parameter Maximum Design Scenario 

Type CPS (typically made of cast-iron, stell, plastic, 
e.g. articulated split pipes, uraduct or 
protective sleeves), rock dumping, grout bags, 
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Parameter Maximum Design Scenario 

rock berms, rock bags, and concrete 
mattresses 

Maximum cable protection height (m) 2 
 

Maximum cable protection width (m) 9 
 

Maximum percentage of cables which 
may require cable protection (%) 

50 
 

Maximum length of cables which may 
require cable protection (m) 

180,000 

Maximum total cable protection 
footprint area for Proposed 
Development (m2) 

1,620,000 

Maximum total cable protection volume 
for Proposed Development (m3) 

3,240,000 

 

Table 1.7: PDE for Cable Crossing for the Offshore Export Cables 

Parameter Maximum Design Scenario 

Maximum number of crossings 16 

Crossing material/method Rock dumping, grout bags, rock berms, rock 
bags, and concrete mattresses 

Maximum height of crossing (m) 2.5 

Maximum width of crossing (m) 9 

Maximum length of each crossing (m) 500 

Maximum length of crossings along the 
Export Cable Corridor (m) 

8,000 

Maximum total area of crossings (m2) 72,000 

Maximum volume of protection material 
(per crossing) (m3) 

11,250 
 

Maximum total volume of crossing 
protection along the Export Cable 
Corridor (m3) 

180,000 

Step 6 – Wind Turbine and foundation transport, installation and 
commissioning 

1.6.35 Floating foundations will be fabricated and assembled at a fabrication 
yard. The floating foundations will then be towed or dry transported on a 
barge or delivery vessel to the final Wind Turbine assembly yard using 
anchor handling tugs. The Wind Turbines (comprising nacelle, rotor blades, 
hub and towers) will be assembled and integrated onto the floating 
foundations at the final Wind Turbine assembly yard. They will then be 
towed to the installation location within the Array Area as soon as they 
are pre-commissioned, by two or more anchor handling tugs, or similar, 
(exact locations to be confirmed at final design stage (post-consent)).  
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Operation and Maintenance Phase 

1.6.36 The Project operational lifetime is up to 30 years. The overall O&M strategy 
will be finalised once the O&M base location and technical specification 
of the Proposed Development are known, including Wind Turbine type, 
electrical export option and final project layout. Therefore, this section 
provides an overview of the potential scheduled and unscheduled O&M 
activities within the Proposed Development which are reasonably 
foreseeable. 

1.6.37 Routine O&M works will be conducted using Service Operation Vessels, 
Crew Transfer Vessels, and/or ROVs. Divers and Diver Support Vessels may 
be utilised if required, although it is anticipated that diverless operations 
will be utilised as far as practicable. For infrequent major O&M works, 
including major component replacements, floating Wind Turbine 
foundations will be decoupled from their mooring and anchoring systems 
and towed to a suitable port facility. Jack-up and/or heavy lift vessels will 
be used for infrequent major maintenance campaigns associated with the 
OSPs. ROVs will be used to inspect foundations, mooring and anchoring 
systems, and cabling. 

Decommissioning Phase 

1.6.38 In line with the requirements under Section 105 of the Energy Act 2004 
(as amended), described fully in Volume 1, Chapter 2: Policy and 
Legislation, the Applicant will prepare a Decommissioning Programme for 
approval by the Scottish Ministers which will include anticipated costs 
and financial securities, and consider good industry practice, guidance 
and legislation relating to decommissioning at the time. A draft of the 
Decommissioning Programme will be submitted to MD-LOT prior to 
construction of the Project. The Decommissioning Programme will be 
updated during the Project’s lifetime to take account of changing good 
practice, new technologies and any changes to legislation.   

1.6.39 At the end of the Proposed Development’s operational lifetime, it is 
expected that all structures above the seabed will be fully removed where 
feasible. Driven and/or drilled piles installed as part of the Wind Turbine 
anchoring system, static portions of IACs, Interconnector Cables, Offshore 
Export Cables, scour protection and cable protection are either expected 
to remain in situ or the method of decommissioning is yet to be 
determined. Legislation, guidance and good practice will be kept under 
review throughout the lifetime of the Proposed Development and will be 
followed at the time of decommissioning. Environmental conditions and 
sensitivities will also be considered since removal of structures may result 
in greater environmental impacts in comparison to leaving in situ. 

1.6.40 The sequence of decommissioning is likely to be the reverse of the 
construction sequence, and similar types and numbers of vessels and 
equipment are expected to be involved. The Option for Lease agreement 
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for the Ayre OWF awarded by the Crown Estate Scotland requires the 
Proposed Development to be decommissioned at the end of its lifetime. 

1.7 MPA Screening 

1.7.1 Based on the methodology described above in Section 1.5, the MPA 
screening exercise is presented below. The screening considers all MPAs 
located within the relevant ZoIs (as described in Paragraph 1.5.6) are listed 
in Table 1.8 and shown in Figure 1.1 and Figure 1.2. 

Table 1.8: MPAs Considered within the Screening 

Designated Site Closest Distance to 
Proposed Development 
(km) 

Relevant Qualifying Interest 
Feature(s) 

Noss Head MPA 2.5 Horse mussel Modiolus 
modiolus beds 

East Caithness Cliffs MPA 5.2 Black guillemot Cepphus 
grylle 

Papa Westray MPA 53.7 Black guillemot Cepphus 
grylle 

North-West Orkney MPA 56.8 Sandeels 

Southern Trench MPA 67.9 Minke whale Balaenoptera 
acutorostrata 

North-East Lewis MPA 185.2 Risso’s dolphin Grampus 
griseus 

Sea of the Hebrides MPA 289 Minke whale Balaenoptera 
acutorostrata 
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Figure 1.1: Distribution of MPAs With Benthic Ecology, Fish and Ornithology Features Within 
their Respective Zones of Influence 
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Figure 1.2: Distribution of MPAs With Marine Mammal Features Within the MPA Screening 
Marine Mammal Zone of Influence  
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Screening Results 

Screening for MPAs with Benthic Habitats/Species and Geodiversity 
Features 

1.7.2 Direct impacts to benthic habitats and species, such as the impacts 
arising from temporary habitat disturbance, long term habitat loss, 
colonisation of hard structures, Electromagnetic Fields (EMF), and 
thermal effects from cabling (as outlined in Volume 2, Chapter 8: Benthic 
ecology), will be confined to within the Proposed Development. There is 
no physical overlap between the Proposed Development and any MPA 
designated for benthic and/or geodiversity features. As such, no MPAs are 
screened in for this criterion (as defined in Paragraph 1.5.6).  

1.7.3 There is the potential for indirect effects to MPAs designated for benthic 
features and geodiversity features within the 16 km ZoI (as defined in 
Paragraph 1.5.6). Indirect impacts on benthic features may be associated 
with increased suspended sediment concentrations (SSC) arising from 
construction activities or changes to the hydrodynamic regime due to the 
presence of Offshore Infrastructure associated with the Proposed 
Development (as outlined in Volume 2, Chapter 8: Benthic ecology). A 
single MPA, the Noss Head MPA, has been identified within the 16 km 
screening buffer for benthic receptors. 

Noss Head MPA 

1.7.4 Noss Head MPA is located off the north-east coast of Scotland, just south 
of Sinclair's Bay in Caithness, 2.5 km from the Proposed Development 
(2.5 km from the Export Cable Corridor and 50.6 km from the Array Area) 
(Figure 1.1). The Proposed Development’s benthic ZoI fully overlaps with 
the Noss Head MPA, however, the Noss Head MPA does not overlap with 
the Proposed Development. Therefore, it may only be impacted by indirect 
impacts from the Proposed Development. The MPA covers an area of 8 
km2 and was designated by Marine Scotland in 2014 for one protected 
feature: horse mussel beds. Noss Head MPA is primarily designated for 
one continuous horse mussel bed which lies at depths between -35 and 
-45 m and is currently estimated to be 4.1 km2 in area (Scottish Natural 
Heritage, 2014). A report by NatureScot (2018) mapped the protected horse 
mussel beds feature of Noss Head MPA and found it to be present 
throughout the site. Given this distribution and the fact that the benthic 
ZoI overlaps with the whole MPA, horse mussel beds throughout the MPA 
may potentially be impacted indirectly by the Proposed Development. 

1.7.5 In summary, indirect impacts on the benthic feature (horse mussel beds) 
within the Noss Head MPA may occur, for example due to increases in SSC 
and associated deposition and changes in physical processes. Therefore, 
it is screened in for further assessment. 
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Screening for MPAs with Fish Features 

1.7.6 Direct impacts to fish features of MPAs, such as the impact of temporary 
habitat disturbance, long term habitat loss, colonisation of hard 
structures and EMF will be confined to the area within the Proposed 
Development (Figure 1.1) (as outlined in Volume 2, Chapter 9: Fish and 
Shellfish). There is no physical overlap between the Proposed 
Development and any MPA designated for fish features. As such, no MPAs 
are screened in for these criterion (as defined in Paragraph 1.5.6).  

1.7.7 Indirect impacts to fish features of MPAs may, however, also occur due to 
increased underwater noise (i.e. from piling), with effects potentially 
extending beyond the Proposed Development (as outlined in Volume 2, 
Chapter 9: Fish and Shellfish). The 100 km radius ZoI for fish MPA features 
has been defined as the ZoI for fish described in Volume 2, Chapter 9: 
Fish and Shellfish Ecology (as defined in Paragraph 1.5.6). A single MPA, 
the North-West Orkney MPA, which is designated for sandeels, has been 
identified within this screening.  

North-West Orkney MPA 

1.7.8 The North-West Orkney MPA is located 56.8 km to the north-west of the 
Proposed Development. As noted in Paragraph 1.7.7, this MPA may be 
directly affected by the impact of increased underwater noise, which has 
the potential to affect fish features in a variety of ways including particle 
motion, injury and mortality, and behavioural impacts. 

1.7.9 Regarding particle motion, the upper ranges for distances over which 
adverse effect on fish without swimbladders, such as sandeels, from 
particle motion may be detected are hypothesised to be less than 1 km 
(Thomsen et al., 2015, Miller et al., 2016). As the North-West Orkney MPA 
is located 56.8 km from the Proposed Development it is therefore unlikely 
to be affected by particle motion.  

1.7.10 The North-West Orkney MPA is also considered likely to be beyond the 
zone within which Temporary Threshold Shift (TTS) (i.e. a temporary 
reduction in hearing sensitivity) may be experienced by sandeels, which is 
likely to be within less than 10 km, and recoverable injury is expected to 
occur within 845 m, based on concurrent piling of floating foundation 
anchors (the realistic installation scenario) (Volume 3, Technical Appendix 
10.4: Subsea Noise Technical Report).  

1.7.11 Regarding behavioural effects, at a distance of 56.8 km, the risk to 
sandeels from behavioural effects (e.g. a startle reaction, changes in 
schooling patterns and avoidance (Popper et al., 2014)) is considered to 
be low. The extent of underwater noise contours associated with sound 
pressure levels above 150 dB re 1 μPa Root Mean Squared (RMS), the 
criterion typically used for indicating the extent of onset of potential 
behavioural effects due to impulsive piling, is considered unlikely to 
extend to the North-West Orkney MPA. 
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1.7.12 In summary, it is concluded that underwater noise will not be capable of 
affecting (other than insignificantly) the protected sandeel feature of the 
North-West Orkney MPA. On this basis, no MPAs with fish as a protected 
feature are screened in for underwater noise impact pathways, and overall 
no MPAs with fish as a protected feature are screened in. 

Screening for MPAs with Ornithological Features 

1.7.13 Direct impacts to ornithological features of MPAs, such as the impact of 
collision risk mortality due to collision with rotor blades, temporary 
habitat loss and/or habitat disturbance, distributional responses, 
displacement and barrier effects from Offshore Infrastructure and 
disturbance and displacement to birds from vessel movement will occur 
within the Proposed Development but may affect bird populations from 
the surrounding area. There is no physical overlap between the Proposed 
Development and any MPA designated for ornithology features, therefore 
there is no potential for direct impacts such as habitat loss. As such, no 
MPAs are screened in for this criterion (as defined in Paragraph 1.5.6). 

1.7.14 Indirect impacts to ornithological features of MPAs, including impacts 
from UXO clearance and construction and decommissioning noise, will 
extend beyond the Proposed Development. The East Caithness Cliffs MPA 
and Papa Westray MPA lie 5.2 km and 53.7 km respectively from the 
Proposed Development. Both MPAs lie within the 100 km ZoI for MPAs with 
ornithology features (as defined in Paragraph 1.5.6).  

East Caithness Cliffs MPA 

1.7.15 The East Caithness Cliffs MPA is designated for black guillemot and is 
located 5.2 km straight line distance, edge-to-edge, from the Proposed 
Development (Figure 1.1). Black guillemot is a resident seabird which is 
known to breed around much of Scotland’s coastline (Swann, 2014). They 
employ dive foraging methods typically to depths of -15 to -20 m (Shoji et 
al., 2015) to catch benthic and kelp forest-based species such as sculpins 
Cottidae, butterfish Pholis gunnellus, gadoids Gadiformes, sandeels and 
squat lobsters Anomura (Barrett et al., 2016). Black guillemot show high 
site fidelity. Unlike other auk species which generally feed offshore, black 
guillemot are typically found feeding close inshore, rarely dispersing far 
from their breeding area even in winter (Swann, 2014). The NatureScot 
recommended foraging range of mean maximum plus one standard 
deviation for black guillemot reflects this site fidelity, as it is only 9.1 km 
(NatureScot, 2023a). 

1.7.16 Black guillemot are known to breed and forage within and around East 
Caithness Cliffs MPA. A survey in spring 2014 identified 1,569 adults and 
20 immature birds, with the highest numbers found in the central and 
southern regions of the MPA. Additionally, no birds were identified >300 
m from the shore (Swann, 2014).  

1.7.17 Considering the edge-to-edge distance to the Export Cable Corridor of 
5.2 km, an area of 0.51 km2 of the northernmost part of the foraging range 
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from East Caithness Cliffs MPA overlaps with the southernmost part of 
the Export Cable Corridor. Out of a total sea area available within the 
foraging range of 665 km2 (excluding land), this constitutes 0.08% of the 
total foraging area available to black guillemot feeding from the East 
Caithness Cliffs MPA. 

1.7.18 Black guillemot were initially screened in for further assessment, because 
the foraging range overlapped with the Export Cable Corridor. This could 
result in adverse impacts on the East Caithness Cliffs MPA black guillemot 
feature by disturbance and displacement from visual stimuli and changes 
in prey availability as a result of increased vessel traffic and installation 
activities within the Export Cable Corridor. 

1.7.19 However, considering that the foraging range of 9.1 km is precautionary, 
that black guillemot show high site fidelity even in winter, the wider 
evidence available on the species’ foraging ranges (see Paragraph 1.7.20), 
only 0.08% of the foraging area overlaps with the Export Cable Corridor, 
and that most black guillemot are in the central and southern parts of 
the MPA (Swann, 2014), it is unlikely that the protected feature of East 
Caithness Cliffs MPA will be impacted by the development and if any 
impacts do occur they will be negligible. On this basis, the East Caithness 
Cliffs MPA has been screened out for further assessment. 

Papa Westray MPA 

1.7.20 Papa Westray MPA is also designated for black guillemot, however this 
MPA is much further from the Proposed Development than the East 
Caithness Cliffs MPA (53.7 km from the Proposed Development) (Figure 
1.1). This MPA encompasses one of the northern most islands of Orkney 
and is considered to be a stronghold for black guillemot. In 2013 the 
estimated number of breeding individuals present across the MPA was 
570 (based on an average of two counts) (Swann, 2013). The MPA boundary 
encompasses waters out to 2 km around the island. Simple modelling of 
black guillemot foraging range data, based on limited survey findings, 
suggests that ~95% of all foraging occurs within 2 km of the coastline 
where they nest (Scottish Natural Heritage, 2012). This is supported by the 
work of BirdLife International (2000), which found that at Papa Westray 
MPA, the mean foraging distance was 2.4 km away from the colony, and 
birds were recorded foraging in areas up to 3.9 km away from the colony. 
Despite this variation in foraging range, feeding sites were never located 
further than 1.5 km from the shore. Furthermore, a study of natal dispersal 
and philopatry (the tendency of an animal to remain in or return to the 
area of its birth) by Johnston et al. (2018) found that in black guillemot on 
Orkney, dispersal occurred over short distances, with dispersed birds 
remaining within their archipelago. This suggests that the black guillemot 
within the Papa Westray MPA are unlikely to move between Orkney and 
Scottish mainland sites, therefore, it is unlikely the Proposed 
Development will result in distributional impacts, displacement or barrier 
effects for black guillemot. 
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1.7.21 Based on the short foraging distances associated with the black guillemot 
within the Papa Westray MPA it can be concluded it is unlikely the 
Proposed Development will affect the MPA directly or indirectly. On this 
basis, the Papa Westray MPA can be screened out for further assessment. 

1.7.22 In summary, it is concluded that the Proposed Development will not be 
capable of affecting (other than insignificantly) the protected black 
guillemot feature of the East Caithness Cliff MPA and Papa Westray MPA. 
On this basis, no MPAs with birds as a protected feature are screened in. 

Screening for MPAs with Marine Mammal Features 

1.7.23 Direct impacts to marine mammal features of MPAs, such as the impact 
of temporary habitat disturbance, and long term habitat loss will be 
confined to the area within the Proposed Development (as outlined in 
Volume 2, Chapter 10: Marine mammals). There is no physical overlap 
between the Proposed Development and any MPA designated for marine 
mammal features. As such, no MPAs are screened in for these criteria.  

1.7.24 Indirect impacts on marine mammal features of MPAs may, however, occur 
due to increased underwater noise, with effects potentially extending 
beyond the boundaries of the Proposed Development (as outlined in 
Volume 2, Chapter 10: Marine mammals). The ZoI for the potential effect 
has been defined as the UK waters within the Regional Marine Mammal 
Study Area described in Paragraph 1.5.6 and Volume 2, Chapter 10: Marine 
Mammals. Three MPAs, the Southern Trench MPA designated for minke 
whale, the North-East Lewis MPA designated for Risso’s dolphin Grampus 
griseus and the Sea of the Hebrides MPA also designated for minke whale, 
lie within this buffer.  

1.7.25 Indirect impacts on marine mammal features of MPAs may also occur as 
a result of changes in prey availability. The indirect effect of impacts such 
as SSC and sediment deposition on prey species (i.e. fish and shellfish) 
has been considered in Paragraphs 1.7.6 to 1.7.12. No MPAs with fish and 
shellfish features were screened in and, therefore, no MPAs with marine 
mammal features have been screened in on this basis.  

Southern Trench MPA 

1.7.26 The Southern Trench MPA is approximately 67.9 km from the Proposed 
Development (Figure 1.2). At this distance, and using experience gained on 
other OWF projects on the east coast of Scotland (e.g. Berwick Bank OWF 
(SSE Renewables, 2022) and Morven OWF (MvOWL, 2023)), the MPA will 
be located outside the area within which injury to minke whales could 
potentially occur. Minke whale are most often spotted around Scotland 
between July and September (NatureScot, 2023b) when they migrate to 
higher latitudes to feed (Evans and Stirling, 2001). The minke whale have 
shown seasonal site fidelity to summer feeding grounds (Gill and 
Fairbairns, 1995), and Hoelzel et al. (1989) documented individual foraging 
specialisations, which were associated with different habitat types. 
Furthermore, studies conducted in the north-west of Scotland have 
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indicated that minke whales frequent the same sites, with one individual 
identified 27 times over the course of ten years (Gill and Fairbairns, 1995). 

1.7.27 The potential marine mammal TTS range (from first strike to highest 
energy) for pile installation of floating turbine anchors for low frequency 
marine mammals, such as minke whale, is up to 20.5 km from the site of 
installation for concurrent floating turbine anchors, based on the NMFS 
(2024) cumulative SEL metric (Volume 3, Technical Appendix 10.4: Subsea 
Noise Technical Report). Permanent threshold shift (PTS) for low 
frequency marine mammals may occur up to 4.6 km from the site of 
installation for concurrent floating turbine anchors, based on the NMFS 
(2024) cumulative SEL metric (Volume 3, Technical Appendix 10.4: Subsea 
Noise Technical Report). At a distance of 67.9 km from the Proposed 
Development it is unlikely that TTS or PTS will affect the Southern Trench 
MPA. 

1.7.28 Regarding behavioural effects, at a distance of 67.9 km, the risk to minke 
whales is considered low due to their site fidelity. The impact pathway 
with the greatest capability to affect marine mammals such as minke 
whale at such a distance would be the impact of increased underwater 
noise. The extent of underwater noise contours associated with sound 
pressure levels above 140 dB re 1 μPa (RMS), the criterion typically used 
for indicating the extent of onset of potential low-level marine mammal 
disturbance effects from impulsive sound, is considered unlikely to 
extend to the Southern Trench MPA. Based on the information provided 
in Volume 3, Technical Appendix 10.4: Subsea Noise Technical Report, and 
summarised here, it can be concluded that underwater noise would, 
therefore, not be capable of affecting (other than insignificantly) the 
protected minke whale feature of the Southern Trench MPA. 

1.7.29 On this basis, the Southern Trench MPA is not screened in for any impact 
pathways. 

North-East Lewis MPA 

1.7.30 The North-East Lewis MPA is approximately 185 km from the Proposed 
Development and is designated for Risso’s dolphin among other features 
(Figure 1.2). This MPA is located towards the most northerly extent of their 
range, however they are drawn to the waters around Lewis as they provide 
a plentiful supply of food such as sandeels (NatureScot, 2020). 

1.7.31 The maximum distance for potential marine mammal TTS (from first 
strike to highest energy) for pile installation of floating turbine anchors 
for high frequency marine mammals, such as Risso’s dolphin, is up to 
190 m from the site of installation for a floating turbine anchor based on 
the Southall et al. (2019) peak SPL metric (Volume 3, Technical Appendix 
10.4: Subsea Noise Technical Report). The cumulative TTS threshold was 
not exceeded for high frequency marine mammals. PTS for high frequency 
marine mammals may occur up to 112 m from the site of installation of a 
floating turbine anchor based on the Southall et al. (2019) peak SPL metric 
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(Volume 3, Technical Appendix 10.4: Subsea Noise Technical Report). At a 
distance of 185 km from the Proposed Development it is unlikely that TTS 
or PTS will affect the North-East Lewis MPA. 

1.7.32 As noted for the Southern Trench MPA (Paragraphs 1.7.26 and 1.7.28), the 
impact pathway with the greatest capability to affect marine mammals 
such as Risso’s dolphin at such a distance would be the impact of 
increased underwater noise. However, it is unlikely that Risso’s dolphin 
from the North-East Lewis MPA would be found within the vicinity of the 
Proposed Development, due to the large distance between the North-East 
Lewis MPA and the Proposed Development. This is supported by Volume 
3, Technical Appendix 10.1: Marine Mammal Technical Report which 
describes the known distribution of Risso’s dolphin to be on the West 
Coast of Scotland and the Irish Sea. Therefore, it is highly unlikely that 
Risso’s dolphin would be found within a close enough vicinity of the 
Proposed Development to be adversely affected by the increase in 
underwater noise generated by the Proposed Development. Therefore, it 
is concluded that the Proposed Development is not capable of affecting 
(other than insignificantly) the protected minke whale feature of the 
North-East Lewis MPA. 

1.7.33 On this basis, the North East-Lewis MPA is not screened in for any 
pathways. 

Sea of the Hebrides MPA 

1.7.34 The Sea of the Hebrides MPA is approximately 289 km from the Proposed 
Development and is designated for minke whale among other features 
(Figure 1.2). Minke whale have been recorded most frequently in the north-
west of the MPA along the coast of the Outer Hebrides, as well as around 
the Small Isles. 

1.7.35 As noted for the Southern Trench MPA (Paragraphs 1.7.26 and 1.7.28), the 
impact pathway with the greatest capability to affect marine mammals 
such as minke whale at such a distance would be the impact of increased 
underwater noise. The research and modelling described in Paragraphs 
1.7.26 and 1.7.27 indicates that minke whale are likely to visit the same 
foraging sites in Scotland and due to the distance between the Sea of 
Hebrides MPA and the Proposed Development, it is unlikely that minke 
whale from this site will forage in the Proposed Development. Therefore, 
it is highly unlikely that minke whale would be found within a close enough 
vicinity of the Proposed Development to be adversely affected the 
increase in underwater noise generated by the Proposed Development. 
Therefore, it is concluded that the Proposed Development is not capable 
of affecting (other than insignificantly) the protected minke whale feature 
of the Sea of the Hebrides MPA. 

1.7.36 On this basis, the Sea of the Hebrides MPA is not screened in for any 
impact pathways. 
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1.7.37 In summary, it is concluded that underwater noise will not be capable of 
affecting (other than insignificantly) the protected marine mammal 
features of the Southern Trench MPA, North-East Lewis MPA and Sea of 
the Hebrides MPA. On this basis, no MPAs with marine mammals as a 
protected feature are screened in for underwater noise impact pathways, 
and overall, no MPAs with marine mammals as a protected feature are 
screened in. 

Screening Conclusion 

1.7.38 Seven MPAs were considered in the MPA screening for the Proposed 
Development. This screening has concluded that the Proposed 
Development is not capable of affecting (other than insignificantly) the 
fish, ornithology and marine mammal features of any MPAs, as 
summarised in Table 1.9. 

1.7.39 The Noss Head MPA has been identified for inclusion in the MPA 
assessment on the basis that the Proposed Development is deemed to 
be potentially capable of affecting  its protected feature (horse mussel 
beds at Noss Head MPA) (Table 1.9). 
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Table 1.9: Summary of Screening Conclusions for MPAs 

Designated 
Site 

Distance to Proposed 
Development (km) 

Feature Potential Impact 
Pathway 

Screening Conclusion and Justification 

Benthic Ecology 

Noss Head 
MPA 

2.5 Horse 
mussel 
beds 

Potential pathways 
identified: increases 
in SSC and 
associated  
deposition and 
changes in physical 
processes. 

Screened in – the Noss Head MPA does not spatially overlap 
with the Proposed Development. The site does however 
overlap with the ZoI associated with indirect impacts on 
benthic ecology features. As the whole of the Noss Head 
MPA lies within the ZoI it can be assumed there is potential 
for the full extent of the protected benthic feature of the 
site (horse mussel beds) to be indirectly impacted by the 
Proposed Development. The Noss Head MPA is, therefore, 
screened in and is considered to require a Stage 1 
assessment. 

Fish Ecology 

North West 
Orkney MPA1 

56.8 Sandeels No potential 
pathways identified 

Screened out – the North West Orkney MPA does not 
spatially overlap with the Proposed Development. The North 
West Orkney MPA falls outside the 15 km ZoI identified for 
impact pathways associated with increased SSC that have 
the potential to affect fish and shellfish features. The site 
also falls outside the likely ZoI for noise-based disturbance 
or mortality from underwater noise to sandeels, as 
determined by the assessment presented in Paragraph 1.7.8 
to 1.7.12. 

Ornithology 

East Caithness 
Cliffs MPA 

5.2 Black 
guillemot 

No potential 
pathways identified 

Screened out - the East Caithness Cliffs MPA does not 
spatially overlap with the Proposed Development. The site 
also falls outside the likely ZoI for significant behvioural 
disturbance to birds as a result of indirect impacts such as 
loss or disturbance to prey species, as determined by the 
assessment presented in Paragraphs 1.7.15 to 1.7.19. 
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Designated 
Site 

Distance to Proposed 
Development (km) 

Feature Potential Impact 
Pathway 

Screening Conclusion and Justification 

Papa Westray 
MPA1 

53.7 Black 
guillemot 

No potential 
pathways identified 

Screened out – the Papa Westray MPA does not spatially 
overlap with the Proposed Development. The site also falls 
outside the likely ZoI for significant behavioural disturbance 
to birds as a result of indirect impacts such as loss or 
disturbance to prey species, as determined by the 
assessment presented in Paragraphs 1.7.20 to 1.7.21. 

Marine Mammals 

Southern 
Trench MPA2 

67.9 Minke 
whale 

No potential 
pathways identified 

Screened out – the Southern Trench MPA does not spatially 
overlap with the Proposed Development. The site also falls 
outside the likely ZoI for significant behavioural disturbance 
to minke whale, as determined by the assessment 
presented in Paragraph 1.7.26 to 1.7.29 and the likely impact 
zone for underwater noise. The Southern Trench MPA also 
falls outside the 15 km ZoI identified for impact pathways 
associated with increased SSC that have the potential to 
affect marine mammal features. 

North-East 
Lewis MPA3 

185.2 Risso’s 
dolphin 

No potential 
pathways identified 

Screened out – the North-East Lewis MPA does not 
spatially overlap with the Proposed Development. The site 
also falls outside the likely ZoI for significant behavioural 
disturbance to Risso’s dolphin, as determined by the 
assessment presented in Paragraph 1.7.30 to 1.7.33 and the 
likely impact zone for underwater noise. The North-East 
Lewis MPA also falls outside the 15 km ZoI identified for 
impact pathways associated with increased SSC that have 
the potential to affect marine mammal features. 

 

1 The North-West Orkney MPA and Papa Westray MPA are also designated for one other features: marine geomorphology of the Scottish shelf seabed. 
However, this feature is outside the relevant screening range applied in the screening. 
2 The Southern Trench MPA is also designated for three other biodiversity features: burrowed mud, fronts and shelf deeps (habitat) and geodiversity features: 
Quaternary of Scotland: moraines, sub-glacial tunnel valleys, and slide scars from submarine mass movement. However, these are all outside the respective 
screening ranges applied in the screening. 
3 The North-East Lewis MPA is also designated for three other features: marine geomorphology of the Scottish shelf, Quaternary of Scotland and sandeels. 
However, these are all outside the relevant screening ranges applied in the screening. 
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Designated 
Site 

Distance to Proposed 
Development (km) 

Feature Potential Impact 
Pathway 

Screening Conclusion and Justification 

Sea of the 
Hebrides MPA4 

289 Minke 
whale 

No potential 
pathways identified 

Screened out – the Sea of the Hebrides MPA does not 
spatially overlap with the Proposed Development. The site 
also falls outside the likely ZoI for significant behavioural 
disturbance to minke whale, as determined by the 
assessment presented in Paragraph 1.7.34 to 1.7.36 and the 
likely impact zone for underwater noise. The Sea of the 
Hebrides MPA also falls outside the 15 km ZoI identified for 
impact pathways associated with increased SSC that have 
the potential to indirectly affect marine mammal features. 

 

4 The Sea of the Hebrides MPA is also designated for three other features: Basking shark Cetorhinus maximus, front and marine geomorphology of the 
Scottish shelf seabed. However, these are all outside the respective screening ranges applied in the screening. 
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1.8 MPA Background Information 

Noss Head MPA 

1.8.1 The Noss Head MPA, the designation of which came in to effect on 7 
August 2014, is located off the coast of Wick in North East Scotland, south 
of Sinclair’s Bay and it extends over an area of 8 km2 (NatureScot, 2014) 
(Figure 1.3). The depth of the seabed at the site ranges from -35 to -45 m 
(NatureScot, 2014).  

1.8.2 The Noss Head MPA is designated for one feature, horse mussel beds. The 
bed at this site is considered to be the largest known horse mussel bed 
in Scottish waters. This is particularly notable as horse mussel beds have 
a restricted distribution in North-West European waters and the majority 
of this habitat is located in Scottish waters (NatureScot 2024). Horse 
mussels are usually 10 to 12 cm in length and dark blue to black in colour. 
The strong byssus threads or beard of a horse mussel anchor them to the 
seabed, stabilising the sediment as well as adding to the sediment in the 
form of shell fragments and mussel dropping which create the ideal 
conditions for mussels to congregate and form a bed. As well as creating 
their own habitat, young horse mussels provide food for crabs and starfish 
and the beds act as habitat for other species such as soft coral, sea firs, 
tube worms, brittle stars and many others (NatureScot, 2014). 

1.8.3 Table 1.10 presents the protected features of the Noss Head MPA and the 
condition of the features a detailed in NatureScot’s Conservation and 
Management Advice (2024). 

Table 1.10: Protected Features of the Noss Head MPA and Feature Condition 

Protected Features Feature Condition Assessment Date Broader 
Conservation Status 

Horse mussel beds Favourable 2024 OSPAR Threatened 
and/or Declining 
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Figure 1.3: Location of Noss Head MPA  
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Conservation Objectives 

1.8.4 The conservation objectives set out the desired quality of the protected 
features within the Noss Head MPA. The biodiversity feature is in 
favourable condition at Noss Head MPA and, therefore, the conservation 
objectives seek to conserve this condition (NatureScot, 2024). 

1.8.5 ‘Favourable condition’, with respect to a marine habitat, means that:  

• its extent is stable or increasing; and  
• its structures and functions, its quality, and the composition of its 

characteristic biological communities are such as to ensure that it is 
in a condition which is healthy and not deteriorating. 

1.8.6 Any temporary deterioration (on the scale of months up to five years) in 
condition is to be disregarded if the habitat is sufficiently healthy and 
resilient to enable its recovery (NatureScot, 2024).  

1.8.7 Any alteration to a feature brought about entirely by natural processes is 
to be disregarded when determining whether a protected feature is in 
favourable condition. 

Conservation and Management Advice 

1.8.8 As discussed in Paragraph 1.8.4, the horse mussel bed protected feature 
of the Noss Head MPA is in favourable condition (NatureScot, 2014). The 
Conservation and Management Advice for the Noss Head MPA 
(NatureScot, 2014) provide further detail about the horse mussel bed 
protected feature extent, structure, function and quality and composition 
of its characteristic biological communities. For these attributes, targets 
are provided and where possible quantified. It is against these attributes 
that an assessment of the Proposed Development has been made and 
presented in Section 1.9 of this report. 

1.8.9 The Conservation and Management Advice for Noss Head provides further 
site specific advice regarding which specific attributes of the site require 
conservation (NatureScot, 2024). The advice also provides site specific 
information regarding the importance and state of these attributes 
(NatureScot, 2024). For the purposes of the MPA assessment, attributes 
were broadly categorised as either physical or ecological attributes. The 
physical attributes and associated targets for the horse mussel bed 
feature of the Noss Head MPA include the following (for a full list of 
attributes and targets for all features, see NatureScot’s Conservation and 
Management Advice, 2024).  

• Extent and distribution – Target: Conserve the current extent 
(3.85 km2) and distribution of horse mussel beds within the site so 
that it is stable or increasing.  

• Structure – Target: Conserve the current density of live horse 
mussel individuals, and associated proportions of dead shell 
material and fine sediments.  
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1.8.10 Ecological attributes and associated targets for the horse mussel bed 
features of the Noss Head MPA include the following.  

• Function and quality – Target: Conserve the functions provided by 
horse mussel beds and the environmental conditions that support 
them.  

• Composition of its characteristic biological communities – Target: 
Conserve the diversity, abundance and distribution of characteristic 
species associated with horse mussel beds (including M. modiolus). 

Protected Feature 

Horse mussel bed 

1.8.11 A map produced with NatureScot data which was used to support the 
designation of the site (Figure 1.4) indicates that the horse mussel bed is 
present throughout the site. The bed was first identified by MMT Sweden 
AB on behalf of Scottish and Southern Energy (SSE) in October 2010 (MMT 
Sweden AB, 2010) while characterising the seabed off Noss Head. This was 
followed up by Marine Scotland in 2011 (Hirst et al., 2012) to determine 
the full extent of the bed through the use of multibeam data collection 
and drop down video (DDV). Attempts to collect infaunal samples from 
within the horse mussel bed were unsuccessful in 2011 due to the coarse 
nature of the ground.  

1.8.12 The DDV collected by Hirst et al. (2012) showed heterogeneity within the 
bed, with areas of high horse mussel density with expanses of shell 
material. Infaunal grab samples also collected in the 2011 study, targeting 
sedimentary habitat adjacent to the horse mussel bed, identified up to 
141 taxa at one sample location. The DDV identified 75 taxa within the 
horse mussel bed. Additionally, nine biotopes were identified throughout 
the Noss Head MPA with the most frequently recorded being ‘Circalittoral 
mixed sediment’ (SS.SMx.CMx). 
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Figure 1.4: Distribution of designated features within the Noss Head MPA (Scottish Natural 
Heritage, 2014) 
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1.9 Embedded Mitigation   

1.9.1 Table 1.11 details the Embedded Mitigation adopted as part of the Proposed 
Development to reduce the potential for impacts on benthic features of 
the Noss Head MPA. As the Proposed Development has committed to 
implementing these measures they have, therefore, been considered in 
this MPA assessment. 

Table 1.11: Embedded Mitigation as Part of the Proposed Development Which Will Reduce 
the Impact on the Noss Head MPA 

ID* Embedded Mitigation Justification 

1 Development of, and adherence to, a 
Cable Specification and Installation 
Plan (CSIP) post-consent. 

The CSIP will outline the technical 
specifications of the cables in the 
Proposed Development and describe 
the relevant cable installation 
methodology, and identify risks of 
cable burial, and any measures 
required to address these risks to limit 
the disturbance of the seabed as far 
as practicable. 

4 Development of, and adherence to, a 
Cable Burial Risk Assessment (CBRA) 
and the Cable Burial Assessment (CBA). 
Implementation, management and 
monitoring of cable protection, via 
burial or external protection where 
adequate burial depth is not feasible, 
will be undertaken as informed by 
these assessments. Results of these 
assessments, and commitments to 
post construction monitoring, will be 
provided in the Cable Plan (CaP). 

The potential impacts of cable 
installation can be mitigated through 
burying cables to a target cable burial 
depth, as detailed in the CBRA and 
CBA. This, alongside the cable 
installation strategy, should provide 
sufficient depth to avoid most 
exposure through metocean 
processes. Details of any required 
cable protection will be included in 
the CaP. 

5 Development of and adherence to an 
Environmental Management Plan (EMP), 
including a Marine Pollution 
Contingency Plan (MPCP) and a 
Biosecurity Plan with commitments to 
environmental monitoring and actions 
to minimise Invasive Non-Native 
Species (INNS). 
 

Measures will be adopted to ensure 
that the potential for release of 
pollutants from construction, O&M and 
decommissioning plant is reduced so 
far as reasonably practicable.  

The EMP will include measures that 
will cover all aspects of environmental 
management including environmental 
awareness training, auditing, 
environmental reporting and waste 
management. An MPCP has been 
developed, which will include planning 
for accidental spills and sources of 
contaminant releases, and an INNS 
Management Plan, to provide 
measures for controlling the 
introduction and spread of INNS. 

6 Development of and adherence to a 
Marine Mammal Mitigation Protocol 
(MMMP), to minimise the risk of 

An MMMP has been developed for the 
Proposed Development, and this will 
include the commitment to Marine 
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ID* Embedded Mitigation Justification 

auditory injury to marine mammals 
from noise generating activities 
resulting from the construction of the 
Proposed Development. Mitigation will 
include measures such as Marine 
Mammal Observers (MMOs), Passive 
Acoustic Monitoring (PAM) and Acoustic 
Deterrent Devices (ADDs). 

Mammal Observer(s) and passive 
acoustic monitoring to monitor the 
mitigation zone (Mitigation Zone (MZ), 
as determined by the underwater 
sound modelling) to ensure that 
animals are not observed within the 
MZ during piling. Acoustic deterrent 
devices may be used if required to 
deter animals from the MZ. 

35 Drafting and implementation of a 
decommissioning programme, prepared 
in accordance with requirements of the 
Energy Act 2004, which will set out the 
extent of infrastructure to be removed 
as well as the methods and processes 
which will be used. 
 

The aim of this plan is to adhere to 
the existing UK and international 
legislation and guidance (at the time of 
writing) during the decommissioning 
phase. This programme will be 
developed to reduce the amount of 
long term disturbance to the 
environment as far as reasonably 
practicable. 

*see Volume 3, Appendix 4.6: Schedule of Mitigation and Commitments 

1.10 MPA Stage 1 Assessment  

Noss Head MPA 

Introduction 

1.10.1 This section presents the Stage 1 assessment of the effects of the 
construction, O&M, and decommissioning of the Proposed Development 
on the Noss Head MPA and its conservation objectives. Each of the 
relevant indirect impacts identified in Volume 2, Chapter 8: Benthic 
Ecology are discussed in the following sections and within each 
assessment, the effects on attributes and targets of the relevant 
protected features, and subsequently on the conservation objectives, are 
considered, using the best available scientific evidence to support the 
conclusions made.  

1.10.2 The attributes for the horse mussel bed protected feature of the Noss 
Head MPA are listed in Table 1.12 below, in the order they appear in the 
Conservation and Management Advice (NatureScot, 2014), along with 
cross-references to the relevant assessments. The impact pathways 
assessed within the MPA assessment were agreed through consultation 
with the SNCBs (Section 1.4) and reflect the impact pathways assessed in 
Volume 2, Chapter 8: Benthic Ecology of the Offshore EIA report. 
Attributes are categorised as either physical or ecological, with impacts 
on the physical attributes of features assessed first, and then the 
ecological attributes of the horse mussel bed protected feature.  
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Table 1.12: Pressures Assessed in Relation to the Relevant Attributes During the Noss Head MPA Assessment  

MPA Attribute Impacts 

Attribute 
Type 

Attribute Construction O&M Decommissioning 

Increase in SSC and 
associated 
deposition 

Increase in SSC 
and associated 
deposition 

Changes in physical 
processes 

Increase in SSC and 
associated deposition 

Horse Mussel Bed 

Physical  Extent and 
distribution 

Paragraph 1.10.18 Paragraph 1.10.29 Paragraph 1.10.50 et seq  Paragraph 1.10.39 

Physical  Structure Paragraph 1.10.18 Paragraph 1.10.29 Paragraph 1.10.50 et seq Paragraph 1.10.39 

Ecological Function and 
quality 

Paragraph 1.10.21 Paragraph 1.10.32 Paragraph 1.10.50 et seq Paragraph 1.10.42 

Ecological Composition of 
its characteristic 
biological 
communities 

Paragraph 1.10.21 Paragraph 1.10.32 Paragraph 1.10.50 et seq Paragraph 1.10.42 
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Maximum Design Scenario 

1.10.3 The MDS identified in Table 1.13 are those parameters with the potential 
to result in the greatest effect on the Noss Head MPA. Any other 
development scenario within the PDE, will result in the same, or less, level 
of environmental effect. The scenario has been selected from the details 
provided in Volume 1, Chapter 3: Project Description.  

1.10.4 The assessment of the impacts associated with the Proposed 
Development for the Noss Head MPA has been informed by and will inform 
chapters within the Offshore EIA Report including Volume 2, Chapter 7: 
Physical Processes and Volume 2, Chapter 8: Benthic Ecology.  

1.10.5 As noted in the screening (Section 1.7) due to the distance between the 
Noss Head MPA and the Proposed Development (2.5 km) only the indirect 
impacts are being considered and have been included in the MDS. 
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Table 1.13: Maximum Design Scenario Considered for Each Potential Impact with the Potential to Hinder the Conservation Objectives of the 
Noss Head MPA 

Potential Impact Phase* Maximum Design Scenario Justification 

C O D 

Changes to SSC, 
bed levels and 
sediment type 

✓ ✓ ✓ Construction phase 
 
Drilling for anchor installation 
 
Up to 692,701 m3 of drill arising for all piles, for the 25 MW 
semi-submersible and Tension Leg Platform Floating Wind 
Turbine layout, comprising: 

• Maximum number of drilled piles: 360 (max foundations 
= 40; max piles per foundation = 9) 

• Maximum dimensions of drilled pile section: 5 m 
diameter, 98 m maximum penetration depth 

• Maximum volume of drill arisings per pile: 1,924 m3 

• Maximum concurrent drilling events: 2  

 
IAC installation 

• Maximum number of IACs: 133 (15 MW Wind Turbine 
layout) 

• Maximum total length of IACs in contact with seabed: 
173 km 

• Trench dimensions: up to 6 m wide; 1.5 m deep (average); 
‘V’ shape profile 

• Excavation method: Jetting, MFE, Ploughing/Pre-
Ploughing, Trenching/Pre-Trenching (incl. dredging, 
cutting) 

Construction phase 
 
The MDS corresponds to (a 
combination of) the greatest amount 
of material disturbed and the greatest 
geographical extent of the impact. 
 
Drilling for anchor installation 
 
Based on the greatest total amount of 
material disturbed, considering the 
largest pile dimension, number of pile 
anchors and number of concurrent 
drilling events. Assumes two 
concurrent drilling events can occur 
for the same foundation, resulting in 
the MDS for instantaneous SSC. 
Piles relating to OSP’s are smaller in 
diameter and require less drilling 
depth than Wind Turbine foundations 
therefore do not represent the MDS. 
 
IAC installation 
 
Pre-lay trenching by MFE will give 
MDS for sediment disturbance. 
Conservatively assumes 100% 
fluidisation of material expelled from 
trench. In reality, pre-lay jetting will 
move a proportion of material rather 
than bringing it fully into suspension. 
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Potential Impact Phase* Maximum Design Scenario Justification 

C O D 

• MFE pre-lay trenching rate: 400 m/hour 

 

Offshore Export Cable installation 

• Maximum number of Export Cables: 4 

• Maximum total length of each Export Cable: 90 km 

• Trench dimensions: 6 m wide; 1.5 m deep (average); ‘V’ 
shape profile 

• Excavation method: Jetting, MFE, Ploughing/Pre-
Ploughing, Trenching/Pre-Trenching (incl. dredging, 
cutting) 

• MFE Pre-lay trenching rate: 400 m/hour 

 

Sandwave clearance 

• Sandwave clearance width along IACs: 58.6 m 

• Area of IAC sandwave clearance: 40,112 m2 

• Sandwave clearance width: 53.6 m 

• Area of SC sandwave clearance: 2,144 m2 

• Sandwave clearance width along Export Cable: 58.6 m 

• Area of Export Cable Corridor sandwave clearance: 
295,344 m2 

• Clearance method: MFE and/or Dredger 

 

HDD exit pit excavation 

Modelling was carried out for 
sediment release along a section of 
an indicative cable route which runs 
parallel and then perpendicular to the 
tidal axis for two full tidal cycles. 
 
Offshore Export Cable installation 
 
Pre-lay trenching by MFE will give 
MDS for sediment disturbance. 
Conservatively assumes 100% 
fluidisation of material expelled from 
trench. In reality pre-lay jetting will 
move a proportion of material rather 
than bringing it fully into suspension.  
Export Cable Corridor pre-lay 
trenching modelling assumes 
sediment release along the whole 
Export Cable Corridor. 
 
Sandwave clearance 
 
Sandwave clearance/levelling 
activities may be undertaken using a 
range of techniques – MFE and 
suction hopper dredging. Releases via 
both are modelled. A conservative 
MFE near-bed sediment release rate 
of 1000 kg/s conservatively estimated 
based on the MDS trench cross 
section dimensions, the speed of 
progress of the tool, and the bulk 
density of the local sediment type. 
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Potential Impact Phase* Maximum Design Scenario Justification 

C O D 

• Number of exit pits: 4 

• 880 m3 excavated material for each pit (3,520 m3 for all 
pits) 

HDD drilling fluid release (at Landfall) 

• Number of exit/release events: up to 4 

• Up to 1,030 m3 drilling mud generated per HDD duct, 
based on bore diameter of 1.05 m and duct length of 
1,190 m. (4,120 m3 total for all four ducts) 

• 100,000 mg/l (100 kg/m3) assumed conservative maximum 
concentration of Bentonite in drilling mud 

• Wet punch-out 

 
O&M phase 
 
Cable repairs 

• Number of annual static IAC repairs: 1 

• Number of annual dynamic IAC repairs: 1 

• Maximum annual length of IAC reburial: 1,170 m 

• Number of annual static Export Cable repairs: 1 

• Maximum annual length of Export Cable reburial: 1,170 m 

 
Decommissioning phase 
A Decommissioning Programme will be submitted to MD-LOT 
for consultation and approval. The Decommissioning 
Programme will be updated during the Proposed 

Dredge spoil release is simulated as 
an instantaneous release at the water 
surface. 10% of a 11,000 m3 hopper is 
assumed to form the passive phase 
of the plume. Other seabed 
preparation such as boulder 
clearance is not considered here as 
the activity does not represent the 
MDS in terms of potential increases in 
SSC and associated changes to 
seabed substrate. 
 
HDD exit pit excavation 
 
Based on maximum exit pit 
dimensions. 
 
HDD drilling fluid release (at Landfall) 
 
Based on maximum HDD duct 
dimensions. Assumes a conservative 
Bentonite concentration of 100 kg/m3 
in drilling mud. Other stages of 
drilling (pilot hole drilling and stages 
of reaming) may result in smaller 
release events separated in time. But 
the MDS is considered as a release of 
drilling mud from a single conduit. 
 
O&M phase 
 
The MDS for sediment disturbance 
during operation will be no greater 
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Potential Impact Phase* Maximum Design Scenario Justification 

C O D 

Development’s lifespan to take account of changing best 
practice and new technologies. 
 
The approach for decommissioning is yet to be determined, 
however, for the purposes of this MDS total removal of all 
Offshore Infrastructure including buried cables and cable 
protection has been assumed, and as such the 
environmental impact of decommissioning will be the same 
if not lower than construction. 
 

than that set out for the construction 
phase of the Proposed Development. 
 
 
Cable repairs 
 
These limited activities would disturb 
a much smaller volume of material for 
each repair/reburial event than 
simulated for the construction phase. 
 
Decommissioning phase 
The MDS for sediment disturbance 
during decommissioning will be no 
greater than that set out for the 
construction phase of the Proposed 
Development. 
 

Changes in 
physical processes 

 ✓ ✓ The MDS for this impact has been informed by the 
conclusions of the assessment of significance for the 
Physical Processes assessment, and considers a range of 
potential impacts, such as changes to seabed morphology, 
the tidal regime, wave regime, sediment transport regime, 
stratification and frontal systems, and scour. 

The MDS for this impact considers all 
activities which have the potential to 
create changes in physical processes. 
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Increases in Suspended Sediment Concentration and Associated 
Deposition 

Construction Phase 

1.10.6 Increases in SSC and associated sediment deposition in subtidal habitats 
during the construction phase of the Proposed Development will occur as 
a result of the installation of drilling for anchor installation, IAC, 
interconnector cables and Offshore Export Cables installation, sandwave 
levelling, and HDD exit pit excavation and drilling fluid release.  

1.10.7 The benchmarks for the relevant MarESA and FeAST pressures which have 
been used to inform this impact assessment are: 

• Changes in suspended solids (water clarity): the benchmark for 
which is a change in one rank on the Water Framework Directive 
(WFD) scale (e.g. from clear to intermediate for one year, caused by 
activities disturbing sediment or organic particulate material and 
mobilising it into the water column such as dredging, disposal at 
sea, cable and pipeline burial). 

• Smothering and siltation rate changes (light): the benchmark for 
light deposition is up to 5 cm of fine material added to the habitat in 
a single discrete event. 

• Smothering and siltation rate changes (heavy): the benchmark for 
which is heavy deposition of up to 30 cm of fine material added to 
the seabed in a single discrete event. 

1.10.8 Increases in SSC and associated sediment deposition resulting from 
construction activities could affect horse mussel bed feature of the Noss 
Head MPA. 

1.10.9 Physical processes modelling, presented in full in Volume 3, Technical 
Appendix 7.1: Physical Processes Technical Report, has been used to inform 
the assessment of potential increased SSCs and associated deposition. 

1.10.10 Drilling action for anchor installation may result in up to 692,701 m3 of 
drill arisings, from up to 360 drilled piles. Both IAC, interconnector cables 
and Offshore Export Cable installation will involve installations in 
trenches of up to 6 m width with an average depth of 1.5 m, and a v-
shaped profile. Installation may occur using a MFE, with a pre-lay 
trenching rate of 400 m per hour. For IAC, this involves up to 133 cable 
installations for a total of 173 km of cables in contact with the seabed. 
Offshore Export Cable installation may involve up to four cable 
installations for a total of 90 km of cables in contact with the seabed. 
Sandwave levelling for IAC, interconnector cables and Offshore Export 
Cable installation will be undertaken using a MFE and/or a dredger.  

Physical Attributes 

1.10.11 The following physical attributes of the horse mussel beds protected 
features of the Noss Head MPA are relevant to increases in SSC and 
sediment deposition during the construction phase: 
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• Extent; and 
• Structure. 

1.10.12 As outlined in Volume 2, Chapter 7: Physical processes, the modelling for 
the Proposed Development was undertaken for a MFE for both sandwave 
levelling and cable installation. 

1.10.13 Seabed preparation via the use of a Trail Suction Hopper Dredger (TSHD) 
will be required prior to the installation of foundations. The release of the 
sediment back to the seabed will take place at a nearby location. During 
releases of sediment, the full volume of material is released into the water 
column from the vessels hull near to the water surface in a relatively short 
time. At a representative higher current speed of 0.6 m/s during spring 
tides, these sediments will settle to the bed within approximately 100 m 
for gravel, 500 m for coarse sand, 1,500 m for medium sand, and 5,000 m 
for finer sands from the release point. This distance will be proportionally 
shorter during periods of lower current speed, such as outside peak flow 
times and generally around neap tides. Fine sand and silt sized sediments 
persist in suspension for longer than relatively coarser sediment grain 
sizes.   

1.10.14 Sediment releases within the nearshore region of the Export Cable 
Corridor creates a plume that is advected southwards into the Noss Head 
MPA if the release is initiated on an ebb tide.  The resultant plume is 
elongated along the tidal axis with a limited width/footprint, this means 
that only a small proportion of the MPA is affected by the elevated 
increase in SSC for the limited duration it takes for the plume to be 
advected past by the tide. Releases of sediment further offshore along 
the Export Cable Corridor will further reduce the impact of elevated SSC 
on any protected areas. Additionally, there is no deposition due to passive 
phase spoil releases predicted within the Noss Head MPA. 

1.10.15 Drilling action for anchor installation will result in a localised and 
temporary plume of elevated SSC, which will be advected in the direction 
of the ambient tidal currents, broadly aligned to the coast, and is expected 
to be dispersed to relatively low concentrations within hours of release, 
and to background concentrations within a few tidal cycles. 

1.10.16 Sandwave levelling for IAC, interconnector cables and Offshore Export 
Cable installation modelling found that SSCs could increase to cause 
there to be more sediment than water for a very short period of time 
within 5 m of the excavator activity, with the plumes expected to be 
vertically and horizontally dispersed to less than 1,000 mg/l within tens of 
metres. The SSCs are expected to reach less than 5 mg/l in all locations 
within three days of the cessation of excavation. The modelling indicated 
that SSCs from these activities that reach the Noss Head MPA are likely 
to be greatly reduced due to sediment re-settlement by the time it would 
be advected into this area.  
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1.10.17 HDD exit pit extraction and HDD drilling fluid release (at Landfall) may 
occur at four exit pits. The exit pit extraction may result in a volume of up 
to 880 m3 of excavated material per pit, for a total of 3,520 m3 of 
excavated material. The drilling fluid release may result in the release of 
up to 1,030 m3 drilling mud per pit, for a total of up to 4,120 m3 of drilling 
mud, with an assumed conservative maximum Bentonite concentration of 
100,000 mg/l. The drilling fluid may remain in suspension for several hours 
to days and will disperse to not measurable concentrations over time by 
wave and tidal action. The drilling fluid lubricating clay may accumulate 
in the HDD exit pit if it is slightly denser than surrounding seawater or 
may move over the adjacent seabed downslope under gravity in an 
offshore direction. The potential exists for drilling fluid lubricating clay to 
be advected towards the Noss Head MPA, but the modelling indicated 
should this occur, the drilling fluid lubricating clay would only extend 
along a narrow width, limiting the spatial footprint of the impact. As a 
result only a small proportion of the MPA may experiences elevated SSC 
and only for the short duration it takes for the tide to carry the plume 
past. 

1.10.18 Based on the information presented above, the following can be 
concluded with respect to the physical attributes of the horse mussel bed 
protected feature of the Noss Head MPA. 

• Extent: The modelling undertaken found that the Proposed 
Development may result in increases in SSCs and associated 
deposition, however, it highlighted that any sediment plumes that 
may reach the Noss Head MPA will be of low concentration and will 
likely only affect a small proportion of the MPA for a short duration. 
Furthermore, as noted in Paragraph 1.10.13, there is no deposition due 
to passive phase spoil releases predicted within the Noss Head MPA. 
Horse mussel beds are not sensitive to changes in suspended solids, 
due to naturally being found in a variety of turbid and clear water 
conditions (Holt et al., 1998), they are however sensitive to changes 
in water movement and clarity which can result in smothering 
(NatureScot, 2024). Individuals are unable to re-emerge from burial 
under 2 to 7 cm of sediment, with increased duration of smothering 
being associated with increased mortality (Hutchison et al., 2020). 
As a result, it unlikely that any smothering due to the Proposed 
Development would affect the extent and distribution of the horse 
mussel beds, including their density. 

• Structure: As mentioned above regarding the extent of the horse 
mussel beds, the sediment concentrations and lack of sediment 
deposition are unlikely to be within levels which would adversely 
impact upon the habitats within the horse mussel beds. This 
includes the ‘Modiolus modiolus beds with hydroids and red 
seaweeds on tide-swept circalittoral mixed substrata’ 
(SS.SBR.SMus.ModT, JNCC Classification 2022) which will be 
unaffected by the construction activities as a result of the Proposed 
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Development due to a lack of abrasion and no disruption to the 
seabed sediment within the MPA. 

Ecological Attributes 

1.10.19 The following ecological attributes of the horse mussel bed protected 
features of the Noss Head MPA are relevant to increases in SSC and 
associated sediment deposition during the construction phase: 

• Function and quality; and 
• Composition of the characteristic biological communities. 

1.10.20 In NatureScot’s Management Advice for the Noss Head MPA, one biotope 
was identified for the horse mussel bed MPA, ‘Modiolus modiolus beds 
with hydroids and red seaweeds on tide-swept circalittoral mixed 
substrata’ (SS.SBR.SMus.ModT, JNCC Classification 2022). The sensitivity 
of this biotope to the relevant pressures ranges from not sensitive to high 
sensitivity with the highest sensitivity being due to heavy smothering and 
siltation rate changes (Tillin et al., 2024).  Individuals are unable to re-
emerge from burial under 2 to 7 cm of sediment, with increased duration 
of smothering being associated with increased mortality (Hutchison et al., 
2016). Horse mussel beds are, however, not sensitive to changes in 
suspended solids, due to naturally being found in a variety of turbid and 
clear water conditions (Holt et al., 1998), and M. modiolus are selective 
feeders that can reject inorganic particles (Navarro and Thompson, 1997).  

1.10.21 Based on the information presented above, the following can be 
concluded with respect to the ecological attributes of the horse mussel 
bed feature of the Noss Head MPA. 

• Function and quality: The key functions of the horse mussel 
protected feature of the Noss Head MPA include biomass 
production, larvae supply ensuring habitat connectivity, providing 
habitats for other species, nutrient cycling, sediment stabilisation, 
carbon storage and climate regulation and waste breakdown and 
detoxification of water and sediments, all of which rely on the 
environmental conditions of the habitat (NatureScot, 2024). The 
‘good’ overall water body status of the Noss Head MPA (NatureScot, 
2024) will not be detrimentally affected by the activities of the 
Proposed Development. As outlined in Paragraph 1.10.20, horse 
mussels are not sensitive to changes in suspended solids. 
Additionally, as outlined in Paragraph 1.10.13, there is no deposition 
due to passive phase spoil releases predicted within the Noss Head 
MPA, therefore, it is unlikely that smothering may occur. The 
maintenance of water quality and lack of high levels of deposition 
will enable the horse mussel bed feature to continue functioning as 
it does currently. 

• Composition of the characteristic biological communities: The horse 
mussel beds within the Noss Head MPA provide habitat for a number 
of species, including brittlestars Ophiothrix fragilis, Ophiocomina 
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nigra, Ophiura albida, common sunstar Crossaster papposus, edible 
urchin Echinus esculentus, common starfish Asterias rubens and 
Henricia sp., Bryozoa sp., sponges and hydroids, edible crab Cancer 
pagurus and hermit crab Pagurus bernhardus. These species rely on 
the substrate and shelter provided by the horse mussel beds. The 
activities of the Proposed Development will not result in a change to 
physical conditions of the habitats, such as substrate, as the 
activities are occurring outside the boundary of the MPA. There may 
be an small increase in the SSC, as outlined in Paragraphs 1.10.13 to 
1.10.17, however, there will be no sediment deposition due to passive 
phase spoil releases predicted within the Noss Head MPA (Paragraph 
1.10.13). This temporary increase in the SSC will not result in a change 
to the conditions which allow the horse mussel bed to thrive. 
Therefore, the horse mussel bed will continue to act as valuable 
habitat for the diverse array of species which live there. 

1.10.22 Volume 2, Chapter 8: Benthic ecology concluded that due to the low levels 
of SSC and deposition of the impact of increases in SSC and associated 
sediment deposition during construction, the magnitude of the impact on 
the features of the Noss Head MPA was assessed as low. The horse mussel 
bed feature of the Noss Head MPA was considered to be of, high 
vulnerability, low recoverability and international importance and 
therefore, was considered to have an overall high sensitivity. The effect 
will therefore be of minor to moderate adverse significance. As increased 
SSCs are likely to be greatly reduced by the time of advection into the 
Noss Head MPA, and considering the short term and intermittent nature 
of this impact, the effect is concluded to be of Minor adverse significance 
which is not significant in EIA terms. 

Summary of Attribute Assessment 

1.10.23 Based on the information presented in Paragraphs 1.10.13 to 1.10.21, it can 
be concluded that increases in SSC and sediment deposition during the 
Proposed Development construction phase will not lead to a significant 
risk of hindering the achievement of the conservation objective of 
maintaining the horse mussel bed protected feature of the Noss Head 
MPA in a favourable condition for the following reasons: 

• The extent and structure of the horse mussel bed will be 
maintained as the construction activities of the Proposed 
Development will result in only a small increase in SSC and no 
associated deposition which will maintain the sedimentary 
conditions within the MPA as well as not resulting in any change to 
the water quality or movement at the MPA; and 

• The maintenance of these physical conditions allows the horse 
mussel bed protected feature to continue providing the function and 
quality that make it appropriate habitat for the composition of the 
characteristic biological communities that inhabit it. 
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Operation and Maintenance Phase 

1.10.24 Increases in SSC and associated sediment deposition may occur during 
the O&M phase as a result of cable repair and reburial events for the 
Offshore Export Cables. Volume 2, Chapter 8: Benthic ecology and Volume 
2, Chapter 7: Physical processes provide full detail on the magnitude of 
impact and MDS assumptions with respect to increases in SSC and 
sediment deposition associated with cable installation for the Proposed 
Development as a whole.  

1.10.25 The benchmarks for the relevant MarESA and FeAST pressures for the 
Noss Head MPA are as listed for the construction phase (Paragraph 1.10.7). 

1.10.26 O&M activities associated with cable repair events may cause increased 
SSCs and associated depositions, from the undertaking of up to one 
annual IAC repair over a maximum distance of 1,170 m, and one annual 
Offshore Export Cable repair, again over a maximum distance of 1,170 m. 
The adherence to the CaP and EMP as outlined in Table 1.11 is likely to 
mitigate any large increases in SSCs and associated deposition and would 
not be greater than during the construction phase. Specifically, the repair 
activities will be undertaken using similar methods as during the 
construction period, but over a much reduced area and timescale, and, 
therefore, the sediment plume and sedimentation footprints will be 
smaller and will return to baseline conditions more quickly than those 
assessed during the construction phase.  

Physical Attributes 

1.10.27 The following physical attributes of the horse mussel beds protected 
features of the Noss Head MPA are relevant to increases in SSC and 
sediment deposition during the O&M phase: 

• Extent; and 
• Structure. 

1.10.28 Repairs and reburial would be undertaken using similar methods as those 
for cable installation activities, however, over a much smaller length of 
cable. Therefore, the magnitude of the impact would be smaller than what 
is described for the construction phase (Paragraph 1.10.13 et seq). The 
sediment plumes and sedimentation footprints would be dependent on 
which section of the cable is being repaired. However, as with the 
construction phase, even should the repairs occur at the point on the 
Export Cable Corridor closest to the Noss Head MPA (2.5 km), the 
associated increase in SSC from the repair or reburial activity will be 
greatly reduced due to sediment re-settlement by the time SSCs are 
advected to the Noss Head MPA. 

1.10.29 Based on the information presented above, the following can be 
concluded with respect to the physical attributes of the horse mussel bed 
protected feature of the Noss Head MPA. 
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• The impact on the physical attributes of the Noss Head MPA (extent 
and structure) will be similar as described for the construction 
phase in Paragraph 1.10.18. The impact in the O&M phase, however, 
will be reduced in area as well as in time scale due to the nature of 
the repair activities which will not include sandwave clearance. The 
disturbances will also be spread over a much-extended time period 
of 30 years. 

Ecological Attributes 

1.10.30 The following ecological attributes of the horse mussel bed protected 
feature of the Noss Head MPA are relevant to increases in SSC and 
associated sediment deposition during the O&M phase: 

• Function and quality; and 
• Composition of the characteristic biological communities. 

1.10.31 The sensitivity of the horse mussel bed feature to increases in SSC and 
associated deposition is as described in Paragraphs 1.10.19 and 1.10.20 for 
the construction phase assessment.  

1.10.32 Based on the information presented above, the following can be 
concluded with respect to the ecological attributes of the horse mussel 
beds of the Noss Head MPA. 

• Repair and reburial of cables in the O&M phase will lead to a much 
smaller increase in SSC and associated deposition than in the 
construction phase. Therefore, it is likely that the sensitivity of the 
communities to the impact of increased SSC and associated 
deposition will remain not sensitive to high (Tillin et al., 2024). The 
impact will be much more intermittent, across the 30 year 
operational lifetime of the Proposed Development and on a much 
smaller scale. Therefore, the assessment and conclusions presented 
in Paragraph 1.10.21 for the construction phase are deemed to be 
applicable to the O&M phase with regards to the effect this impact 
will have on function and quality, and composition of the 
characteristic biological communities. 

1.10.33 Volume 2, Chapter 8: Benthic Ecology concluded that due to the low levels 
of SSC and deposition of the impact of increases in SSC and associated 
sediment deposition during the O&M phase, the magnitude of the impact 
on the feature of the Noss Head MPA was assessed as negligible. The 
horse mussel bed feature of the Noss Head MPA was considered to be of 
high vulnerability, low recoverability and international importance and, 
therefore, was considered to have an overall high sensitivity. Therefore, 
the significance of effect was considered to be Minor adverse, which is 
not significant in EIA terms. 

Summary of Attribute Assessment 

1.10.34 Based on the information presented in Paragraphs 1.10.26 to 1.10.32, it can 
be concluded that increases in SSC and sediment deposition during the 
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Proposed Development O&M phase will not lead to a significant risk of 
hindering the achievement of the conservation objective of maintaining 
the horse mussel bed protected feature of the Noss Head MPA in a 
favourable condition for the following reasons: 

• The extent and structure of the horse mussel bed will be 
maintained as the O&M activities of the Proposed Development will 
result in only a small increase in SSC and no associated deposition 
which will maintain the sedimentary conditions within the MPA as 
well as not resulting in any change to the water quality or movement 
at the MPA; and 

• The maintenance of these physical conditions allows the horse 
mussel bed protected feature to continue providing the function and 
quality that make it appropriate habitat for the composition of the 
characteristic biological communities that inhabit it. 

Decommissioning Phase 

1.10.35 Increases in SSC and associated sediment deposition may occur during 
the decommissioning phase as a result of the removal of Offshore 
Infrastructure, with the exact programme to be submitted to MD-LOT for 
consultation and approval. The decommissioning methods are assumed 
to be similar to those used during construction, with the magnitude of 
increased SSCs and associated deposition not being greater than that set 
out for the assessment in the construction phase of the Proposed 
Development. 

1.10.36 The benchmarks for the relevant MarESA and FeAST pressures for the 
Noss Head MPA are as listed for the construction phase (Paragraph 1.10.7). 

Physical Attributes 

1.10.37 The following physical attributes of the horse mussel beds protected 
feature of the Noss Head MPA are relevant to increases in SSC and 
sediment deposition during the decommissioning phase: 

• Extent; and 
• Structure. 

1.10.38 Following decommissioning, increases in SSC and associated deposition 
would be of a similar magnitude to those described for the construction 
phase but slightly reduced with the reduction in seabed preparation 
activities. The removal of the Proposed Development cabling would lead 
to an increase in SSC through similar trenching techniques as 
implemented during installation. The expected magnitude of impact is, 
therefore, assumed as equal to that of the construction phase (as 
described in Paragraph 1.10.13 et seq). 

1.10.39 Based on the information presented above, the following can be 
concluded with respect to the physical attributes of the horse mussel bed 
protected feature of the Noss Head MPA:  
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• The impact on the physical attributes of the Noss Head MPA (extent 
and structure) will be similar to what has been described in 
Paragraph 1.10.18. The impact in the decommissioning phase however 
will be reduced in area and in time scale due to the nature of the 
activities which will not include sandwave clearance. 

Ecological Attributes 

1.10.40 The following ecological attributes of the horse mussel bed protected 
feature of the Noss Head MPA are relevant to increases in SSC and 
associated sediment deposition during the decommissioning phase: 

• Function and quality; and 
• Composition of the characteristic biological communities. 

1.10.41 The sensitivity of the horse mussel bed feature to increases in SSC and 
associated deposition is as described in Paragraphs 1.10.20 and 1.10.20 for 
the construction phase assessment.  

1.10.42 Based on the information presented above, the following can be 
concluded with respect to the ecological attributes of the horse mussel 
beds of the Noss Head MPA: 

• The removal of cables in the decommissioning phase will lead to a 
similar, if not reduced, increase in SSC and associated deposition to 
that predicted for the construction phase. Therefore, it is likely that 
the sensitivity of these communities to the impact of increased SSC 
and associated deposition will remain not sensitive to high (Tillin et 
al., 2024). Therefore, the assessment and conclusions presented in 
Paragraph 1.10.21 for the construction phase are deemed to be 
applicable to the decommissioning phase with regards to the effect 
this impact will have on function and quality, and composition of the 
characteristic biological communities. 

1.10.43 Volume 2, Chapter 8: Benthic Ecology concluded that due to the low levels 
of SSC and deposition of the impact of increases in SSC and associated 
sediment deposition during decommissioning, the magnitude of the 
impact on the horse mussel bed features of the Noss Head MPA was 
assessed as low. The horse mussel bed protected feature of the Noss 
Head MPA was considered to be of high vulnerability, low recoverability 
and international importance and, therefore, was considered to have an 
overall high sensitivity. The effect will therefore be of minor to moderate 
adverse significance. As increased SSCs are likely to be greatly reduced 
by the time of advection into the Noss Head MPA, and considering the 
short term and intermittent nature of this impact, the effect is concluded 
to be of Minor adverse significance, which is not significant in EIA terms. 

Summary of Attribute Assessment 

1.10.44 Based on the information presented in Paragraphs 1.10.35 to 1.10.42, it can 
be concluded that increases in SSC and sediment deposition during the 
Proposed Development decommissioning phase will not lead to a 
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significant risk of hindering the achievement of the conservation 
objective of maintaining the horse mussel bed protected feature of the 
Noss Head MPA in a favourable condition for the following reasons: 

• The extent and structure of the horse mussel bed will be 
maintained as the decommissioning, activities of the Proposed 
Development will result in only a small increase in SSCs and no 
associated deposition which will maintain the sedimentary 
conditions within the MPA as well as not resulting in any change to 
the water quality or movement at the MPA; and 

• The maintenance of these physical conditions allows the horse 
mussel bed protected feature to continue providing the function and 
quality that make it appropriate habitat for the composition of the 
characteristic biological communities that inhabit it. 

Changes in Physical Processes 

Operation and Maintenance Phase 

1.10.45 Changes in physical processes may arise from the installation of 
infrastructure into the water column (i.e. foundations of Wind Turbines 
and OSP and cable protection required for ground conditions), including 
scour effects and changes in the sediment transport and wave regimes 
resulting in potential effects on the horse mussel bed protected features. 

1.10.46 Volume 2, Chapter 7: Physical Processes provides a full description of the 
desk-based analysis used to inform this assessment. 

1.10.47 The relevant MarESA pressures and benchmarks used to inform this 
impact assessment are: 

• Changes in local water flow (tidal current): change in peak mean 
spring bed flow velocity between 0.1 m/s to 0.2 m/s for more than 
one year. The pressure is associated with activities that have the 
potential to modify hydrological energy flows. This pressure 
corresponds to the impacts associated with the presence of cable 
protection; and 

• Local wave exposure changes: change in nearshore significant wave 
height >3% but <5% for one year. This pressure corresponds to the 
impacts associated with the presence of OWF infrastructure and 
cable protection. 

1.10.48 The relevant FeAST pressures and benchmarks used to inform this impact 
assessment are: 

• Water flow (tidal current) changes – local: the benchmark for this 
pressure is the peak mean spring tide flow change of greater than 
0.1 m/s over an area >1 km2 or 50% of the width of the water body 
for >1 year. 

• Wave exposure changes – local: the benchmark for this pressure is a 
change in nearshore significant wave height >3% for one year. 
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1.10.49 The Proposed Development will include up to 67 Wind Turbines and up to 
two OSPs, as well as up to 12 km of IAC in the water column. Additionally, 
up to 50% of IAC, 33% of interconnector cables and 50% of export cables 
may require cable protection (Volume 1, Chapter 3: Project Description). 

Physical Attributes 

1.10.50 The following physical attributes of the horse mussel bed protected 
features of the Noss Head MPA are relevant to changes in physical 
processes during the O&M phase: 

• Extent; and 
• Structure. 

1.10.51 In terms of tidal currents and water levels, the potential for localised 
changes in current speed is spatially limited to narrow wakes of slightly 
reduced current speed and proportionally increased turbulence, 
extending downstream of individual foundations. Changes to current 
speed at the resolution of the model (length scales greater than 100 m) 
will be less than 0.05 m/s (10%), which is very small in absolute and 
relative terms. The wake signature dissipates with distance downstream, 
becoming <5% reduction within 500 m of the foundation structures. 

1.10.52 In terms of changes to wave regimes, the Proposed Development has the 
potential to impact wave height, period, and direction through interaction 
of the waves with foundation structures. Assessment of potential changes 
have been undertaken in comparison to an existing baseline and has been 
informed by the ABPmer SEASTATES wave hindcast database, with 
modelling indicating absolute wave height may be progressively decreased 
with distance travelled by waves through the Array Area, up to a reduction 
of 12.5% compared to baseline conditions. Outside of the Array Area, the 
full range of change to wave directions and return periods is considered 
to be <10%, with most changes being <5%, with wave height and regime 
beginning to recover immediately downwind of the Array Area. 

1.10.53 Noss Head MPA is 2.5 km away from the Proposed Development at its 
closest point to the Site Boundary, with the nearest part of the Site 
Boundary being the Export Cable Corridor. The Noss Head MPA is 50.6 km 
from the Array Area. The effects of this impact will be restricted to the 
Array Area. As there is no potential impact pathway, this impact is not 
considered further for the Noss Head MPA.  

Future Monitoring Commitments 

1.10.54 No significant risk of hindering the achievement of the conservation 
objective of maintaining the horse mussel bed protected feature of the 
Noss Head MPA have been identified, therefore, monitoring to test the 
predictions made within the impact assessment is not considered 
necessary. 
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1.11 Cumulative Effects Assessment 

Methodology 

1.11.1 The Cumulative Effects Assessment (CEA) assesses the impact associated 
with the Proposed Development together with other relevant projects and 
activities. Cumulative effects are defined as the effect of the Proposed 
Development in combination with the effects from a number of different 
projects, on the same receptor or resource. Further details on CEA 
methodology are provided in Volume 1, Chapter 4: EIA Methodology of the 
offshore EIA Report.  

1.11.2 The projects selected as relevant to the CEA presented within this 
assessment are based upon the results of a screening exercise (see 
Volume 3, Technical Appendix 4.4: Cumulative Effects Assessment -
Screening). Volume 3, Technical Appendix 4.4: Cumulative Effects 
Assessment - Screening provides further information in relation to other 
projects and how this information is obtained and applied to the 
assessment. Each project has been considered on a case-by-case basis 
for screening in or out of this assessment based upon data confidence, 
effect-receptor pathways and the spatial/temporal scales involved.  

1.11.3 In undertaking the CEA for the Proposed Development, it is important to 
bear in mind that other projects under consideration will have differing 
potential for proceeding to an operational stage and hence a differing 
potential to ultimately contribute to a cumulative impact alongside the 
Proposed Development. Therefore, a tiered approach has be adopted. This 
provides a framework for placing relative weight upon the potential for 
each project to be included in the CEA to ultimately be realised, based 
upon the project’s current stage of maturity and certainty in the projects’ 
parameters. The tiered approach which will be utilised within the 
Proposed Development CEA employs the following tiers: 

• Tier 1 – The onshore elements of the Project;  
• Tier 2 – Projects that have an application submitted, are consented, 

under construction or operational to the extent not already captured 
with the baseline;  

• Tier 3 – Projects which have submitted a scoping report and/or have 
received a Scoping Opinion; and 

• Tier 4 – Reasonably foreseeable projects including those with Crown 
Estate Scotland option or lease agreements. 

1.11.4 The specific projects scoped into the CEA for Noss Head MPA Assessment 
are shown in Figure 1.5 and outlined in Table 1.14 and Table 1.15. 

1.11.5 Only one tier 2 project was identified which could result in cumulative 
impacts on the Noss Head MPA. No other projects, in any of the other 
tiers, were identified for inclusion. 

1.11.6 The potential cumulative impact that was identified and included in Table 
1.14 and Table 1.15 below, is a subset of those considered for the Proposed 
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Development alone assessment. This is because some of the potential 
impacts identified and assessed for the Proposed Development alone, are 
localised and temporary in nature. It is considered, therefore, that these 
potential impacts have limited or no potential to interact with similar 
changes associated with other plans or projects. These have, therefore, 
been scoped out of the CEA.  

1.11.7 Similarly, some of the potential impacts considered within the Proposed 
Development alone assessment are specific to a particular phase of 
development (e.g. construction, O&M or decommissioning). Where the 
potential for cumulative effects with other projects only have potential to 
occur where there is spatial or temporal overlap with the Proposed 
Development during certain phases of development, impacts associated 
with a certain phase may be omitted from further consideration where no 
projects have been identified that have the potential for cumulative 
effects during this period.  

1.11.8 As a result the only impact to be included in the cumulative assessment 
is the increases in SSC and associated deposition impact as it was 
identified in the project alone assessment (Section 1.9) that there would 
be a potential effect on the Noss Head MPA due to this impact. Changes 
in physical processes has not been brought forward to the cumulative 
assessment as it was identified in the project alone assessment (Section 
1.9) that there would be no effect on the Noss Head MPA as a result of 
the Proposed Development. It is therefore not possible for a cumulative 
effect to arise in relation to this impact as there is no spatial overlap with 
another project.
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 Table 1.14: List of Other Projects Considered within the CEA for the Noss Head MPA Assessment  

Project Status Distance from the 
Export Cable 
Corridor (km) 

Distance to 
Noss Head 
MPA (km) 

Description of 
Project 

Dates of 
Construction 
(If 
Applicable) 

Dates of 
Operation 
(If 
Applicable) 

Overlap with the 
Proposed 
Development 

 Tier 2 

South Head - 
CR009 

Ongoing 
dredging 
activities 

10.02 1.13 Information 
on this 
specific site is 
limited, but it 
is managed 
under general 
dredged 
material 
disposal 
regulations. 

Not 
Applicable 
(ongoing 
dredging 
activities) 

Present day 
- unknown 

Ongoing dredging 
activity associated 
with these marine 
aggregates and 
disposal projects may 
overlap with the 
construction and 
possibly the O&M 
phases of the 
Proposed 
Development. There is 
limited information on 
dredging parameters 
publicly available, 
however, they have 
been included as a 
precaution.  

Scottish and 
Southern 
Energy 
Networks - 
Transmission 
Spittal to 
Peterhead High 
Voltage Direct 
Current (HVDC) 

Application – 
Early 
Development 

0  
 

2.1 A 2 GW bi-
pole 525 kV 
subsea HVDC 
cable running 
from 
Banniskirk 
Hub, Spittal to 
Netherton 
Hub, 
Peterhead. 

2026 to 2030 2030 
onwards 

Project construction 
phase overlaps with 
the Proposed 
Development 
construction phase. 
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Figure 1.5: Other Projects Screened into the Cumulative Effects Assessment for the Noss 
Head MPA  
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Maximum Design Scenario 

1.11.9 The MDS identified in Table 1.15 have been selected as those having the 
potential to result in the greatest effect on an identified receptor or 
receptor group. The cumulative effects presented and assessed in this 
section have been selected from the details provided in Volume 1, Chapter 
3: Project Description as well as the information available on other 
projects (see Volume 3, Technical Appendix 4.4: Cumulative Effects 
Assessment - Screening), to inform a ‘Maximum Design Scenario’. Any 
other development scenario within the PDE, will result in in the same, or 
less, level of environmental effect. 
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Table 1.15: Maximum Design Scenario Considered for Each Impact as part of the Assessment of Likely Significant Cumulative Effects on Noss 
Head MPA 

Potential 
Cumulative 
Effect 

Phase* MDS Justification 

C O D 

Increased SSCs 
and associated 
deposition 

   The MDS is as detailed for the 
Proposed Development alone in 
Table 1.14, and cumulatively with 
the following projects: 

 
Tier 1 

• N/A 
Tier 2 

Marine Aggregates and Disposal 
• South Head - CR009 (ongoing 

dredging activities). 
Cables 
• SSE Spittal to Peterhead 

HVDC cable (construction 
phase) 

Tier 3 

• N/A 
Tier 4 

• N/A 
 

This impact was informed by Volume 2, Chapter 7: Physical Processes. 
Therefore, the projects included in the CEA for this impact include 
only those considered for the same impact in the CEA in Volume 2, 
Chapter 7: Physical Processes. The screening buffer used was the Site 
Boundary and a buffer of one spring Tidal Excursion Ellipse and also 
incorporated any projects within Sinclair’s Bay (see Volume 2, Chapter 
7: Physical Processes for further detail). 
  
The tier 2 project detailed in the previous column has been screened 
in as it has the potential to result in increased SSCs and associated 
deposition within the Noss Head MPA, and, therefore, requires 
consideration at a cumulative scale with the Proposed Development.  

* Proposed Development Phase refers to construction (C), operation and maintenance (O) and decommissioning (D). 
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Cumulative Effects Assessment: Noss Head MPA 

1.11.10 An assessment of the likely significance of the cumulative effects of the 
Proposed Development upon the protected features of the Noss Head 
MPA arising from each identified impact is provided below. 

Increases in Suspended Sediment Concentration and Associated 
Deposition 

Tier 1 

1.11.11 The Tier 1 project (onshore infrastructure) will not have a cumulative 
impact upon the Noss Head MPA. 

Tier 2 

Construction phase 

1.11.12 Dredge disposal site CR009 is within a distance of one spring tidal 
excursion ellipse from the Noss Head MPA. Should the Proposed 
Development Offshore Export Cable installation be occurring at the same 
time as dredge disposal activities at this site, there could be the potential 
for cumulative changes in SSCs within the Noss Head MPA. 

Physical Attributes 

1.11.13 Dredge disposal site CR009 is located at a distance of approximately 1.13 
km from the Noss Head MPA. At this distance, any cumulative increase in 
either the spatial footprint or peak concentration of sediment plumes is 
expected to be indistinguishable from that previously reported for the 
Offshore Export Cable installation on its own (Section 1.9). Any associated 
cumulative changes in seabed level will also be immeasurable. It is also 
worth noting that spring tidal excursion ellipses are strongly rectilinear 
within the vicinity of the dredge disposal sites nearby to the Offshore 
Export Cable Corridor. This means that although at times during the 
construction phase some plume interaction may occur, the number of 
occurrences is expected to be less than for an equivalent setting with 
more rotary tidal excursion characteristics. 

1.11.14 Given that the SSE Spittal to Peterhead HVDC cable route is within a 
spring tidal excursion distance of nearshore region of the Export Cable 
Corridor and 2.1 km from the Noss Head MPA, there is some potential for 
sediment plume interaction during construction/installation operations. 
However, it is noted that cable installation vessels typically request a 
vessel safety zone when installing or handling cables, it is reasonable to 
assume that this zone could be around 500 m. At a distance of greater 
than 500 m from the source of pre-lay trenching bed disturbance, any 
increases in SSC are expected to be modest (tens to low hundreds of 
mg/l) and fine sediment is unlikely to deposit in measurable thickness. In 
addition to direct communications between the vessels, this process will 
likely be managed via vessel management plans and official bulletins, 
such as Notice to Mariners. Accordingly, whilst plume interaction may still 
theoretically occur, the potential for much higher concentration and/or 
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more persistent plumes than that previously described in the Proposed 
Development alone assessments of SSC is small. Cumulative increases in 
bed level could also theoretically occur, although the potential for this to 
occur is expected to be very low, given the expected separation distance 
of the vessels and the fact that seabed sediments are regularly reworked 
and transported by tidal currents in this region. 

1.11.15 Based on the information presented above, the following can be 
concluded with respect to the physical attributes of the horse mussel bed 
feature of the Noss Head MPA: 

• The level of change associated with dredge disposal site CR009 and 
SSE Spittal to Peterhead HVDC cable route has the potential to be 
local in spatial extent, short term and intermittent in duration and 
highly reversible making it unlikely that the cumulative impact will 
be greater than as described for the Proposed Development alone 
assessment. Paragraph 1.10.18 details the effect of an increase in SSC 
and associated deposition on the relevant physical attributes (extent 
and structure). 

Ecological Attributes 

1.11.16 The ecological attributes of the horse mussel bed protected features of 
the Noss Head MPA that are relevant to cumulative increase in SSC and 
associated deposition are as described previously in Paragraphs 1.10.20 
and 1.10.20. 

1.11.17 Based on the information presented above, the following can be 
concluded with respect to the ecological attributes of the horse mussel 
bed feature of the Noss Head MPA: 

• The level of change associated with dredge disposal site CR009 and 
SSE Spittal to Peterhead HVDC cable route has the potential to be 
local in spatial extent, short term and intermittent in duration and 
highly reversible making it unlikely that the cumulative impact will 
be greater than as described for the Proposed Development alone 
assessment. Paragraph 1.10.21 details the effect of an increase in SSC 
and associated deposition on the relevant ecological attributes 
(function and quality, and composition of the characteristic 
biological communities). 

Summary of Attribute Assessment 

1.11.18 Based on the information presented in Paragraphs 1.11.12 to 1.11.17, it can be 
concluded that cumulative increase in SSC and associated deposition 
during the Proposed Development construction phase will not lead to a 
significant risk of hindering the achievement of the overall conservation 
objective of maintaining the horse mussel bed protected features of the 
Noss Head MPA in a favourable condition for the following reasons: 

• The extent and structure of the horse mussel bed will be 
maintained as the construction activities of the Proposed 
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Development will result in only a small increase in SSC and no 
associated deposition which will maintain the sedimentary 
conditions within the MPA as well as not resulting in any change to 
the water quality or movement at the MPA; and 

• The maintenance of these physical conditions allows the horse 
mussel bed protected feature to continue providing the function and 
quality that make it appropriate habitat for the composition of the 
characteristic biological communities that inhabit it. 

Operation and maintenance phase 

1.11.19 In the O&M phase of Proposed Development, the impact of dredge 
disposal site CR009 will be the same as in the construction phase as the 
end date of the licence is unknown. The cumulative impact is, however, 
likely to be lower, based on the smaller scale maintenance activities 
associated with this phase as well as their intermittent nature. It is not 
anticipated there will be an increase in SSC in the O&M phase associated 
with the SSE Spittal to Peterhead HVDC cable route. 

Physical Attributes 

1.11.20 As noted in regard to the construction phase in Paragraph 1.11.13, the 
dredge disposal site CR009 is located approximately 1.13 km from the Noss 
Head MPA and as a result, any cumulative increase in either the spatial 
footprint or peak concentration of sediment plumes is expected to be 
indistinguishable from that previously reported for the Offshore Export 
Cable installation on its own (Section 1.9). This is additionally supported 
by the reduced impact associated with maintenance activities which are 
highly localised in terms of spatial and temporal extent. As a result, the 
potential impact in the O&M phase will be smaller than that of the 
construction phase making it even less likely to interact with sediment 
plumes from disposal site CR009 or be distinguishable from the baseline 
environment within the Noss Head MPA. 

1.11.21 Based on the information presented above, the following can be 
concluded with respect to the physical attributes of the horse mussel bed 
feature of the Noss Head MPA: 

• The level of change associated with dredge disposal site CR009 has 
the potential to be local in spatial extent, short term and 
intermittent in duration and highly reversible making it unlikely that 
the cumulative impact will be greater than as described for the 
Proposed Development alone assessment. Paragraph 1.10.18 details 
the effect of an increase in SSC and associated deposition on the 
relevant physical attributes (extent and structure). 

Ecological Attributes 

1.11.22 The ecological attributes of the horse mussel bed protected features of 
the Noss Head MPA that are relevant to cumulative increase in SSC and 
associated deposition are as described previously in Paragraphs 1.10.20 
and 1.10.20. 
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1.11.23 Based on the information presented above, the following can be 
concluded with respect to the ecological attributes of the horse mussel 
bed feature of the Noss Head MPA: 

• The level of change associated with dredge disposal site CR009 has 
the potential to be local in spatial extent, short term and 
intermittent in duration and highly reversible, making it unlikely that 
the cumulative impact will be greater than as described for the 
Proposed Development alone assessment. Paragraph 1.10.21 details 
the effect of an increase in SSC and associated deposition on the 
relevant ecological attributes (function and quality, and composition 
of the characteristic biological communities). 

Summary of Attribute Assessment 

1.11.24 Based on the information presented in Paragraphs 1.11.20 to 1.11.23, it can 
be concluded that cumulative increase in SSC and associated deposition 
during the Proposed Development O&M phase will not lead to a significant 
risk of hindering the achievement of the conservation objective of 
maintaining the horse mussel bed protected features of the Noss Head 
MPA in a favourable condition for the following reasons: 

• The extent and structure of the horse mussel bed will be 
maintained as the O&M activities of the Proposed Development will 
result in only a small increase in SSC and no associated deposition 
which will maintain the sedimentary conditions within the MPA as 
well as not resulting in any change to the water quality or movement 
at the MPA. 

• The maintenance of these physical conditions allows the horse 
mussel bed protected feature to continue providing the function and 
quality that make it appropriate habitat for the composition of the 
characteristic biological communities that inhabit it. 

Decommissioning phase 

1.11.25 The decommissioning phase of the Proposed Development may also 
interact with disposal site CR009 as there is no known end date for this 
development. As the activities associated with the decommissioning 
phase are similar in scale to those of the construction phase (e.g. cable 
and cable protection removal) the cumulative impact associated with this 
phase is likely to also be similar. 

1.11.26 It is not clear when the SSE Spittal to Peterhead HVDC cable route may 
undergo decommissioning therefore it has been assumed the O&M phase 
is ongoing and therefore no impact will occur. 

Physical Attributes 

1.11.27 As noted above the physical impact of the Proposed Developments 
decommissioning phase is similar to that of the construction phase. 
Therefore, Paragraph 1.11.20 provides a description of the potential 
interaction between the Proposed Development and disposal site CR009. 
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1.11.28 Based on the information presented above, the following can be 
concluded with respect to the physical attributes of the horse mussel bed 
feature of the Noss Head MPA: 

• The level of change associated with dredge disposal site CR009 has 
the potential to be local in spatial extent, short term and 
intermittent in duration and highly reversible, making it unlikely that 
the cumulative impact will be greater than as described for the 
Proposed Development alone assessment. Paragraph 1.10.18 details 
the effect of an increase in SSC and associated deposition on the 
relevant physical attributes (extent and structure). 

Ecological Attributes 

1.11.29 The ecological attributes of the horse mussel bed protected features of 
the Noss Head MPA that are relevant to cumulative increase in SSC and 
associated deposition are as described previously in Paragraphs 1.10.19 and 
1.10.20. 

1.11.30 Based on the information presented above, the following can be 
concluded with respect to the ecological attributes of the horse mussel 
bed feature of the Noss Head MPA: 

• The level of change associated with dredge disposal site CR009 has 
the potential to be local in spatial extent, short term and 
intermittent in duration and highly reversible making it unlikely that 
the cumulative impact will be greater than as described for the 
Transmission Assets alone assessment. Paragraph 1.10.21 details the 
effect of an increase in SSC and associated deposition on the 
relevant ecological attributes (function and quality, and composition 
of the characteristic biological communities). 

Summary of Attribute Assessment 

1.11.31 Based on the information presented in Paragraphs 1.11.27 and 1.11.28, it can 
be concluded that cumulative increase in SSC and associated deposition 
during the Proposed Development decommissioning phase will not lead 
to a significant risk of hindering the achievement of the overall 
conservation objective of maintaining the horse mussel bed protected 
features of the Noss Head MPA in a favourable condition for the following 
reasons: 

• The extent and structure of the horse mussel bed will be 
maintained as the O&M activities of the Proposed Development will 
result in only a small increase in SSC and no associated deposition 
which will maintain the sedimentary conditions within the MPA as 
well as not resulting in any change to the water quality or movement 
at the MPA; and 

• The maintenance of these physical conditions allows the horse 
mussel bed protected feature to continue providing the function and 
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quality that make it appropriate habitat for the composition of the 
characteristic biological communities that inhabit it. 

Tier 3 

1.11.32 No Tier 3 projects have been identified which could potentially have a 
cumulative impact upon the Noss Head MPA. 

Tier 4 

1.11.33 No Tier 4 projects have been identified which could potentially have a 
cumulative impact upon the Noss Head MPA. 

  



Ayre Offshore Wind Farm, Offshore EIA Report 
Volume 3, Technical Appendix 8.3: Marine  
Protected Areas Assessment 

TWP-AYR-RPS-OFE-RPT-00001  Page 69  

1.12 Proposed Monitoring 

1.12.1 The potential effects to the Noss Head MPA designated features will not 
lead to a significant risk of hindering the achievement of the conservation 
objective of maintaining the horse mussel bed protected features, with 
the current acknowledgement of the Embedded Mitigation (Table 1.11). 
Accordingly, no monitoring is required as no significant effects have been 
identified. 

1.13 Conclusion 

MPA Screening 

1.13.1 The screening stage of this MPA Assessment identified a single MPA, the 
Noss Head MPA, with the potential to be affected (other than 
insignificantly) by the construction, O&M, and decommissioning phases of 
the Proposed Development. The Noss Head MPA was, therefore, carried 
through to a Stage 1 assessment for a full assessment against the relevant 
conservation objectives in relation to the potential direct and indirect 
impacts arising from the construction, O&M, and decommissioning phases 
of the Proposed Development. 

MPA Stage 1 Assessment 

1.13.2 This Stage 1 assessment considered the effects of the Proposed 
Development construction, O&M, and decommissioning phases on the 
horse mussel bed protected feature of the Noss Head MPA. This included 
consideration of effects on attributes and targets of the relevant 
protected features, and subsequently on the conservation objectives, 
using the best available scientific evidence to support the assessment 
process and with due regard to the relevant Conservation and 
Management Advice (NatureScot, 2014).  

1.13.3 As there is no spatial overlap between the Noss Head MPA and the 
Proposed Development and, therefore, no direct effects have been 
assessed. Indirect effects during the construction, O&M and 
decommissioning phases associated with increases in SSC and associated 
deposition, and changes in physical processes were assessed.  

1.13.4 Cumulative effects on features of the Noss Head MPA, resulting from the 
disposal site CR009 and SSE Spittal to Peterhead HVDC cable route, were 
also considered in the Stage 1 assessment.  

1.13.5 Based on the information presented in Sections 1.9, which includes 
assessments on the relevant protected feature of the Noss Head MPA (i.e. 
horse mussel bed), it is concluded that the conservation objective of 
maintaining the horse mussel bed protected feature of the Noss Head 
MPA in a favourable condition will not be hindered by the construction, 
O&M, and decommissioning phases of the Proposed Development in 
isolation, or cumulatively with any other project or activity.  
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1.13.6 No significant risks to the achievement of the Noss Head MPA 
conservation objectives have been identified in the Stage 1 assessment, 
and as a result a Stage 2 assessment is not required.  
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